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Andre J. Audet P.Eng 
2580 Crystal Drive 

Courtenay, BC 
Canada, V9N 9K1 

Email: andretaudet.ws 
Tel: 1 250 338 8809 

November 16, 2012 

Memo To: Stacey Larsen, DFO 
Cc Margret Henigman, Ministiy of Forests, Lands and Natural Resource; Craig Anderson, 
Regional District; Mike Stalberg, BC Fish and Wildlife Branch 

From: A. Audet 
Subject: Mayfly Creek Issue/Modification of Covenant 

Reasons for Initiative 
Water, from a property owned by Andre and Karen Audet (Audet), which is escaping along a constructed 
corridor, is the subject of concern to an adjacent land owner, and possibly to certain unspecified special 
interest groups. 

The contents of an email received from Stacy Larsen, consultant to the DFO and dated November 13, 2012, 
are attached hereto. 

Historical Context and Background  
Mayfly Creek, a seasonal stream draining a large undeveloped region of low, undulating terrain formed 
primarily by out-wash from retreating glaciation, currently follows a 'man-made' course across the NW 
corner of the subject holding. This stream presents on early topographic maps as terminating at Oyster Bay 
with a poorly defined dendritic delta, of which none of the members follow a well defined course. In the 
early 20th  Century, logging interests established a booming ground in the sheltered waters of Oyster Bay to 
accommodate logging operations inland. Specialized steam locomotives used in transporting logs needed a 
reliable source of fresh water, which prompted operators to excavate a shallow 'mill-pond' enhanced by a 
small dyke on the east flank and a wood dam to the north (personal communication). Outflow was directed 
northward via an artificial channel, and then onto low-ground that drained to the ocean. Over time, 
sedimentation all but completely filled the impoundment, and though the dam eventually deteriorated, 
several generations of beaver have maintained dams at that and various nearby locations that continued to 
retain water for seven to eight months of the year. The impoundment was usually dry from late June to 
early November in a typical year. 

In recent years, special interest groups, dedication to fish habitat enhancement, focused on the drainage 
system and undertook to improve spawning conditions down-stream by increasing water retention through 
the construction of a permanent earth-fill dam designed to maximize the height to which the artificial 
impoundment would allow. A diversion 'ditch' was constructed below the east bank to capture and redirect 
overflow expected during periods of high water and to accommodated any additional diversion caused by 
natural forces such as beaver activity. It appears as though Provincial and Federal Fisheries and 
Environmental agencies supported the initiative and may have funded the project to some degree. 

Subsequently, cooperation between various ministries and the Regional District of Strathcona (Regional 
District) established a Covenant designed to protect the resulting wet-lands and the earth-fill dam. This 
Covenant is written in favour of the 'Regional District' and imposes certain conditions on the land-owner 
(Audet) and states in part that the dam "will remain natural or as is" and that the lands within the covenant 



will remain "natural and untouched by the hand of man". It is further stipulated that Audet is charged with 
insuring that the above stated conditions will be respected and upheld. 

As things stand, the subject lands remain as natural as the man-made supporting infrastructures permit. The 
diversion channel, discussed above, captures over-flow waters escaping the impoundment as foreseen and 
appears to function as designed. 

Current Situation  
The impoundment is not retaining water a long as had been hoped and consequently is not contributing to 
improved fish-habitat downstream during summer and early fall. Moreover, hydraulic 'piping' through ad 
hoc dykes built nearly 100 years ago is promoting the erosion of cavities below vegetation, which in places 
creates a thin-crust that collapses underfoot. The risk of serious injury is high and the overall potential for 
life-threatening consequences is not negligible. 

If left to 'natural' processes, as conditions of the Covenant demand, Mayfly Creek will likely carve-out a 
new channel, diverting waters eastward from the current darn to an interception by the diversion channel 
and hence to an alternate channel that will cross the private lands currently being flooded. Beaver activity, 
which by definition is natural and fully protected under terms of the Covenant, will continue to influence 
water-levels within the system. 

Sua2ested Intervention  
Casual telephone discussions with Ms. Larsen have centered on intervening by either lowering or 
completely removing the man-made dam. While acting on either of these suggestions would lower water 
levels in the short term, and would redirect waters to the intended channel, neither provides a 'sustainable' 
natural solution since beaver are certain to reconstruct the dam as they have recently done a short distance 
up stream. Moreover, unless the dam were to be removed completely, piping and consequential 
deterioration of retaining dykes will continue. Accordingly, a proposal for removing the dam completely, or 
altering it somewhat, without provision for an ongoing management plan, does not present a sustainable 
solution going forward. Audet has not been formally consulted regarding benefits, consequences or 
sustainability of the proposals, which appear to be attempts at a 'band-aid' solution dealing with immediate 
needs without concern for longer term objectives. None of the above mentioned activities are permitted 
under the terms of the Covenant now in force. 

An additional concern that requires consideration is that removal of the dam will negatively affect Audet. 
The dam provides foot access to the western end of the property (as permitted under terms of the Covenant), 
and that access would be lost should the dam, or parts of it, be removed. 

Lei!al Considerations 
The Covenant is a legally binding contract to which Audet is a signatory. As such, there is no provision 
whereby any government agency or official may grant exception and nothing short of a court order would 
relieve Audet of the obligations therein. While the attached email states that 'Mike Stalberg, the Fish and 
Wildlife Section Head, has agreed to sign-off' on the matter, that decision does not alter or abrogate any of 
the responsibility owed by Audet. 

Further, Audet may grant others the right to undertake activities that Audet is not permitted to undertake 
and for which Audet would risk severe financial consequences, that at a minimum would include restoration 
of the site to existing conditions, but which might also result in litigation and the need to defend against 
third-party civil action. 



Ms. Larsen states that the covenant transferee is listed as the Ministry of Water land and Air Protection, but 
my read of the Covenant document clearly shows that conditions of it are in favour of the Regional District. 

Considering that environmental issues are exceedingly sensitive, that government departments often conflict 
in their interpretations and application of statute, that numerous NGOs and First Nations groups have a stake 
in natural habitats in this region and that the matter impinges on both Provincial and Federal jurisdictions, 
Audet believe they are obligated to refrain from engaging in or appearing to sanction any activity that might 
be seen as contrary to the terms of the Covenant and will therefore aggressively oppose any initiative that 
does not meet conditions stipulated in it. 

Conclusions  
-The portion of Mayfly Creek crossing the Audet property, and the dam located thereon, is causing flooding 
problems on an adjacent property and the owners of that property seek a resolution. 
-Current conditions are consistent with objectives of long-standing and established infrastructure now in 
place, and as such do not present an 'emergency' situation. 
-Audet is bound by severely restrictive conditions of an overriding covenant that specifically forbids any 
alteration within the Covenant area. 
-Informal discussions imply that various government agencies are in favour of either modifying or removing 
a dam protected by an overriding covenant. 
-Access between portions of the Audet 'property' will be curtailed if the existing dam is altered or removed. 
-The Covenant is drawn in favour of the Regional District, which is itself bound by the terms of it. 
-Terms of a covenant may be altered only with the formal agreement of all signatories to it. 
-Since the Covenant forbids all activity within its boundaries, changes in its terms are necessary if any 
physical change to conditions are to be effected. 
-Audet has not been formally consulted with regards to the proposed intervention. 
-Audet will support an initiative to alter the terms of the Covenant provide that it incorporates negotiated 
changes that reflect the need for long-term sustainable management, make allowances for such, and that 
Audet's objectives for the 'Quiet Enjoyment' of its holdings be considered and respected. 
-Audet will not agree to support any costs, direct or indirect, relating to this initiative. 

Recommendations  
It is recommended that parties desiring a change in conditions in the Mayfly drainage system should petition 
the Regional District to re-open negotiations on the terms of the Covenant, since it is to the Regional 
District that obligations depend. 

Andre J. Audet P.Eng 

November 14,2012 
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Hello Andre, 

Good to talk with you just now. 

Here is the information that is the background to the recommended actions for the excess water flooding situation 
on Mayfly Creek. 

The issue was brought to my attention by a landowner in the area with a different plan of action (trenching and 
installing apipe to drain the oveiflow from the french out of the wetland onyourproperty). 

A different solution was recommended once the full scope of the water runoff and beaver dam on the weir was 
observed, and after talking with the Oyster Bay Streamkeepers. The DFO (Fisheries & Oceans Canada), the 
stream keeper group & the provincial government (Ministry of Forests, Lands & Natural Resource 
Operations & Ministry of Transportation) agreed that this was the best course of action. 

This plan was reviewed and discussed with Maggie Henigman, MA, CCEP (Ecosystems Biologist of Ministry of 
Forests, Lands and Natural Resource Operations) who is the Habitat Officer that reviewed the Section 9 
submitted by the property owner whose land is being flooded. Maggie & I have discussed the matter and have 
agreed on a plan of action which will lower the level of the beaver dam significantly which will then lower the level 
of water in the wetland which will in turn both reduce or end the flooding to the other property owners land and 
also keep the water in Mayfly Creek itself. 

After discussing the plan with you I then talked to Maggie about the convenant. I found out that the covenant 
transferee is listed as the Ministry of Water land andAir Protection, which is basically FLNRO (Ministry 

of Forests, Lands and Natural Resource Operations) now. We have Mike Stalberg, the Fish and Wildlife 
Section Head agreeing to sign offpermission to have the dam lowered. I can also talk to the Strathcona 
Regional District and have their cooperation more than likely. 

Let me know fyou would like further information at this time about the background or proposed plan. 

Thank you, 
Stacey 

Stacey Larsen, Dip. T., B. Sc. F, RPF 
Acting Community Advisor 
Fisheries and Oceans Canada 
150-1260 Shoppers Row, Campbell River, BC V9W-2C8 
off: 250-286-5823 
cell: 250-204-0083 
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uiczrd to thti kistnirnHlL UEc) I*t hm duzg dciibcd w n 3 is re1eaad ordiidiatcdai 

,thscu sh6n4& d1baui2. 

S. 'rRANsFEIoR 

OYSTER BAY INVESTMENTS LTD., INC. NO. 681619 (Owezaatu si i of 

Wgy) 

KOXANEE MORTGAGE M1C LTD., INC NO. 260.148 (Pdoaity) 

WINSLOW DEVELOPMENTS LTD , INC. '40 029617*1 (Priunty) 

&TIANSFEREE 

COMOX STRATHCONA REGIONAL DISTRICT. 

6Xl Comas Raid, Coum'nay. BC., V9N 3P6 

7. ADDITIONAL OR MODIFIED TERM5 

N/A 

01 /92L2*flø)yj 72I 
I1%.95 

20150911111 10

iq',X4) 
.,4, /444
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8. EXECUT1DNS m 

iLt1UtIt àicnbed an hem 3 nd the Tiria1cora) and e Dthe *fria,nry 
sckledgc(z) mcapt ola mac cop, ot the hkdiiaradacd duqe aram at 
OFRS1GNATURES EXECUI1ON DATE 

2007/ 
As In a ti8llAlD (1 WRI(HT.BCt5 CLS 

I107ARY PUBUC 
2211 0t,PA RCMO 
DtJP1CN BC V9E9  

dscheai óa gcwccia dic pdow nr t6 
agr! in buuod 1*y ihia natxan!init, sant 

PARTY(rEs)sTGwAnmii(s) 
QYSTBR BAY 
INVESTMENTS LTa, 
INC. NO. 681619 by i 

KOKANEE MORTGAGE 
MIC LTD9  INC. NO. 26GI8, 
by as ua.hoized soty(e*) 

Ca4d 

      

2007/ ii / /o 

     

     

      

      

A tcth4a 

LEA-I C CARD 
Bsler& Sobtor 

1'JLTOPJ &OOMPtI UP 
#300 3 IANSDE STREEt 

KAMLbOPS, 8 V2C 1YI 

Pont Nninc 
As Li P&Jóy UDI) 

ow 

DEVELOPMP4NTS LTD., 
LNC NO 0296178, by ir* 
iuthtuized ignstnry(ic 

Paint 'Jsne 
OFFKER CERTIFICATLONt Trinafcrcc 
ow agnamrt rsiitits a vscmiaaam ttia a a ao&uot, itthlc nahrap iui1çthed by thc dti,ce 
Art, ThSThC 199&24. t, t1ie iiEdwm foc ue ri Eeiftah ( frs the nattiv wt out .o Pt of the L.attd 
Tnle Ad s they periain io iiw uboo of ihe 
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TERMS OF ThTRUMENT - PART 2 

wRuE 

4, A. Tha WTi#.Irwt  mna the 1tsfnrr a set out u kim on Paga (Fsms C) n( the 

macharm flenei1 ingrumeni Pan I 

ft flw 'Tiic0  wwnn the i ismfese *s set ust in itim 6 twi 'r (Frm C) nf the 

anathwid General ln*tnirsxnt 1'w I 

C ii..antr ,flr:*nm th1and*i*iiaikinu2 

Insimment Pan 1. 

fl Thr I and 'tnt rn,nthrs of gtat tsttpuflatia.e iv the Tranafrmt. the rmnafrze4. and the 

pithier. In I*nru1a.T. protrnon of the scuaUc habusi .4wst tu MayfI  f.rrch ansi sslenli&d waler 

nuns n the land pmcidns atuumei and wautct habitat fiz sh (water quaky and s.nity are 
iniporwii ad th arant atoeajsc astai tot thc dt scaiva 

K Aasnflh,nfwaypurnroS.cuon21$ucLdTAaina.swmdthe 

Twnferev 1* nccer*iry frir the ipaaflon end ninn"wce 01 the undenikings of the Transfraw& 

F Striien 219  of rha land Thk ,4d pnsfldr. thas. that a covenant, bczhao1s 

uqazivctwpcóâvensrwin reiper*ofdu use 

QU. Or in be nsre4 nn, hnd or in protectp1anczve nsery ,eeh,nr the Land 

ur a spsci&d imcnIry In rrb*sn to the Land may be restrzvd a a charge gaInat the ink to the 
Laud. 

NOW fltP.REPORB dos Agreesuent wiinviara that porausin to Seenona 21$ arid 219o[ the Ld 
Ttk .4a and in tuon of the presnisa and the covenan cont*mnd An dii Agrecmcnr arid 
lz the swis of One Duliar ($1.00) now paid by the Transferee to the Thxrsfunr, ihe receipt and 
auititaisc of which Is hereby a nosri.dgad Isp the partica, the parika hereto covenant and ap 

rhc either at fn1ksws 

hi 
LO nftitss 

LI) '}WW' merm the vIk high water nuark of a abtam where the pzsce and seuoit of 
the water n common and ueaJ. and so kng crsiuinuP4i In *11 on na as SO fMik on the 
ueitl of the ed of ibe ; cKieraer dinocr £ron thsa of b bankc in ieRetaiiin, at ueh1 is in 
the uartm. of the toil Itself, and indudes the *ctnc Gix'pI*in 

'o15-o-lO il-ID Pse ol 14 
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1.2) *SPEAa means thr sutisni*dc psutsiction md mtharwmcnet azca 
a) a4ccnt  to * atnn th kuks aqueflc n *trrestiial Otcms md inthiekm both txwi 

itid potent*I npanan vecoo utid c*1 and porinnal Iiøccl ujILuLd vu'unm 
that czctts an uh*oce t,n th *Uv*n and 

b) the ti't ul whith is iktea,nlnati antdmg to this ivrjulatirin i the basis ( dir 
*iTnCnt ?rrtit as slrrii below pcuvidcd by a qualified rcisvcnuucwal pfcu4nn1 
in reap.n of a deveiupmcsa ptuptmal 

J) in*ns hzg wuvd Jcbã 

1.4) MRcpufl" meana the *3peslan Artat Rqpshtiim Aascaanient Rcpurt allzçhcd krerr. 

13) Cvaisumt Ares" rnean the SP}A as Mk*itiflc4 Lii the Report 

10 batc*adoos 

ZI) ThVTt*ILJUPr and TraniFerre sin thn Ajnxmcnt 1* 
a) to fi,an,rw prorre. ptrwr aiul rn*imiin the (weint .Azvi to a set 

en this Agittineot. and 
b) iv p*rvcu soy aQeupatitin i't ur of cb (.vflaUI Atea that i11 i*th*andr anpau tie 

1a*atf&seitb the natual stair ut dir Cuvcant Ai 

22) Tht pasóea avem thai this Ag*emst iv hr iu*spreed. perfunntd. and sised w 
accntdsiici with the *wauc*s ui the Arersuan as set out w Svsiit*i L 

2.3) This Apeetiwni shell be pcpcnaal in rrfleci thr p'idili. inssxe*i rn the piuceclilat. 
rwns'1*1nn, ton aU4u anti maawnarwt of the nautral aar.c of the Cwenant Ares for cu,lvgic*L 
srtd ensru*uncI flaJ rs*.u0s4 

3.0 Usc *nd Prcacirv*doo of die Cnvcn*ni Arts 

3.1) Tht Thn,Jrrot totcaaam ma sgteta toprose, preserve. wne, mswtun and kzcp the 
Coaoi Ares ui It, tie 

3.2) Whboøi hmunng the covenarn turuend in Sna3I, the Ttan,1rne ciwrnanzs and agim 

a) ii waU za*anani all tutwt wt*at,on al *rbeh nane thai he tnzjctj irhow nrrrn 
pantatsano of the rssfmç, e.nh dir cxcepáin ni trees t ma d.sngewu by an 
agbnátt (ne snot capert) and rnvaut ncwt natree vgttmion, wu prst notice sad 
arip.oval of the lrauafcznc 

Ii) otioskpoàr fihl;ani 
c) msiccmb dclaenoua In stei quzL ihall xn be *TntCt or duthpcd within the Ci,taant 

An These ua i nr1idr  Ist air not ____ in heàdes/pesüidca. 
femiresa. sil/scihiu,cnt4  cem'spcwt. ca'd waste (urhsiling grssi d&pptn and perinkum 
based psnd 

201509101110 Pa4 n14l 
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4.0 Diipusc Rco1vàou 

41 If thcte * dSiiWT1TU 1TptdaII btteh iIthia Agrrrniiiat th&ib his nrnarved or 
xciswcd cii if sitte i daaapvciixnt to the smasmi ol thu Arrrmrnl. die Ttauiktrs, 

or she Tran,freee ci tvc  nre to the uthit .ajwnnR a meetis uf afl parews 
withi 10 b&,stn d ot rrrript nf the ==—_ 

The mu ncmpi so ttithe div U_ srtU,* rrsconably anti *oud Iaath 
widji 15bunzsdItrcc,tuftJwnr, rr 

43) H $n nra able K tv,ufr the diiagteenwn* 'tthm that sine, the pistie may 
a mutually acicpiibk perv.ors so medisic the Dunes and tht pattie. muat act 

reasonably aod in yiiod faith and eoopesie asth the nittbactie and with m4i o4s.e k mA 
ananpi to teaulrr the mrrrr within 3 bwkscaa day ift,t the mo.Iatew *ppoésswcL 

Li Rhs of Attn. fin, MønitnnnR  and Ealoecemens 

Si) The Titnifetor c*zua iaa the Tranaferec i bci1w, anda irarucocy iiiju uf i.'*y 
ctican 218 uf the L.aaifT#kAi; rn2Ibflg die Tmnskmee to tk the frJlnwin 

a) to IsI u*Jti the Lend so .nipelt the Cuienani Ara 

at kim cost ears c*kncr %rmz, mdi the c ndi zapciàrin to be t.cd sjxin 
by she roci belurt Au8uw 31 each yc*c, A If the pames canota sin those 
daye by Aus*a 31 m atty ycat, the Tna.f entitled iu vziic iqn and inspect 
the euseuaru Am in atcosdante v.iih thAi ?iindim ¶il(s)(ti). SUd 

as sU ,rattauble a upun puum utr by the lnsmitxcc so she Trnu, of it 
kim 24 huti. unkie, in the npininn of the izanefrtue their s an etnin,eney or 

en*wssu*.e whith dr* si make .uch ootict in the sok 
dzsacuun u( the Transiesee. 

&a. par i( mafcuoo u( the C-O%QIfl1 Ati, take uni,e, pbQtugrihm end citicu 
tt.rdinp ii mat be nian so tnunitot L ti4.st asid cnfora the temia ti1 thi* 
Ageccmcut; 

( c) to easu tipuu and protect, prexvr, c0n4e1'.e. mauumau cuhuwt, rracrnt 

In the Tniuiae.'s sole ditiction the r.sweriani Area so as mar she cundsion dcacsüiid 

J in the Rrpon as pnc *f an act of nature ne human mgcs* nthee than is 

deeriibed in Sccützi 1(rt), dettaori eupn1  dimie ut ucgadvriy alkctc ur sheet' 

L the CUten*ut Arei frs* the condition desciibed in the Kqam 

so enttt upoci md prnseti, pfeicnc, cususree, sthsain, ibaner.  retose ut irate, 

An the T(t; ink thiuou and as the elpetuic of the i usfceoc, the (jnvenant 

Area o as mar the conUAtion dewsibed in the as I pracucabk, if an action of the 
innefezor or *a other petion actso irh the rtii1 or eooatnacrit'c knowkdcjc of rIse 

1u 

i tiepuovs. irnpaira, tnuthic ncatredy affects Ut slurs the Coieitani Arei iu div 

ndinrn tkcthcil in the ej'iri or 

ii) eentravcnin auy trTTn of dis Agxvcmcnt 

201509-ID 11:10
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t) to y r O ur 1x*b a ptoesm gtted upun among the panics Lu. the 
t11nttiofl, p t%ztun. cntrTh1ju O*ifl1c1i1kx, 1iafl4rnetl *.*ibcn ot 
rehaaIjtauc *1*11 Ut av porm of the Cocoaut Ar and 

f) t p1icc pq Ut *her mirkn oti th Land to incern the viathky of rxisàaiR 
y p i*uth ntbns. 

'.2) Ibe Ttzasfciac may hmin v,hicks, u4mnm and wvannai propL aeths the Land when 
vicrt1an3g tbrmr nghis tmd thi AgCTnt1U. 

t.3) Fut the pwrnus n4 SecUumn 5.1(c) and (Ct), the TanIàc hairr he sole tL±aatminn to 
t.p.aezvt. IQC1rr. nanritata. rithan, rik*át 1i'rcahahthratc the CuIcnanI ArrL 

4.0 LnIOniinctit 
61) U th Tnuftrae, bi 1* sole dnuvtiijtt, bcEc?c* that the Thsfvcur hat cit 

prfnnn any o the ob1; n in thtt rectncuf or ma itt breadi of any terni of 
Thit gtre.nrttt, the Thmfrm may save no he Teanafcnv * nouct Ictung nut psrucuhzs 
ol thc titcadi and tif tlw Tranafeot'. c*tLrated n**ltnxmt juib of remedying the bzeich4 
The Tran'femt has W data (nan cccepe ci the no am mnchasmon uf din diwite 
meinhiban prot'maaun untkt Fetin 4.0.1 shim Agreemran if uwke4 iii ictandy the beadi 
or make anangcn*nb Mtlwtaim*y in dic Th*fetec !r* eeniedyum the breirit, ac1uiHnI 
with aap1 U' the trnm within whieb dir hrraeb ahal3 be rctnedkCL 

62) It she Tanskmv dan not remedy abrcacb dniüibed itt Svimoui 6.1 within the cuuc tpednd 
In Section 61, the I tsnsicxrc is rndtled to met the tuuI and remedy the breach or catty 

the irwsriucnis referred to an Svcuun &t and the Teamleror shah rámbsuae the 

Tr*pa(eiee fur any exprnmea meursed n doIng an up mthe animated mnac custia of 

eeincdylimg the brneh am se out in the notice under Section 6.1. Eprnre incumd by the 

Tninmtcsee tndcx rho wetmana ate a debt o'wed by the Tiariafetiz to the Tmawfcsec 

6$) The lrannfrrrw and the Tnwfcree agree that the eaifurcinrnt of this Agitcmnetar drahl be 

cntitriy within the dmc.rcnnn *f the izatt*(vnt and that the eaecu4iun and rcgtstran*xi ol this 

CUvr1flt aW1s( the thie to the Land shall not bt intezpnted as eteating any duty ott the 

part vi the Tmr*Ietee to the Tanafemr or tr *fly tthc person to enforce say pmvi*1r or 

the breach of any prosistun u( diii Areenieru 

740 Rek*c 

7.) The Trsmfrrar bssvji, ztie. aiid futeia dithargcs the Tmnsfrrc of and finom any claM, 

cmuu of waist, ut, dansind c3cpcnsea. Co and legal (etC htsocicr which the 

or may hew against the Iratuferee tot ny Lots d3mage or mjuiy that the 

itferot may mumin or arising out of vi connected tiith the btch nf any coeoanr 

in this Apcement 

8.0 Indezunhy 

&) The tiansferot ahaB zndcmnif'.' and ve haxrnku the TranIccc of and (torn an cleima. 

&n*ada, actions  zse vi action. amt (cv. espenc or gal fee wharaocver which 

hat or may have against the Tanaierec or which the traii.fcrtc incurs as ttsult of 

any kar. damage yr Injiny snamag n of or connected itib thc breach of wry covenant in 

thu Agiecmvur 

#015 09 10 11i0
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9.0 &eUksoey Powcz 

9.1; Nothing tøtaia1 ur nphti1 httttn hsI pteud ut affcd the rbt snd j*.cr. of tb. 
TIctc 1  the cxa nf tadcr y bhc ot 

1W rgul*flnnt *11 ol *LLL u be fuy *0(1 tfft(tWtl tZC1UWi is& trIatvi in d, jpj it 

itus Agteetniiu lad u..rn bu rxecutrd .rtd dtkttc*I U die Tranirnr, 

11.0 Ni. Wsmmvy 

101) 1, $ mnnnfly untlmiood. tkrauwicdgv4 an sttei b; the pa hetein thu tIw 
h,, maiie no nprtiieuixatiuni. rnaat *urnuct. utrui nrn us 
(.ini tn utLcti,c) th tb. TcwtIrtoi u4bes thar dc cr*nrsin.d Ii tbs Atemns. 

fl. fee 

71I) The IIIIifeTOI zrca lv cxwjtr all other ciaieuta *nd pnwifr ifl 
necessIty lv gIc cllcct irs e&wenar cuotained ii this Agreement 

112) Ibe 1 run1ciur shufl pay the leal iees of the Tninakau ui evwtnectloa wal* d. pn patanno 
and r lratst.rn of this Agreemezu. 

II.)) The Trin.sfnr ara and sgrcc ftii *adf, wa hcim. czgcuw, ,ei...and ,sscn 
that ii will a, all ilows pettowi *nd jb*cte the leaparef newt sud teewciwws* kb,tc*t 

csss and they I**1J 1* bInding tqwin the trantictui sa pctund enrroaius uoiy diu1n1 ihr 

pucd uf* tcapccrc snirtesi in ibe Lsi4 

114) The r10xtion and usvnants hewan cøiitiinvd b be rwrnancs nuwmg tvuh die land 

and shall be pcienssl. and shill ,winuc w hind all nf the i..mi b d)&Yid,-d and thai 

be rqi$1I!rc(1 11) the VICt.* Land TU1e Off.rt itftuairi Scvtjuns 21I and 219 01 d.c Ld 

Ttt4i 4aas caeenawt ni i*oau o(thc Zranstacc as a 1rwt clwgt aga.nsr the LmsL 

11.5) ThM gfrement .t.*U..usare in she bcne& of the Tanafi,ec si shall be bind upon the 

parn btiiu *nd thcir rcipecàve Ia, aucras.in and ass 

11$) Wbczrci tht capniow ftQ and tmnrtern? are used beruu, they .haU be 

cinauued is maJ*i the plutal, feminine or hndy rorpow or puhóc white rh. coivat or 

the panics so terII1er. 

11 ) A op vi the registered coiaJn slucumern a to be torssaied to the pames lot ncrI 

keeping. 

]i8) The page number, no.trd on Psv 10 M44 Pages ae the pav nwnhen rioted ott the botTom 

right hand cirne f the Report 

2 0 101110 PnQc 70144 
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IN WITNESS WHEREOF the f*TM berto heeby icknrMc4c that this Agtetm 
ha been thaiy tutcd and delivered by the parnrs e%ecuung Iuwi C airacbti bercn 

CONSENT TO GRANT OP SECTION 219 COVENANT Y CHARGEU OL)ER 

KNOW AJL MEN 1W THISE PRSITh4Th Act KDKANEE MORTGAGE MIC LTD1  ,INC 
NO 260348 he b&de of czge by wsdMzgc No EX161963 regintred agntAc iwitbin 
descxibed pwpty 1 thc Lwd Title Of atVictnna BnwJi r4.,thia, fox and in ccrnaidcmixin of 
thu uf One Doiia (I10(páI  by the 'Ft*ntl.ezce Lu uc said Chatgchrilde:(thr receipt wheteul 
h bmhy *rknowkdge4 *gtces idi the Tmnafrzce t* aucceaot sod as4ii, th*t Ac within 
Section 239 Coeeuiw ibsU be ass ainnbsamz upnn she s,rhn described pruperty in prinrity in the 

hd diaic in thy aznw rn*tutc* *ricl m Ac iatme cffsct s il had dated and segis,rre4 poor to 
the said chase 

KNOW AU. M1N 1W ThPSR PRKSIQ'IJ'$ thai WINSlOW ivwmwrs LID., [NC. 
NO 029t1?8, die botde, ol a diazije by way ø( Mnrtgr o 1LX1W%3 registeted pinar the 
within dcsuibnd property in the Land The Office at Vituna. I3riiash Cobrothin. rot and in 
atkirt brth4 nt of One r31fr,j$Rc)) paid by Ac Tansferee in the taid gchodez (Ac 
rro4s whstiin( Is hereby scknawte4e4), apeci ith the Trnnafeine irs ucccss and aa4s*, that 
the within Sectino 219 tuvenint abafl he an rnnmthrianre upon the within tkst*ibcrl pvnperry in 
prtuaiy w the said ch*re in the iimr rnnni Lnd ti the amc effect ** If is had been dated anLi 
registered pnne in the said c.hae.. 

2O1549-1O1110 PageBot44 



Appendix 6 

BC Reg. 40/2016, the 'Water Sustainability Act' and 'Dam Safety Regulation 

18 



Dam Safety Regulation http://www.bclaws.ca/civixldocument/id/Ioo98/1oo98/4020  16#Schedulel 

Copyright (C) Queen's Printer, License 
Victoria, British Columbia, Canada Disclaimer 

B.C. Reg. 40/2016 Deposited February 29, 2016 
O.C. 114/2016 effective February 29, 2016 

This archived regulation Consolidation is Current to December 31, 2015 and includes 
changes enacted and in force by that date. For the most current information, click here. 

Water Sustainability Act 

DAM SAFETY REGULATION 

Contents 

Part 1 — Definitions, Interpretation and Application 

1 Definitions and interpretation 

2 Application of regulation to minor dam 

Part 2 — Requirements Applicable to All Dams 

3 Dam failure consequences classification 

4 Owner must comply on determination or change of classification 

5 Responsibility of owner for dam condition and safety 

6 Prevention of unauthorized operation 

Part 3 — Requirements Applicable to Certain Dams 

Division 1 — Application of Part 3 

7 Application of Part 3 

Division 2 — General Safety Requirements 

8 Operation, maintenance and surveillance manual 

9 Dam emergency plan 

10 Record identifying emergency contact 

11 Signs must be posted 

Division 3 — Activities at or near Dam 

12 Authorization, change approval or order for alteration or improvement to or replacement of 
dam 

13 Requirements if alteration or improvement to or replacement of dam 

14 Hazardous conditions 

15 Potential safety hazard 

16 Invasive investigations 

17 Removing, decommissioning, deactivating or stopping operation of dam 

Division 4 — Monitoring and Review of Dam Safety 

18 Site surveillance, formal inspections and tests 

19 Instrumentation 

1 of 37 2018-03-23, 1:46 p.m. 
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20 Dam safety review and report 

Division 5 — Information and Records to Be Submitted 

21 Information and records to be submitted to dam safety officer 

Part 4 — General 

Division 1 — Dams with Multiple Owners 

22 Owners designate 

23 Compliance by any owner satisfies requirement 

24 Exemption for owner of dam with multiple owners 

Division 2 — Records 

25 Submission of records to and acceptance of records by dam safety officer 

26 Retention of records 

Division 3 — Advice of Independent Expert 

27 Advice of independent expert may be required 

Division 4 — Offences 

28 General offences 

29 High penalty offences 

Part 5 — Transition 

30 Definition of previously unregulated dam 

31 Transition — dam failure consequences classification 

32 Transition — operation, maintenance and surveillance manual 

33 Transition — dam emergency plan 

34 Transition — record identifying emergency contact 

35 Transition — signs 

36 Transition — monitoring and review of dam safety 

37 Transition — general offences 

Schedule 1 

Schedule 2 

Part 1 — Definitions, Interpretation and Application 

Definitions and interpretation 

1 (1) In this regulation: 

"Act" means the Water Sustainability Act; 

"classification" means the classification of a dam determined in 

accordance with section 3 [dam failure consequences classification] or 31 

(transition — dam failure consequences classification]; 

"dam" means 

(a) a barrier constructed for the purpose of enabling the storage or 

diversion of water diverted from a stream or an aquifer, or both, and 

(b) other works that are incidental to or necessary for the barrier 
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described in paragraph (a); 

"dam safety officer" means an engineer or an officer who is designated in 

writing by the comptroller as a dam safety officer; 

"emergency plan", in relation to a dam, means 

(a) a plan 

(i) that, immediately before February 29, 2016, was the 

emergency preparedness plan for the dam under the former 

regulation, or 

(ii) that is prepared under section 9 [dam emergency plan] by 

an owner of the dam and accepted by a dam safety officer, and 

(b) the revisions, if any, to the plan referred to in paragraph (a) (i) 

or (ii), as applicable, set out in a record prepared by an owner of the 

dam and accepted by a dam safety officer; 

"engineering professional" means a person who is 

(a) a professional engineer as defined in the Engineers and 

Geoscientists Act, or 

(b) a holder of a limited licence under the Engineers and 

Geoscientists Act that permits the person to practise professional 

engineering and who is acting within the scope of the limited licence; 

"formal inspection", in relation to a dam, means a thorough on-site 

inspection of the dam and dam site conducted by a person who is an owner 

of the dam or an agent of an owner of the dam and who is responsible for 

the safety of the dam; 

"former regulation" means the British Columbia Dam Safety Regulation, 

B.C. Reg. 44/2000; 

"hazardous conditions", in relation to a dam, means conditions, including, 

without limitation, defects or insufficiencies of the dam, that 

(a) are or are likely to be hazardous to the dam, or 

(b) may reasonably be anticipated to cause all or part of the dam, or 

any operation or action at or in connection with the dam, to be or 

become potentially hazardous to 

(i) public safety, 

(ii) the environment, or 

(iii) land or other property; 

"instrumentation", in relation to a dam, means instruments and 

equipment used to measure the following: 

(a) hydrological and hydraulic characteristics in relation to the dam, 
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including, without limitation, 

(I) water levels in the dam and reservoir and at the weirs, and 

(ii) water flow throughout the dam; 

(b) water clarity in the reservoir and below the dam; 

(c) seismic, geological and geotechnical characteristics in relation to 

the dam, including, without limitation, movement of the dam, 

seismic activity, pore pressures and stresses applied to the dam; 

(d) temperature variations of the dam; 

(e) weather conditions that may affect the operation of the dam; 

(f) other parameters in relation to the dam; 

"jurisdictional area", in relation to a local emergency authority, means the 

jurisdictional area, as defined in the Emergency Program Act, for which the 

local authority has responsibility under that Act; 

"local authority" has the same meaning as in the Emergency Program Act; 

"local emergency authority", in relation to a dam, means a local 

authority that is, under subsection (2), a local emergency authority for the 

dam; 

"operation, maintenance and surveillance manual", in relation to a 

dam, means 

(a) a manual 

(I) that, immediately before February 29, 2016, was the 

operation, maintenance and surveillance manual for the dam 

under the former regulation, or 

(ii) that is prepared under section 8 [operation, maintenance 

and surveillance manual] by an owner of the dam and 

accepted by a dam safety officer, and 

(b) the revisions, if any, to the manual referred to in paragraph (a) 

(i) or (ii), as applicable, set out in a record prepared by an owner of 

the dam and accepted by a dam safety officer; 

"owner", in relation to a dam, means 

(a) the following persons: 

(I) a person who is a licensee in relation to a licence for the 

dam; 

(ii) a person who must under the Act, but does not, hold a 

licence for the dam; 

(iii) a person who was a licensee in relation to a licence for the 

dam immediately before the suspension, cancellation, 
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termination or abandonment of the licence, and 

(b) if there is no person to whom paragraph (a) applies, the 

following persons: 

(I) an owner, as defined in the Act, of the land on which the 

dam is located; 

(ii) a person who had the dam constructed; 

"potential safety hazard", in relation to a dam, means conditions that are 

not yet, but have the potential to become, hazardous conditions in relation 

to the dam; 

"Provincial Emergency Program" means the Provincial Emergency 

Program continued under section 2 (1) [Provincial Emergency Program] of 

the Emergency Program Act; 

"site surveillance" means the monitoring of a dam and the area 

surrounding or adjacent to the dam 

(a) through visual observation, and 

(b) if there is instrumentation relating to the dam, through the 

systematic collection of instrumentation readings and analysis and 

interpretation of the readings; 

"submit", in relation to a record that, under this regulation, must or may be 

submitted to a dam safety officer means submit the record in the manner 

required under section 25 (1) [submission of records to and acceptance of 

records by dam safety officer]. 

(2) For the purposes of the definition of "local emergency authority" in 

subsection (1), a local authority is a local emergency authority for a dam if 

any land in the jurisdictional area of the local authority 

(a) is in the immediate vicinity of the dam or the reservoir of the 

dam, or 

(b) is downstream or downslope of the dam and may be adversely 

affected by 

(i) a complete or partial collapse of the dam, or 

(ii) an uncontrolled release of all or part of the water 

impounded by the dam. 

(3) For the purposes of this regulation, the construction of a newly constructed 

dam is conclusively deemed to be completed on the date on which the dam 

first becomes capable of storing or diverting water. 

(4) For the purposes of sections 2 (1) [application of regulation to minor dam] 

and 7 [application of Part 3],  the height of a dam is the vertical distance to 

the top of the dam measured, 

5 of 37 2018-03-23, 1 :46 p.m. 



Dam Safety Regulation http://wwwbclaws.ca/civjx/docunient/jd/1oo98/1oo98/4020  16#Schedule 1 

(a) in the case of a dam across a stream, from the natural bed of the 

stream at the downstream outside limit of the dam, and 

(b) in the case of a dam that is not across a stream, from the lowest 

elevation at the outside limit of the dam. 

Application of regulation to minor dam 

2 (1) Unless otherwise ordered under subsection (2), this regulation does not apply 

to a dam that meets both of the following criteria: 

(a) the dam is less than 7.5 m in height; 

(b) the dam is capable of impounding at full supply level a maximum 

total storage volume of water in the reservoir of the dam of 

10 000 m3  or less. 

(2) Subject to section 7 [application of Part 3], the comptroller or a water 

manager may order that this regulation applies to a dam described in 

subsection (1) of this section if the comptroller or water manager is satisfied 

that the dam is or may become potentially hazardous to 

(a) public safety, 

(b) the environment, or 

(c) land or other property. 

Part 2 — Requirements Applicable to All Dams 

Dam failure consequences classification 

3 (1) An owner of a newly constructed dam must, as soon as practicable and, in 

any event, no later than 60 days, after completion of the construction of the 

dam, 

(a) determine the classification of the dam in accordance with 

section 2 [determination of classification] of Schedule 1, and 

(b) submit to a dam safety officer, immediately after the 

determination is completed, a record setting out a proposed 

classification for the dam. 

(2) An owner of a dam for which the classification has been determined under the 

former regulation or this regulation must, 

(a) no less frequently than is specified in item 1 of the table in 

Schedule 2 for the classification of the dam, redetermine the 

classification of the dam in accordance with section 2 of Schedule 1 

to assess whether the classification of the dam has changed, and 

(b) if the classification of the dam has changed, submit to a dam 
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safety officeç immediately after the redetermination is completed, a 

record setting out a proposed new classification for the dam. 

(3) Despite subsections (1) and (2), the comptroller or a water manager may 

order an owner of a dam to comply with subsection (1) or (2), as applicable, 

on or before a specified date. 

(4) On receipt of a record under subsection (1) (b) or (2) (b) or paragraph (b) (ii) 

of this subsection from an owner of a dam proposing a classification, or a new 

classification, for the dam, or on receipt of information or records from an 

owner of a dam under paragraph (b) (I) of this subsection, a dam safety 

officer must give written notice to the owner of the dam who submitted the 

record or the information or records, as the case may be, advising that 

(a) the dam safety officer has accepted the classification, or new 

classification, proposed by the owner, or 

(b) the dam safety officer has not accepted the classification, or new 

classification, proposed by the owner and requiring the owner to 

submit to the dam safety officer, on or before the date specified by 

the dam safety officer, either of the following: 

(i) information or records, or further information or records, as 

the case may be, that demonstrate that the classification, or 

new classification, proposed by the owner is correct; 

(ii) a record setting out a different proposed classification, or 

new classification, as the case may be, for the dam. 

(5) In the case of a dam described in subsection (1), 

(a) until a record setting out a proposed classification for the dam is 

submitted under subsection (1) (b), the classification of the dam is 

deemed, for the purposes of this regulation, to be significant, and 

(b) between the date on which the record referred to in paragraph 

(a) of this subsection is submitted to a dam safety officer and the 

date on which a dam safety officer gives notice under subsection (4) 

(a) in relation to the dam, 

(i) if the proposed classification for the dam is high, very high 

or extreme, the classification of the dam is deemed, for the 

purposes of this regulation, to be the proposed classification, 

and 

(ii)if the proposed classification for the dam is low or 

significant, the classification of the dam is deemed, for the 

purposes of this regulation, to be significant. 

(6) In the case of a dam described in subsection (2) in respect of which an owner 

of the dam submits under subsection (2) (b) a record setting out a proposed 

new classification for the dam, between the date on which the record is 
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submitted and the date on which a dam safety officer gives notice under 

subsection (4) (a) in relation to the dam, the classification of the dam is 

deemed, for the purposes of this regulation, to be the more severe in 

consequence of the existing classification and the proposed new classification. 

(7) Despite subsections (5) and (6), if the comptroller or a water manager makes 

an order under subsection (3), 

(a) the comptroller or water manager may, in the order, specify a 

classification for the dam that applies between the date on which the 

order is made and the date on which a dam safety officer gives 

notice under subsection (4) (a) in relation to the dam, and 

(b) the classification of the dam is, during the period described in 

paragraph (a) of this subsection, deemed for the purposes of this 

regulation to be the classification specified in the order. 

(8) For certainty, the requirements of this regulation that apply in relation to a 

classification of a dam also apply in relation to a deemed classification of the 

dam under subsection (5), (6) or (7). 

(9) When a dam safety officer gives notice under subsection (4) (a) in relation to 

a dam, the classification of the dam for the purposes of this regulation is the 

classification accepted by the dam safety officer as set out in the notice. 

Owner must comply on determination or change of classification 

4 Subject to this regulation, if the classification of a dam is determined for the first 

time or changes, an owner of the dam must, as soon as practicable after the 

owner becomes aware of the classification, or changed classification, as the case 

may be, comply with the provisions of this regulation that apply to a dam having 

that classification or changed classification. 

Responsibility of owner for dam condition and safety 

5 (1) An owner of a dam must properly inspect, maintain and repair the dam and 

related works in a manner that keeps the dam and works in good operating 

condition. 

(2) An owner of a dam must exercise reasonable care to avoid the risk of 

significant harm resulting from a defect, insufficiency or failure of the dam or 

other conditions at the dam or operations or actions at or in connection with 

the dam to any of the following: 

(a) public safety; 

(b) the environment; 

(c) land or other property. 

Prevention of unauthorized operation 
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6 An owner of a dam must exercise reasonable care to safeguard the dam from 

unauthorized operation. 

Part 3 — Requirements Applicable to Certain Dams 

Division 1 — Application of Part 3 

Application of Part 3 

7 This Part applies in relation to a dam if the dam meets the criteria set out in one 

or more of the following paragraphs: 

(a) the dam is 

(i) 1 m or more in height, and 

(ii) capable of impounding at full supply level a total storage 

volume of water in the reservoir of the dam greater than 

1 000 000 m3; 

(b) the dam is 

(i) 2.5 m or more in height, and 

(ii) capable of impounding at full supply level a total storage 

volume of water in the reservoir of the dam greater than 

30 000 m3; 

(c) the dam is 7.5 m or more in height; 

(d) the dam has a classification of significant, high, very high or 

extreme. 

Division 2 —  General Safety Requirements 

Operation, maintenance and surveillance manual 

8 (1) An owner of a dam for which there is not already an operation, maintenance 

and surveillance manual and that has a classification of significant, high, very 

high or extreme must 

(a) prepare a manual, in the form and with the content specified by 

the comptroller or a water manager, that describes the operation, 

maintenance and surveillance procedures for the dam, and 

(b) submit the manual to a dam safety officer for acceptance by the 

dam safety officer. 

(2) Subject to subsection (3), an owner of a newly constructed dam must comply 

with subsection (1) as soon as practicable and, in any event, no later than 60 

days, after completion of the construction of the dam. 

(3) The comptroller or a water manager may order an owner of a dam to comply 
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with subsection (1) on or before a specified date. 

(4) An owner of a dam for which there is an operation, maintenance and 

surveillance manual must, no less frequently than is specified in item 8 of the 

table in Schedule 2 for the classification of the dam, 

(a) review and, if necessary, revise the operation, maintenance and 

surveillance manual, and 

(b) submit to a dam safety officer, for acceptance by the dam safety 

officer, 

(i) a record setting out the revisions, if any, or 

(ii) a written report advising that no revisions are necessary. 

(5) Despite subsection (4), if the classification of a dam for which there is an 

operation, maintenance and surveillance manual changes to a classification 

that is more severe in consequence, an owner of the dam must comply with 

subsection (4) (a) and (b) as soon as practicable after the owner becomes 

aware of the change of classification or on or before a later date specified by 

a dam safety officer. 

(6) An owner of a dam must follow the operation, maintenance and surveillance 

manual, if any, for the dam. 

Dam emergency plan 

9 (1) An owner of a dam for which there is not already an emergency plan and that 

has a classification of significant, high, very high or extreme must 

(a) prepare a plan, in the form and with the content specified by the 

comptroller or a water manager that includes 

(i) a record describing the actions to be taken by the owner if 

there is an emergency at the dam, and 

(ii) a record containing information for the use of the local 

emergency authorities for the dam for the purpose of 

preparing local emergency plans under the Emergency 

Program Act, and 

(b) submit the plan to a dam safety officer for acceptance by the 

dam safety officer. 

(2) Subject to subsection (3), an owner of a newly constructed dam must comply 

with subsection (1) as soon as practicable and, in any event, no later than 60 

days, after completion of the construction of the dam. 

(3) The comptroller or a water manager may order an owner of a dam to comply 

with subsection (1) on or before a specified date. 

(4) A record described in subsection (1) (a) (I) must include contact information 

for the persons and the government agencies and other organizations that 

10of37 2018-03-23, 1:46p.m. 



Dam Safety Regulation http://www.bclaws.ca/cjvjxjdocument/jd/Ioo98/10098/4020  16#Schedule 1 

are to be contacted by the owner of the dam if there is an emergency at the 

dam 

(5) A record described in subsection (1) (a) (ii) must include the name and 

contact information of the person who is the emergency contact for the dam. 

(6) An owner of a dam must, promptly after a plan prepared for the dam under 

subsection (1) is accepted by a dam safety officer, deliver a copy of the 

record described in subsection (1) (a) (ii) to each local emergency authority 

for the dam. 

(7) An owner of a dam for which there is an emergency plan must, no less 

frequently than is specified in item 6 of the table in Schedule 2 for the 

classification of the dam, 

(a) review and, if necessary, revise the names and contact 

information in the records described in subsections (4) and (5) of 

this section, and 

(b) submit to a dam safety officer, for acceptance by the dam safety 

officer, 

(I) a record setting out the revisions, if any, or 

(ii) a written report advising that no revisions are necessary. 

(8) Subject to subsection (7), an owner of a dam for which there is an emergency 

plan must, no less frequently than is specified in item 8 of the table in 

Schedule 2 for the classification of the dam, 

(a) review and, if necessary, revise the emergency plan, and 

(b) if the record is revised, submit the revised record to a dam 

safety officer for acceptance by the dam safety officer. 

(9) Despite subsection (8), if the classification of a dam for which there is an 

emergency plan changes to a classification that is more severe in 

consequence, an owner of the dam must comply with subsection (8) (a) and 

(b) as soon as practicable after the owner becomes aware of the change of 

classification or on or before a later date specified by a dam safety officer. 

(10) If a record described in subsection (1) (a) (ii) for a dam is revised under this 

regulation, an owner of the dam must, promptly after the revision is accepted 

by a dam safety officer, deliver a copy of the revised record to each local 

emergency authority for the dam. 

Record identifying emergency contact 

10 (1) An owner of a dam that has a classification of low must 

(a) prepare a record, in the form and with the content specified by 

the comptroller or a water manager, that sets out the name and 

contact information of the person who is the emergency contact for 
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the dam, 

(b) submit the record to a dam safety officer. and 

(c) deliver a copy of the record to each local emergency authority for 

the dam. 

(2) Subject to subsection (3), an owner of a newly constructed dam must comply 

with subsection (1) as soon as practicable and, in any event, no later than 60 

days, after completion of the construction of the dam. 

(3) A dam safety officer may specify a date on or before which an owner of a dam 

must comply with subsection (1) and, if the dam safety officer specifies a 

date, the owner must comply with subsection (1) on or before the specified 

date. 

(4) An owner of a dam for which a record referred to in subsection (1) has been 

prepared must, no less frequently than is specified in item 7 of the table in 

Schedule 2 for the classification of the dam, 

(a) review and, if necessary, revise the record, and 

(b) if the record is revised, 

(i) submit the revised record to a dam safety officer, and 

(ii) deliver a copy of the revised record to each local 

emergency authority for the dam. 

(5) If none of the owners of a dam have complied with subsection (1) within the 

required time, a dam safety officer may designate one of the owners of the 

dam to be the emergency contact for the dam. 

(6) An owner of a dam who becomes the emergency contact for the dam under 

this section must, as soon as practicable, give to each other owner whose 

address is known to the owner written notice that the owner is the 

emergency contact. 

Signs must be posted 

1]. (1) In this section: 

"emergency contact", in relation to a dam, means the person identified as 

the emergency contact for the dam in the record referred to in section 9 (5) 

[dam emergency plan]; 

"sign" means a sign that meets the requirements of subsection (4). 

(2) Subject to subsection (3), an owner of a dam that has a classification of 

significant, high, very high or extreme and that is located partly or entirely on 

Crown land, or on land that is surrounded by or adjacent to Crown land, must 

ensure that 2 signs are at all times posted, 

(a) at each end of the top of the dam, or 
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(b) if a sign posted at an end of the top of the dam would not be 

clearly visible under all seasonal conditions to persons approaching 

the dam, at another location on Crown land at which the sign would 

be so visible. 

(3) An owner of a dam is required to post only one sign under subsection (2) if a 

dam safety officer considers it would be impractical or unnecessary to post 

the other sign. 

(4) Each sign that must be posted under subsection (2) must meet all of the 

following requirements: 

(a) the sign must contain, in lettering that is clearly legible from a 

distance of 15 m, the following information: 

(I) the name of the dam; 

(ii) if the dam impounds water from a stream, the name of the 

stream; 

(iii) the following words: 'If you see any dam safety concerns, 

please contact:', followed by 

(A) the name and emergency telephone numbers for day 

and for night of the emergency contact for the dam, and 

(B) the emergency telephone number for the Provincial 

Emergency Program; 

(b) the sign must be at least 75 cm high and 60 cm wide; 

(c) the sign must be clearly visible under all seasonal conditions to 

persons approaching the dam; 

(d) the sign and the post, if any, must be constructed from metal or 

other durable materials having strength suited to the location of the 

sign and the local environmental conditions; 

(e) the sign must meet the other requirements, if any, specified by 

the comptroller or a water manager. 

(5) An owner of a dam may, under this section, post a sign on Crown land 

whether or not the owner has any other authority to occupy the Crown land. 

(6) This section is subject to the requirements of any other enactment that relate 

to the location, appearance or construction of a sign referred to in this 

section. 

Division 3 — Activities at or near Dam 

Authorization, change approval or order for alteration or improvement to or 
replacement of dam 

12 An alteration or improvement to or replacement of all or part of a dam must be 

authorized under the Act by an authorization, change approval or order unless the 
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alteration, improvement or replacement is for the purpose of 

(a) routine maintenance of the dam or related works, 

(b) addressing hazardous conditions in relation to the dam in 

accordance with section 14 (1) [hazardous conditions], or 

(c) conducting an investigation described in section 16 [invasive 

investigations] in accordance with that section. 

Requirements if alteration or improvement to or replacement of dam 

13 (1) An owner of a dam must, within 30 days after completion of an alteration or 

improvement to or replacement of all or part of the dam, submit to a dam safety 

officer 

(a) a written report on the work and the manner in which the 

alteration, improvement or replacement was performed, and 

(b) a copy of the as-built drawings. 

(2) A report under subsection (1) (a) may be combined with a report under 

section 14 (2) (a) [hazardous conditions], 15 (2) (a) [potential safety hazard] 

or 17 (5) [removing, decommissioning, deactivating or stopping operation of 

dam]. 

(3) An owner of a dam must, promptly after an alteration or improvement to or 

replacement of all or part of the dam is completed, 

(a) review and, if necessary, revise the operation, maintenance and 

surveillance manual and the emergency plan, if any, for the dam, 

and 

(b) submit to a dam safety officer for acceptance by the dam safety 

officer, 

(i) a record setting out the revisions, if any, or 

(ii) a written report advising that no revisions are necessary. 

Hazardous conditions 

14 (1) An owner of a dam who becomes aware of hazardous conditions in relation to 

the dam must promptly do all of the following: 

(a) follow the emergency plan, if any, for the dam; 

(b) operate the dam in a manner, and initiate any remedial actions, 

including modifying the operations at the dam, that will 

(i) safeguard the public, and 

(ii) minimize damage to the environment or land or other 

property; 

(c) inform the following persons and other entities of the nature of 
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the hazardous conditions: 

(I) the Provincial Emergency Program; 

(ii) persons who are in the immediate vicinity of the dam; 

(iii) the local emergency authorities for the dam whose 

jurisdicational areas may be adversely affected by the 

hazardous conditions; 

(d) if the nature of the hazardous conditions places persons in 

imminent danger, 

(i) advise persons who are in the immediate vicinity of the 

dam to vacate the endangered area, and 

(ii) inform the local emergency authorities for the dam whose 

jurisdictional areas may be adversely affected by the 

hazardous conditions of the imminent danger; 

(e) inform the comptroller, a water manager or a dam safety officer 

of 

(i) the nature of the hazardous conditions, 

(ii) the actions being taken by the owner to rectify the 

hazardous conditions, and 

(iii) the time and exact nature of the information given under 

this section to any person in relation to the hazardous 

conditions; 

(f) perform such further hazard response activities as the 

comptroller or a water manager orders. 

(2) An owner of a dam must, as soon as practicable and, in any event, no later 

than 30 days, after hazardous conditions at the dam have been rectified, 

submit to a dam safety officer 

(a) a written report on the actions taken by the owner to rectify the 

hazardous conditions and the effectiveness of those actions, and 

(b) on request of the dam safety officer, copies of records in the 

custody or under the control of the owner in relation to those 

actions. 

Potential safety hazard 

15 (1) An owner of a dam who becomes aware of a potential safety hazard in relation 

to the dam must do all of the following: 

(a) promptly notify a dam safety officer of the potential safety 

hazard; 

(b) on or before the date specified by a dam safety officer 

(i) prepare a plan, in the form and with the content specified 

15 of37 2018-03-23, 1:46 p.m. 



Dam Safety Regulation http://www.bclaws.ca/civix/docurnent/id/1oo98/1oo98/4020  16#Schedulel 

by the dam safety officer, that sets out, in order of priority, any 

actions required to rectify the potential safety hazard, and 

(ii) submit the plan to a dam safety officer for acceptance by 

the dam safety officer; 

(c) if the plan referred to in paragraph (b) is accepted by a dam 

safety officer, implement the plan, on or before the date specified by 

a dam safety officer, in the order of priority identified in the plan and 

in accordance with any requirements or conditions specified in an 

authorization, change approval or order. 

(2) An owner of a dam must, as soon as practicable and, in any event, no later 

than 30 days, after a potential safety hazard at a dam has been rectified, 

submit to a dam safety officer 

(a) a written report on the actions taken by the owner to rectify the 

potential safety hazard and the effectiveness of those actions, and 

(b) on request of the dam safety officer, copies of records in the 

custody or under the control of the owner in relation to those 

actions. 

Invasive investigations 

16 (1) In this section, "invasive investigation" means an investigation that 

involves drilling, trenching, excavating a test pit or performing another invasive 

activity within or in close proximity to a dam. 

(2) An owner of a dam who intends to conduct an invasive investigation must, 

(a) at least 60 days before the date on which the owner expects the 

invasive investigation to begin, give to a dam safety officer written 

notice of the proposed investigation, and 

(b) at least 30 days before the date on which the owner expects the 

invasive investigation to begin 

(i) prepare a plan, in the form and with the content specified 

by a dam safety officer, in relation to the invasive 

investigation, and 

(ii) submit the plan to a dam safety officer for acceptance by 

the dam safety officer. 

(3) An owner of a dam must not begin an invasive investigation until a plan 

referred to in subsection (2) (b) has been accepted by a dam safety officer. 

(4) An owner of a dam must ensure that all drilling, trenching, test pit excavations 

and other invasive activities involved in an invasive investigation are directly 

supervised by an engineering professional who has qualifications and 

experience in dam design, construction and analysis. 
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Removing, decommissioning, deactivating or stopping operation of dam 

17 (1) In this section, "restricted activity" means any of the following: 

(a) removing all or a significant part of a dam; 

(b) decommissioning a dam; 

(c) deactivating a dam, or stopping the normal operation of a dam, 

for a period longer than one year. 

(2) An owner of a dam who intends to perform a restricted activity must, 

(a) at least 120 days before the date on which the owner expects to 

begin work on the restricted activity, give to a dam safety officer 

written notice of the proposed restricted activity, and 

(b) at least 90 days before the date on which the owner expects to 

begin work on the restricted activity, 

(i) prepare a plan, in the form and with the content specified 

by a dam safety officer, in relation to the activity, and 

(ii) submit the plan to a dam safety officer for acceptance by 

the dam safety officer. 

(3) An owner of a dam must not begin work on a restricted activity until a plan 

referred to in subsection (2) (b) has been accepted by a dam safety officer. 

(4) Without limiting subsection (3), an owner of a dam must notify a dam safety 

officer of the owner's intention to begin work on a restricted activity at least 

30 days before the date on which the owner expects to begin the work. 

(5) An owner of a dam who has performed a restricted activity must submit to a 

dam safety officer, for acceptance by the dam safety officer, a written report 

on the work performed and the manner in which it was performed, no later 

than 60 days after completion of the restricted activity or on or before a later 

date specified by a dam safety officer. 

(6) An owner of a dam who is performing or has performed work in relation to a 

restricted activity must take such further actions as the comptroller or a 

water manager orders to mitigate any adverse impact on 

(a) a person, 

(b) the environment, or 

(c) land or other property. 

Division 4 — Monitoring and Review of Dam Safety 

Site surveillance, formal inspections and tests 

18 An owner of a dam must do all of the following: 

(a) in order to assess the condition of the dam during the operation 
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of the dam or the alteration or improvement to or replacement of the 

dam, conduct 

(i) a site surveillance of the dam no less frequently than is 

specified in item 2 of the table in Schedule 2 for the 

classification of the dam, and 

(ii) a formal inspection of the dam no less frequently than is 

specified in item 3 of the table in Schedule 2 for the 

classification of the dam; 

(b) test, no less frequently than is specified in item 4 of the table in 

Schedule 2 for the classification of the dam, the operation of 

(i) the outlet facilities, spillway gates and other mechanical 

components of the dam, and 

(ii) the electrical and communication equipment relating to the 

dam; 

(c) promptly after an activity described in this section has been 

performed, record the results of the activity. 

Instrumentation 

19 (1) An owner of a dam must do all of the following: 

(a) install the instrumentation necessary to adequately monitor the 

dam and the area surrounding or adjacent to the dam; 

(b) maintain or replace the instrumentation referred to in paragraph 

(a) to ensure continuity of readings; 

(c) collect readings from the instrumentation referred to in 

paragraph (a) and analyze and interpret the readings no less 

frequently than is specified in item 5 of the table in Schedule 2 for 

the classification of the dam. 

(2) An owner of a dam who intends to install, modify, replace or remove 

instrumentation relating to the dam must submit to a dam safety officer, for 

acceptance by the dam safety officer, 

(a) a record describing the proposed installation, modification, 

replacement or removal at least 60 days before the date on which 

the owner expects the installation, modification, replacement or 

removal to occur, or 

(b) an annual plan outlining all installations, modifications, 

replacements and removals of instrumentation proposed for the 

following year. 

(3) An owner of a dam must not install, modify, replace or remove 

instrumentation relating to the dam until the record or plan referred to in 

subsection (2) (a) or (b), as applicable, has been accepted by a dam safety 
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officer. 

Dam safety review and report 

20 (1) An owner of a dam that has a classification of high, very high or extreme 

must, no less frequently than is specified in item 9 of the table in Schedule 2 for 

the classification of the dam, 

(a) ensure that an engineering professional who has qualifications 

and experience in dam safety analysis 

(i) carries out a review, in accordance with the requirements of 

the comptroller or a water manager, 

(A) to determine if the dam is safe, and 

(B) if it is determined that the dam is not safe, to 

determine what actions are required to make the dam 

safe, and 

(ii) prepares, in the form and with the content specified by the 

comptroller or a water manager, a report on the safety of the 

dam, and 

(b) submit to a dam safety officer, for acceptance by the dam safety 

officer, a copy of the report referred to in paragraph (a) (ii). 

(2) Despite subsection (1), if the classification of a dam changes to a classification 

that is more severe in consequence, other than a change from a low 

classification to a significant classification, an owner of the dam must comply 

with subsection (1) (a) and (b) on or before December 31 of the calendar 

year that is 2 years after the calendar year in which the classification 

changes, unless the comptroller or a water manager specifies another date. 

Division 5 — Information and Records to Be Submitted 

Information and records to be submitted to dam safety officer 

21 (1) In this section, "inspectiont1, in relation to a dam, includes, without 

limitation, site surveillance of the dam and a formal inspection of the dam. 

(2) An owner of a dam must, on request of a dam safety officer, submit to the 

dam safety officer, in the form, with the content and on or before the date 

specified by the dam safety officer, the following records relating to an 

inspection, test or review carried out in relation to a dam: 

(a) a record setting out the results of the inspection, test or review; 

(b) records setting out the data obtained from any test or 

measurement taken, and analysis and interpretation of the data, 

including, but not limited to, 

(i) a record setting out instrumentation readings, and analysis 
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and interpretation of the readings, 

(ii) visual records or observations, 

(iii) drawings, 

(iv) soil, aggregate and concrete test results, and 

(v) any other test results. 

(3) Despite subsection (2), an owner of a dam must promptly submit to a dam 

safety officer the records referred to in that subsection if an inspection, test 

or review carried out in relation to the dam reveals hazardous conditions or a 

potential safety hazard. 

(4) A dam safety officer may request an owner of a dam to submit to the dam 

safety officer any of the following information and records that the dam safety 

officer considers necessary to evaluate the condition or the hazard potential 

of the dam and operations and actions at or in connection with the dam: 

(a) information and records relating to the dam and those operations 

and actions, including, but not limited to, 

(I) information and records respecting hydraulic, hydrological, 

seismic, geological and geotechnical characteristics, conditions 

and concerns, 

(ii) foundation investigation results, 

(iii) design details and as-built drawings, 

(iv) structural analyses, 

(v) construction records, 

(vi) operation manuals, 

(vii) records relating to instrumentation, 

(viii) safety reports, 

(ix) inundation studies, and 

(x) plans, that have not been previously submitted to a dam 

safety officer, to be implemented if there is an emergency at 

the dam; 

(b) the following records relating to the design or construction of the 

dam or an alteration to or improvement or replacement of the dam: 

(i) drawings, including, without limitation, plans and as-built 

drawings; 

(ii) design notes and specifications; 

(iii) hydraulic, hydrological, geological and geotechnical data; 

(iv) reports and other similar records; 

(c) information and records, including, without limitation, 

information and records respecting hydraulic, hydrological, seismic, 

geological and geotechnical characteristics, conditions and concerns, 
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relating to the following: 

(I) the nature and use of the land that is in the immediate 

vicinity of the dam or the reservoir of the dam, downstream of 

the dam or downslope of the dam; 

(ii) the nature and use of the stream or aquifer from which the 

water is being stored or diverted; 

(d) information relating to the watershed upstream of the dam. 

(5) An owner of a dam, must, on receiving a request of a dam safety officer under 

subsection (4), submit the requested information or record in the form, with 

the content and on or before the date specified by the dam safety officer. 

(6) If information or a record in relation to a dam that is required to be submitted 

to a dam safety officer under this section does not exist or is otherwise not 

available for submission, the comptroller or a water manager may order an 

owner of the dam to conduct an inspection, investigation, survey or test, or 

prepare a record in relation to an inspection, investigation, survey or test, 

that is necessary to provide the information or record. 

Part 4 — General 

Division 1 — Dams with Multiple Owners 

Owners' designate 

22 (1) The owners of a dam in respect of which there are 2 or more owners must, on 

request of a dam safety officer and on or before the date specified by the dam 

safety officer, 

(a) designate one of the owners for the purposes of receiving, 

providing and retaining information and records in relation to the 

dam as required or authorized by this regulation, and 

(b) submit to the dam safety officer the designated owner's name, 

address and other contact information as required by the dam safety 

officer. 

(2) If the owners of a dam to which subsection (1) applies have not complied with 

that subsection within the specified time, a dam safety officer may designate 

one of the owners for the purposes of this section. 

(3) An owner of a dam who is designated under this section must, as soon as 

practicable after the designation, give to each other owner whose address is 

known to the owner written notice of the designation. 

Compliance by any owner satisfies requirement 

23 For certainty, if a dam has 2 or more owners, a requirement imposed by this 
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regulation on an owner of the dam is satisfied if any of the owners of the dam 

complies with the requirement. 

Exemption for owner of dam with multiple owners 

24 An owner of a dam in respect of which there are 2 or more owners is exempt from 

the requirements of this regulation in relation to the dam if 

(a) the comptroller is satisfied that proper arrangements have been 

made for one or more of the other owners to take responsibility for 

meeting the requirements of this regulation in relation to the dam, 

and 

(b) either of the following applies in relation to the owner: 

(i) all the owners have agreed that one or more of the other 

owners acceptable to the comptroller are to be responsible for 

the dam; 

(ii) the owner holds rights to store not greater than 5% of the 

quantity of water the storage rights to which are granted under 

the Act in respect of the dam. 

Division 2 — Records 

Submission of records to and acceptance of records by dam safety officer 

25 (1) A record that under this regulation must or may be submitted to a dam safety 

officer must be submitted in the manner specified by the dam safety officer. 

(2) If a record submitted under this regulation by an owner of a dam to a dam 

safety officer for acceptance by the dam safety officer 

(a) is not in the form or does not contain the content required under 

this regulation, or 

(b) if there are no requirements under this regulation as to the form 

or content of the record, is not acceptable in form or content to the 

dam safety officer, 

the dam safety officer may give to the owner written notice advising that the 

record has not been accepted, specifying the deficiencies in the record and 

requiring that they be rectified. 

(3) If a dam safety officer gives notice to an owner of a dam under subsection (2) 

in relation to a record, 

(a) the owner must promptly rectify the deficiencies specified in the 

notice, and 

(b) the dam safety officer is not required to accept the record until 

the owner has rectified the deficiencies specified in the notice. 
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(4) If a dam safety officer accepts a record that was submitted under this 

regulation to the dam safety officer for acceptance, the dam safety officer 

must give written notice of the acceptance to the owner of the dam who 

submitted the record. 

(5) For the purposes of this regulation, a record relating to a dam is accepted by a 

dam safety officer when the dam safety officer gives notice under subsection 

(4) in relation to the record. 

Retention of records 

26 (1) For the purposes of section 116 (1) [records and reporting] of the Act, each 

person who is or was an owner of a dam must keep information or a record 

described in section 116 (1) (a), (b) or (c) of the Act that relates to the dam for 

the period between 

(a) the date on which the information or record is obtained or 

prepared by the person, and 

(b) the date that is 10 years after the date on which written notice is 

given to a dam safety officer, by a person who is an owner of the 

dam when the dam is decommissioned, stating that the 

decommissioning of the dam is complete and the dam has been 

completely removed. 

(2) Subsection (1) does not apply to a person in relation to information or a 

record if another person has been designated under section 22 [owners' 

designate] for the purpose of retaining the information or record. 

(3) For the purposes of section 116 (1) (b) of the Act, an owner of a dam must, in 

addition to the records referred to in section 116 (1) (a) or (c) of the Act, 

keep all other information and records in relation to the dam that, under this 

regulation, the owner is, or may be, required to submit to the comptroller, a 

water manager, an engineer or a dam safety officer. 

Division 3 —  Advice of Independent Expert 

Advice of independent expert may be required 

27 (1) If the comptroller or a water manager considers it advisable to obtain 

independent expert advice in relation to an issue respecting a dam or works 

relating to a dam, the comptroller or water manager may order an owner of the 

dam to retain an independent expert, satisfactory to the comptroller or water 

manager, who has qualifications and experience described in subsection (2), to 

prepare a written report on resolving the issue. 

(2) An independent expert retained under subsection (1) must have the following 

qualifications and experience: 

(a) in the case of an issue respecting a dam, qualifications and 
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experience in dam design, construction and analysis or in dam 

operation and maintenance, as appropriate; 

(b) in the case of an issue respecting works relating to a dam, 

qualifications and experience in hydraulic, hydrological, geological, 

geotechnical, mechanical or structural engineering or other 

discipline, as appropriate. 

(3) An owner of a dam who is ordered by the comptroller or a water manager to 

retain an independent expert under subsection (1) must submit to the 

comptroller or water manager a copy of the written report referred to in that 

subsection promptly after the owner receives the report. 

Division 4 —  Offences 

General offences 

28 (1) An owner of a dam who does any of the following commits an offence: 

(a) fails to determine under section 3 (1) (a) [dam failure 

consequences classification], or redetermine under section 3 (2) (a), 

the classification of the dam as and when required to do so; 

(b) fails to submit to a dam safety officer a record under section 3 

(1) (b) setting out a proposed classification for the dam, or a record 

under section 3 (2) (b) setting out a proposed new classification for 

the dam, as and when required to do so; 

(c) fails to properly inspect, maintain or repair the dam or related 

works contrary to section 5 (1) [responsibility of owner for dam 

condition and safety]; 

(d) fails to exercise reasonable care to avoid the risk of significant 

harm as required under section 5 (2); 

(e) fails to exercise reasonable care to safeguard the dam from 

unauthorized operation contrary to section 6 [prevention of 

unauthorized operation]. 

(2) An owner of a dam who does any of the following commits an offence: 

(a) fails to review or revise the operation, maintenance and 

surveillance manual for the dam as and when required to do so 

under section 8 (4) (a) or (5) [operation, maintenance and 

surveillance manual] or 13 (3) (a) [requirements if alteration or 

improvement to or replacement of dam]; 

(b) fails to submit to a dam safety officer the applicable record in 

relation to a review of the operation, maintenance and surveillance 

manual for the dam as and when required to do so under section 8 

(4) (b) or (5) or 13 (3) (b); 
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(c) fails to follow the operation, maintenance and surveillance 

manual for the dam contrary to section 8 (6); 

(d) fails to deliver a record to a local emergency authority for the 

dam as and when required to do so under section 9 (6) or (10) [dam 

emergency p/an] or section 10 (4) (b) (ii) [record identifying 

emergency contact]; 

(e) fails to review or revise the emergency plan for the dam as and 

when required to do so under section 9 (7) (a), (8) (a) or (9) or 13 

(3) (a); 

(f) fails to submit to a dam safety officer the applicable record in 

relation to a review of the emergency plan for the dam as and when 

required to do so under section 9 (7) (b), (8) (b) or (9) or 13 (3) 

(b) 

(g) fails to comply with section 10 (1) (a), (b) or (c) on or before the 

date specified by a dam safety officer contrary to section 10 (3); 

(h) fails to review or revise the record setting out the name and 

contact information for the emergency contact for the dam as and 

when required to do so under section 10 (4) (a); 

(I) fails to submit to a dam safety officer the applicable record in 

relation to a review of the record referred to in paragraph (h) as and 

when required to do so under section 10 (4) (b) (i); 

(j) contravenes section 11 [signs must be posted]. 

(3) An owner of a dam who does any of the following commits an offence: 

(a) fails to submit to a dam safety officer a written report or other 

record as and when required to do so under section 13 (1), 14 (2) 

[hazardous conditions], 15 (2) [potential safety hazard] or 17 (5) 

[removing, decommissioning, deactivating or stopping operation of 

dam]; 

(b) fails to notify a dam safety officer of a potential safety hazard in 

relation to the dam as and when required to do so under section 15 

(1) (a); 

(c) fails to give notice of a proposed activity in relation to the dam as 

and when required to do so under section 16 (2) (a) [invasive 

investigations] or 17 (2) (a) or (4); 

(d) fails to prepare or submit to a dam safety officer a plan for an 

activity in relation to the dam as and when required to do so under 

section 15 (1) (b) (i) or (ii), 16 (2) (b) (i) or (ii) or 17 (2) (b) (I) or 

(ii); 

(e) fails to implement a plan in relation to a potential safety hazard 

at the dam as and when required to do so under section 15 (1) (c); 
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(f) begins an activity referred to in section 16 or 17 in relation to the 

dam before a plan respecting the activity has been accepted by a 

dam safety officer contrary to section 16 (3) or 17 (3), as applicable; 

(g) fails to ensure that an invasive activity is directly supervised by 

an engineering professional who has qualifications and experience as 

required under section 16 (4). 

(4) An owner of a dam who does any of the following commits an offence: 

(a) fails to conduct a site surveillance of the dam as and when 

required to do so under section 18 (a) (i) [site surveillance, formal 

inspections and tests]; 

(b) fails to conduct a formal inspection of the dam as and when 

required to do so under section 18 (a) (ii); 

(c) fails to test the operation of mechanical components of the dam 

as and when required to do so under section 18 (b) (i); 

(d) fails to test the operation of electrical or communication 

equipment relating to the dam as and when required to do so under 

section 18 (b) (ii); 

(e) fails to record the results of an activity referred to in paragraph 

(a), (b), (c) or (d) when required to do so under section 18 (c); 

(f) fails to install, maintain or replace instrumentation relating to the 

dam as required under section 19 (1) (a) or (b) [instrumentation]; 

(g) fails to collect, analyze or interpret readings from 

instrumentation relating to the dam as and when required to do so 

under section 19 (1) (c); 

(h) fails to submit to a dam safety officer a record or a plan for a 

proposed installation, modification, replacement or removal of 

instrumentation relating to the dam as and when required to do so 

under section 19 (2); 

(i) installs, modifies, replaces or removes instrumentation relating to 

the dam before the notice or plan referred to in paragraph (h) has 

been accepted by a dam safety officer contrary to section 19 (3); 

(j) fails to ensure that an engineering professional who has 

qualifications and experience as required under section 20 (1) [dam 

safety review and report] carries out a review of, and prepares a 

report on, the safety of the dam as and when required to do so 

under section 20 (1) (a) or (2); 

(k) fails to submit to a dam safety officer the report referred to in 

paragraph (j) as and when required to do so under section 20 (1) (b) 

or (2); 
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(I) fails to submit to a dam safety officer information or a record in 

relation to the dam as and when required to do so under section 21 

(2), (3) or (5) [information and records to be submitted to dam 

safety officer]; 

(m) fails to submit to the comptroller or a water manager a copy of a 

report of an independent expert in relation to the dam as and when 

required to do so under section 27 (3) [advice of independent expert 

may be required]. 

(5) An owner of a dam who commits an offence under this section is liable on 

conviction to the following: 

(a) in the case of an offence that is not a continuing offence, a fine 

of not more than $200 000 or imprisonment for not longer than 6 

months, or both; 

(b) in the case of a continuing offence, a fine of not more than $200 

000 for each day the offence is continued or imprisonment for not 

longer than 6 months, or both. 

High penalty offences 

29 (1) An owner of a dam who does any of the following commits an offence: 

(a) fails to follow the emergency plan for the dam contrary to 

section 14 (1) (a) [hazardous conditions]; 

(b) fails to operate the dam or initiate a remedial action at the dam 

contrary to section 14 (1) (b); 

(c) fails to inform or advise a person or other entity respecting 

hazardous conditions in relation to the dam contrary to section 14 

(1) (c) or (d); 

(d) fails to inform the comptroller, a water manager or a dam safety 

officer respecting hazardous conditions in relation to the dam as and 

when required to do so under section 14 (1) (e). 

(2) An owner of a dam who commits an offence under this section is liable on 

conviction to the following: 

(a) in the case of an offence that is not a continuing offence, a fine 

of not more than $1 000 000 or imprisonment for not longer than 

one year, or both; 

(b) in the case of a continuing offence, a fine of not more than $1 

000 000 for each day the offence is continued or imprisonment for 

not longer than one year, or both. 

Part 5 — Transition 
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Definition of previously unregulated dam 

30 In this Part, 'previously unregulated dam" means a dam 

(a) to which, immediately before February 29, 2016, the former 

regulation did not apply, and 

(b) to which Part 3 [Requirements Applicable to Certain Dams] of 

this regulation applies. 

Transition — dam failure consequences classification 

31 (1) If, immediately before February 29, 2016, the former regulation did not apply 

in relation to a dam, an owner of the dam must, on or before December 31, 2016, 

(a) determine the classification of the dam in accordance with 

section 2 [determination of classification] of Schedule 1, and 

(b) submit to a dam safety officer, immediately after the 

determination is completed, a record setting out a proposed 

classification for the dam. 

(2) Section 3 (4), (5), (8) and (9) [dam failure consequences classification] 

applies in relation to a dam described in subsection (1) of this section as if it 

were a dam described in section 3 (1). 

(3) An owner of a dam who, in 2015, conducted a review of conditions 

downstream of the dam under section 6.1 of the former regulation must 

begin complying with section 3 (2) of this regulation in 2016. 

(4) An owner of a dam who, between January 1, 2016 and February 28, 2016, 

conducted a review of conditions downstream of the dam under section 6.1 of 

the former regulation must begin complying with section 3 (2) of this 

regulation in 2017. 

(5) If, immediately before February 29, 2016, section 6.1 of the former regulation 

applied in relation to a dam and a review of conditions downstream of the 

dam was not conducted under that section between January 1, 2015 and 

February 28, 2016, an owner of the dam must comply with section 3 (2) of 

this regulation on or before March 31, 2016. 

(6) Section 3 (4), (6), (8) and (9) applies in relation to a dam described in 

subsection (3), (4) or (5) of this section as if it were a dam described in 

section 3 (2). 

(7) The classification of a dam to which the former regulation applied immediately 

before February 29, 2016 continues, for the purposes of this regulation, to be 

the classification of the dam under the former regulation until the date on 

which the classification is determined in accordance with this section. 

Transition — operation, maintenance and surveillance manual 
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32 (1) An owner of a previously unregulated dam that has a classification of 

significant, high, very high or extreme must comply with section 8 (1) (a) and (b) 

[operation, maintenance and surveillance manual] within one year after the date 

on which a dam safety officer gives notice to an owner of the dam that the dam 

safety officer accepts a proposed classification for the dam under section 31. 

(2) If, between January 1, 2006 and December 31, 2015, an operation, 

maintenance and surveillance manual was submitted to a dam safety officer 

under section 3 (2) (b) of the former regulation in relation to a dam that has 

a classification of very high, and subsection (3) of this section does not apply 

in relation to the dam, an owner of the dam need not comply with section 8 

(4) (a) and (b) of this regulation in respect of the first review of the 

operation, maintenance and surveillance manual until the calendar year that 

is 10 years after the calendar year that includes the date on which the 

operation, maintenance and surveillance manual was submitted to the dam 

safety officer under section 3 (2) (b) of the former regulation. 

(3) If the most recent review of the operation, maintenance and surveillance 

manual for a dam that has a classification of very high was completed under 

section 3 (3.1) of the former regulation between January 1, 2006 and 

December 31, 2015, an owner of the dam need not comply with section 8 (4) 

(a) and (b) of this regulation in respect of the immediately following review of 

the operation, maintenance and surveillance manual until the calendar year 

that is 10 years after the calendar year that includes the date on which the 

most recent review of the operation, maintenance and surveillance manual 

was completed under section 3 (3.1) of the former regulation. 

Transition — dam emergency plan 

33 (1) An owner of a previously unregulated dam that has a classification of 

significant, high, very high or extreme must comply with section 9 (1) (a) and (b) 

[dam emergency plan] within one year after the date on which a dam safety 

officer gives notice to an owner of the dam that the dam safety officer accepts a 

proposed classification for the dam under section 31 [transition — dam failure 

consequences classification]. 

(2) Despite section 9, if, immediately before February 29, 2016, there was, under 

the former regulation, an emergency preparedness plan for a dam, an owner 

of the dam must, on or before March 31, 2017, 

(a) review and, if necessary, revise the plan to ensure that it 

contains the record described in section 9 (1) (a) (ii), 

(b) submit to a dam safety officer, for acceptance by the dam safety 

officer, 

(i) a record setting out the revisions, if any, or 

(ii) a written report advising that no revisions are necessary, 
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and 

(c) deliver a copy of the record described in section 9 (1) (a) (ii) to 

each local emergency authority for the dam. 

(3) If, between January 1, 2006 and December 31, 2015, an emergency 

preparedness plan was submitted to a dam safety officer under section 

3.1 (1) (b) of the former regulation in relation to a dam that has a 

classification of very high, and subsection (4) of this section does not apply in 

relation to the dam, an owner of the dam need not comply with section 9 (8) 

(a) and (b) of this regulation in respect of the first review of the emergency 

plan for the dam until the calendar year that is 10 years after the calendar 

year that includes the date on which the emergency preparedness plan was 

submitted to the dam safety officer under section 3.1 (1) (b) of the former 

regulation. 

(4) If the most recent review of the emergency preparedness plan for a dam that 

has a classification of very high was completed under section 3.1 (3) of the 

former regulation between January 1, 2006 and December 31, 2015, an 

owner of the dam need not comply with section 9 (8) (a) and (b) of this 

regulation in respect of the immediately following review of the emergency 

plan for the dam until the calendar year that is 10 years after the calendar 

year that includes the date on which the most recent review of the 

emergency preparedness plan was completed under section 3.1 (3) of the 

former regulation. 

Transition — record identifying emergency contact 

34 An owner of a dam, other than a newly constructed dam, need not comply with 

section 10 [record identifying emergency contact] until March 31, 2017. 

Transition — signs 

35 An owner of a previously unregulated dam need not comply with section 11 [signs 

must be posted] until October 1, 2016. 

Transition — monitoring and review of dam safety 

36 (1) For the purposes of section 18 (a) [site surveillance, formal inspections and 

tests], an owner of a previously unregulated dam must, on or before November 1, 

2016, 

(a) begin site surveillance of the dam, and 

(b) conduct the first formal inspection of the dam. 

(2) For the purposes of section 18 (b), an owner of a previously unregulated dam 

must, on or before November 1, 2016, conduct the first tests of the operation 

of 

30 of37 2018-03-23, 1:46 p.m. 



Dam Safety Regulation http://www.bclaws.ca/civixldocurnent/id/1oo98/1oo98/40_20  6#Schedulel 

(a) the outlet facilities, spiliway gates and other mechanical 

components of the dam, and 

(b) the electrical and communication equipment relating to the dam. 

(3) For the purposes of section 19 (1) (c) [instrumentation], an owner of a 

previously unregulated dam must, on or before November 1, 2016, begin 

collecting, analyzing and interpreting readings from the instrumentation 

relating to the dam. 

(4) An owner of a previously unregulated dam that has a classification of high, 

very high or extreme must comply with section 20 (1) (a) and (b) [dam 

safety review and report] within 5 years after the date on which a dam safety 

officer gives notice to an owner of the dam that the dam safety officer 

accepts a proposed classification for the dam under section 31 [transition — 

dam failure consequences classification]. 

Transition — general offences 

37 (1) An owner of a dam who does any of the following commits an offence: 

(a) fails to determine under section 31 (1) (a) [transition — dam 

failure consequences classification] or redetermine under section 31 

(3), (4) or (5) the classification of the dam as and when required to 

do so; 

(b) fails to submit to a dam safety officer a record under section 

31 (1) (b) setting out a proposed classification for the dam, or a 

record under section 31 (3), (4) or (5) setting out a proposed new 

classification for the dam, as and when required to do so; 

(c) fails to prepare an operation, maintenance and surveillance 

manual for the dam as and when required to do so under section 32 

(1) [transition — operation, maintenance and surveillance manual]; 

(d) fails to submit to a dam safety officer the operation, maintenance 

and surveillance manual for the dam as and when required to do so 

under section 32 (1); 

(e) fails to prepare an emergency plan for the dam as and when 

required to do so under section 33 (1) (transition — dam emergency 

plan]; 

(f) fails to submit to a dam safety officer the emergency plan for the 

dam as and when required to do so under section 33 (1); 

(g) fails to review or revise the emergency plan for the dam as and 

when required to do so under section 33 (2) (a); 

(h) fails to submit to a dam safety officer the applicable record in 

relation to a review of the emergency plan for the dam as and when 

required to do so under section 33 (2) (b); 
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(i) fails to deliver a record to a local emergency authority for the 

dam as and when required to do so under section 33 (2) (c). 

(2) An owner of a dam who does any of the following commits an offence: 

(a) fails to conduct a site surveillance of the dam as and when 

required to do so under section 36 (1) (a); 

(b) fails to conduct a formal inspection of the dam as and when 

required to do so under section 36 (1) (b); 

(c) fails to test the operation of mechanical components of the dam 

as and when required to do so under section 36 (2) (a); 

(d) fails to test the operation of electrical or communication 

equipment relating to the dam as and when required to do so under 

section 36 (2) (b); 

(e) fails to collect, analyze or interpret readings from 

instrumentation relating to the dam as and when required to do so 

under section 36 (3); 

(f) fails to ensure that an engineering professional who has 

qualifications and experience as required under section 20 (1) [dam 

safety review and report] carries out a review of, and prepares a 

report on, the safety of the dam as and when required to do so 

under section 36 (4); 

(g) fails to submit to a dam safety officer the report referred to in 

paragraph (f) as and when required to do so under section 36 (4). 

(3) A person who commits an offence under this section is liable on conviction to 

the following: 

(a) in the case of an offence that is not a continuing offence, a fine 

of not more than $200 000 or imprisonment for not longer than 6 

months, or both; 

(b) in the case of a continuing offence, a fine of not more than $200 

000 for each day the offence is continued or imprisonment for not 

longer than 6 months, or both. 

Schedule 1 

(sections 3 (1) and (2) and 31(1)) 

Dam Classification 

Definitions 

1 In this Schedule: 

"category", in relation to consequences of failure, means one of the 

following: 
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(a) loss of life; 

(b) environmental and cultural values; 

(c) infrastructure and economics; 

"consequences of failure" means losses or damages that are caused by a 

failure of a dam; 

"failure", in relation to a dam, means an uncontrolled release of all or part 

of the water impounded by the dam, whether or not caused by a collapse of 

the dam. 

Determination of classification 

2 (1) For the purposes of this regulation, the classification of a dam is to be 

determined in accordance with the following steps: 

(a) for each category of consequences of failure in columns 3, 4 and 

5 of the table, identify the losses or damages specified in the 

applicable column that most closely describe the losses or damages 

that are the most severe potential consequences of a failure of the 

dam; 

(b) identify the dam failure consequences classification that is 

specified in column 1 of the table for the losses or damages referred 

to in paragraph (a) for each category; 

(c) the dam failure consequences classification identified under 

paragraph (b) with the most severe potential consequences is the 

classification of the dam. 

(2) For the purposes of identifying the consequences of failure in column 3 of the 

table, the descriptions in column 2 of the table of the population of individuals 

that may be at risk if there were a failure of the dam are to be considered. 

Table 

Item 

Column 1 Column 2 Column 3 Column 4 Column 5 

Dam failure 
consequences 
classification 

Population 
at risk 

Consequences of failure 

Loss of life Environmental 
and 

cultural values 

Infrastructure 
and economics 

low none1  no possibility of 
loss of life other 
than through 
unforeseeable 
misadventure 

minimal short-term 
loss or 
deterioration and 
no long-term loss 
or deterioration of 
(a) fisheries 
habitat or wildlife 
habitat, 
(b) rare or 

minimal economic losses 
mostly limited to the 
dam owner's property, 
with virtually no pre-
existing potential for 
development within the 
dam inundation zone 
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endangered 
species, 
(C) unique 
landscapes, or 
(d) sites having 
significant cultural 
value 

2 significant temporary 

only2  
low potential for 
multiple loss of 
life 

no significant loss 
or deterioration of 
(a) important 
fisheries habitat or 
important wildlife 
habitat, 
(b) rare or 
endangered 
species, 
(c) unique 
landscapes, or 
(d) sites having 
significant cultural 
value, and 
restoration or 
compensation in 
kind is highly 
possible 

low economic losses 
affecting limited 
infrastructure and 
residential buildings, 
public transportation or 
services or commercial 
facilities, or some 
destruction of or 
damage to locations 
used occasionally and 
irregularly for temporary 
purposes 

3 high permanent3  10 or fewer significant loss or 
deterioration of 
(a) important 
fisheries habitat or 
important wildlife 
habitat, 
(b) rare or 
endangered 
species, 
(c) unique 
landscapes, or 
(d) sites having 
significant cultural 
value, and 
restoration or 
compensation in 
kind is highly 
possible 

high economic losses 
affecting infrastructure, 
public transportation or 
services or commercial 
facilities, or some 
destruction of or some 
severe damage to 
scattered residential 
buildings 

4 very high permanent3  100 or fewer significant loss or 
deterioration of 
(a) critical fisheries 
habitat or critical 
wildlife habitat, 
(b) rare or 
endangered 
species, 
(c) unique 
landscapes, or 
(d) sites having 
significant cultural 

very high economic 
losses affecting 
important infrastructure, 
public transportation or 
services or commercial 
facilities, or some 
destruction of or some 
severe damage to 
residential areas 
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value, and 
restoration or 
compensation in 
kind is possible but 
impractical 

5 extreme permanents more than 100 major loss or 
deterioration of 
(a) critical fisheries 
habitat or critical 
wildlife habitat, 
(b) rare or 
endangered 
species, 
(c) unique 
landscapes, or 
(d) sites having 
significant cultural 
value, and 
restoration or 
compensation in 
kind is impossible. 

extremely high economic 
losses affecting critical 
infrastructure, public 
transportation or 
services or commercial 
facilities, or some 
destruction of or some 
severe damage to 
residential areas 

1. There is no identifiable population at risk. 

2. People are only occasionally and irregularly in the dam-breach inundation zone, for example stopping 
temporarily, passing through on transportation routes or participating in recreational activities. 

3. The population at risk is ordinarily or regularly located in the dam-breach inundation zone, whether to 
live, work or recreate. 

Schedule 2 

(sections 3 (2), 8 (4), 9 (7) and (8), 10 (4), 18, 19 (1) and 20 (1)) 

Minimum Frequency of Safety Activities 

Interpretation of Schedule 

In this Schedule: 

"annually" means once in each calendar year; 

"dam safety review" means a review carried out by an engineering 

professional under section 20 [dam safety review and report]; 

"DEP" means the emergency plan for a dam; 

"DSO" means a dam safety officer; 

"monthly" means once in each calendar month; 

"OMS manual" means the operation, maintenance and surveillance manual 

for a dam; 

"quarterly" means once in each calendar quarter; 

"semi-annually" means once in the period between January 1 and June 30 
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and once in the period between July 1 and December 31 of each calendar 

year. 

Frequency of activities 

2 (1) Column 1 of the table sets out an activity that must be carried out by an 

owner of a dam under Part 2 [Requirements Applicable to All Dams] or 3 

[Requirements Applicable to Certain Dams], as indicated in the table, and 

column 2, 3, 4, 5 or 6 of the table sets out the minimum frequency with which 

the activity must be carried out for each classification. 

(2) If the minimum frequency with which an activity referred to in column 1. of the 

table must be carried out under subsection (1) is every 7 years or every 10 

years, the minimum frequency is once in the period between the date on 

which the activity was previously carried out and December 31 of the 

calendar year that is 7 years or 10 years, as the case may be, after the 

calendar year that includes the date on which the activity was previously 

carried out. 

Table 

Item 

Column 1 Column 2 Column 3 Column 4 Column 5 Column 6 

Activity 

Frequency of Activity 

Extreme Very high 
classification classification 

High 
classification 

Significant 
classification 

Low 
classification 

Requirements under Part 2 

redetermine 
classification of 
dam and, if 
necessary 
submit to DSO 
written notice 
of proposed 
new 
classification 

annually annually annually annually annually 

Requirements under Part 3 

2 conduct site 
surveillance 

weekly unless 
otherwise 
specified in 
the OMS 
manual 

weekly unless 
otherwise 
specified in 
the OMS 
manual 

weekly unless 
otherwise 
specified in 
the OMS 
manual 

monthly 
unless 
otherwise 
specified in 
the OMS 
manual 

quarterly 

3 conduct formal 
inspection 

semi-annually annually annually annually annually 

4 test operation 
of 
(a) mechanical 
components of 
dam, and 

annually 
unless 
otherwise 
specified in 
the OMS 

annually 
unless 
otherwise 
specified in 
the OMS 

annually 
unless 
otherwise 
specified in 
the OMS 

annually 
unless 
otherwise 
specified in 
the OMS 

annually 
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(b) electrical 
and 
communication 
equipment 

manual manual manual manual 

5 collect readings 
from 
instrumentation 
and analyze 
and interpret 
the readings 

annually 
unless 
otherwise 
specified in 
the OMS 
manual 

annually 
unless 
otherwise 
specified in 
the OMS 
manual 

annually 
unless 
otherwise 
specified in 
the OMS 
manual 

annually if and when 
unless required by a 
otherwise dam safety 
specified in officer 
the OMS 
manual 

6 review contact 
information in 
DEP, revise if 
necessary and 
report to DSO 

annually annually annually annually not applicable 

7 review 
emergency 
contact 
information 
and, if 
necessary, 
revise and 
submit revision 
toDSO 

not applicable not applicable not applicable not applicable annually 

8 review OMS 
manual and 
DEP, revise if 
necessary and 
report to DSO 

every 7 years 

: 

every 7 years every 10 
years 

every 10 not applicable 
years 

9 ensure dam 
safety review 
carried out and 
submit report 
toDSO 

every 7 years every 10 
years 

every 10 not applicable not applicable 
years 

[Provisions relevant to the enactment of this regulation: Water Sustainability Act, S.B.C. 

2014, c. 15, sections 124, 126, 127, 129, 130 and 131] 

copyright (c) Queen's Printer, victoria, British Coiumbia, Canada 
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SUMMARY: 
Liquefaction potential evaluation is one of the most important issues in the seismic design of structures. 
Although a lot of research on liquefaction characteristics of sands has been carried out so far, well-graded 
gravelly soil has not been investigated so much in terms of liquefaction. This study investigated a coastal area 
reclaimed using intermediate soil including gravel. To estimate the liquefaction characteristics at several spots of 
reclaimed land, in-situ investigations and laboratory tests were conducted. Results revealed that, when 
non-plastic fines were mixed in intenriediate soil, liquefaction characteristics hardly changed with different the 
relative density. 

Keywords. Liquefaction, Intermediate soil, Gravel, In-situ test, Triaxial test 

1. INTRODUCTION 

The scope of problems related to the dynamics of sandy soil during earthquakes has, over recent 
years, expanded to include not only cases of sand with small uniformity coefficients, but also gravel 
and soils with fine non-plastic components. During the 1995 Southern Hyogo Prefecture earthquake, 
Port Island and other landfill areas experienced liquefaction that resulted in extensive damage to many 
buildings, despite their being on granite soil with a silt layer composed of a wide range of grain sizes 
including 30-60% gravel, a soil composition previously considered resistant to liquefaction (Shibata et 
al., 1995). Liquefaction of gravelly soil was also confirmed in the 1987 Borah Peak earthquake in the 
United States (Andrus, 1994) and the 1993 Hokkaido earthquake (Kokusho et al., 1994). In many 
cases, it is difficult to appropriately determine strength coefficients and liquefaction conditions, 
because soil properties may include pockets of sand, gravel, and silt with widely differing grain sizes, 
not only in landfill areas but also in alluvial soils. Efforts in recent years to utilize resources to the 
fullest extent have resulted in an increasing trend toward the use of areas with low-quality, 
course-grained soil, as well as demolition scrap and industrial waste as landfill (Taya et al, 2004), 
making understanding the conditions in which liquefaction occurs in gravel and fine-grain soils all the 
more important. 

Recent studies related to the effects of gravel components on liquefaction strength have focused on 
gravel content ratios, grain composition, relative density, and the like, but there remain many 
unanswered questions as compared to our understanding of sandy soils (Tanaka et al., 1987 and Hara 
and Kokusho, 2000 and Hara et al.,2005). In contrast, numerous recent studies on the effects of 
plasticity index, silt composition, and clay composition have made clear the effect of fine grain 
content and composition on resistance to liquefaction of sandy soils (Ishihara et al., 1989 and Hwang 
etal., 1993 andKuwanoetal., 1995). 

The present study examines intermediate landfill soils with high gravel or fine grain content, 
performing in situ tests to determine penetration resistance and shear wave velocity values. We also 
performed laboratory testing on landfill ground samples to determine their physical properties, 
liquefaction strength, and deformation characteristics after liquefaction. Based on these experiments, 
we investigate the liquefaction characteristics of intermediate soils with gravel content. 
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2. INVESTIGATION SITE 

We selected Hirogawa Island in Wakayama Prefecture as a case of a landfill site with soil including 
gravel at which to perform our investigation. Figure 1 shows a map of the area. The site is at the 
mouth of the Hiro River, and extends approximately 500 m in the north-south direction and 250 m in 
the east-west direction. Land use differs along the north-south direction: On the northern side are 
public facilities such as the town hall, a municipal gymnasium, a health and welfare center, and a 
multipurpose plaza. The southern side is predominantly residential subdivisions. Construction of the 
landfill began in 1993 and ended in 1995, and landfill is mainly composed of cuttings from the 
construction of the nearby Hirogawa wind farm and drilling remains from the creation of a tunnel for 
the Yuasa-Gobo highway. The excavated soil is largely Mesozoic sandstone and mudstone from south 
of the Aritagawa river basin. Country rock has experienced weathering due to the influence of 
groundwater. 

Figure 2 shows a geologic cross section of the area, based on boring samples taken during 
construction of the health and welfare center adjacent to the Hirogawa town hall, along the line 
indicated by A and A' in Figure 1. According to this diagram, the landfill layer (FL) extends more or 
less horizontally to approximately G.L. -4.75 m, and below that are interbedded slopes of alluvial sand 
(As), clay (Ac), and gravel (Ag) layers sloping west until reaching the sandstone layer (Ss). Figure 2 
also shows the relation between depth and N-values obtained by a standard penetration test. N-values 
exceed 50 in some locations due to contact with gravel, but N values as low as 3-10 are also seen 
despite an overall good grain size distribution including gravel. 

Figure 1. Location of Hirogawa Island 
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Figure 2. Geological section of Hirogawa Island 
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3. IN-SITU TEST ON RECLAIMED LAYER 
5 

To investigate hardness in the depth direction, we conducted in situ Swedish weight sounding 
(SWS) tests and surface wave exploration (SWE) tests (Photo 1). Figure 3 shows a map of the testing 
area and the locations where in situ testing was performed. SWS tests were performed mainly in the 
area adjacent to the seawall near the municipal multipurpose plaza, and SWE tests were performed 
along five north-south and east-west survey lines in the surrounding area. 

Figure 4 shows an example of the relation between depth and N-value according to one of the SWS 
tests (Takada et al., 2010). Here, N-values are calculated according to the conversion method for 
gravel, sand, and sandy soils proposed by Inada. The histogram in the figure is an estimation based on 
insertion noise and vibration transmitted along the rod during penetration, and from soil that adhered 
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Figure 3. In-situ investigation site 
Figure 4. Soil profile at Hirogawa Island 
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to the rod and screw. The groundwater depth (G.L. -2.6 m) is calculated from the mean value over 
multiple groundwater level measurements from the holes left by penetration tests. Penetration 
resistance values were obtained by an insertion rod contacting gravel to a depth of approximately 
G.L.-1.95 m, and values varied widely from N10-50. In contrast, values below G.L. -1.95 m were an 
extremely loose N = 3-6, but N-values again suddenly increased below G.L. -4 m. While the test 
method and locations differ, results of SWS tests gave similar results to those shown in Figure 2, with 
a loose fill layer of approximately N = 11 in the area between G.L. -2 m and -4.5 m. 

Figure 5 shows an example of the results of surface wave exploration obtained through the SWE 
tests performed along the SWE-3w survey line. The relation between ground depth and hardness as 
indicated by the magnitude of S-wave velocity fits well with Figure 2 and the N-value distribution. 
Namely, there is a layer of soil distributed approximately horizontally near the surface with hardness 
sufficient to exceed V 260 mIs, but in the landfill layer below G.L. -2.5 m there is a soft layer 
deposit with low V values of 200-220 m/s, approximately the same as the mean values seen in granite 
soil landfill that liquefied during the Southern Hyogo Prefecture earthquake (Yamazaki et al., 1995). 
At depths below G.L. -4.5 m, V5  shows a clear trend of increasing with depth. While not shown in the 
diagram, cross-sectional surveys verified a soft layer with V values of 160-200 mIs at approximately 
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Figure 5. Surface wave exploration result (SWE-3w survey line) 

G.L.-2.5 to -4.5 m horizontally along the SWE-5 survey line. 
Results of the in situ testing described above indicate that the landfill layer of the soil in Hirogawa 

includes a soft layer with N-values of approximately 5 at a depth of G.L. -2 to -4.5 m, having S-wave 
velocities of 160-220 rn/s. According to Kokusho and Yoshida, the gravelly soil in which liquefaction 
occurred had N-values of approximately 5 to 10, and S-wave velocities of 60-200 rn/s. This indicates 
that based on in situ testing results alone, the soil in the areas tested has a high probability of 
experiencing liquefaction. 

4. SOIL MATERIALS AND MINIMUM AND MAXIMUM DENSITY TEST 

Test samples were composed of intermediate soil that included gravel with a maximum grain 
diameter of 26.5 mm taken from the soil used as landfill in Hirogawa ("Hirogawa soil," below). To 
prevent caking of the fine fraction through aggregation, disturbed samples were allowed to dry 
naturally for approximately one week after removal from the sampling site. Figure 6 shows a grain 
size distribution curve for the Hirogawa soil. There is a fairly broad range of granularity compositions 
in the samples, with fine grain composition F ranging from 0-50% and gravel composition ranging 
from 20-70%. After being passed through a 0.425 mm sieve, Hirogawa soil had a plasticity index Ip 
of 17, indicating some level of plasticity in the samples. The water absorption rate of gravel grains 
larger than 2 mm as determined by specific gravity and water absorption testing was a large Q = 
12-20%, indicating significant porosity and extensive weathering. Rock slaking testing using the JHS 
110-2006 method indicated a slaking rate R, of 40-70%, suggesting high slaking behavior and a 
tendency to crumble after repeated exposure to moisture. 

Figure 7 shows the relation between minimum and maximum density and fine grain content as 
indicated by the minimum and maximum density test apparatus shown in Figure 8. Figure 7 also 
shows similar relations for laboratory-prepared samples of hard alluvial gravel with differing grain 
sizes and undisturbed granite soil samples collected after the Southern Hyogo earthquake. The plotted 
values are means for 10 repetitions of the minimum density test and 5 repetitions of the maximum 
density test, using fine grain content equivalent to the intermediate value of the grain size distribution 
curve in Figure 6. From this, we can see that minimum and maximum compression of the Hirogawa 
soil have lower values than do alluvial gravel with large mean coefficients and granite soil with high 
grain fragmentation characteristics, despite differences in fine grain content. 

5. TRIAXIAL TEST 

We next used the cyclic triaxial test apparatus shown in Figure 9 to investigate the liquefaction 
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characteristics of Hirogawa soil, and the effects 
of relative density and fme gram composition 
on its deformation after liquefaction (Ham and 
Kokusho, 2004). Figure 10 and Table 1 show 
the grain size distribution curve and the physical 
characteristics of the samples, respectively. Two 
samples were prepared in the laboratory for this test. Sample A was prepared with a grain composition 
of approximately the intermediate value of the grain size distribution curve in Figure 6. Sample B was 
prepared by washing Sample A through a 0.075 mm aperture sieve to remove the fme-grain fraction. 

To minimize the influence of grain classification, the specimens were adjusted to an approximately 
5% water content in separately prepared containers, then compressed into molds according to the wet 
tamping method using a 49 mm diameter rammer. After compression, each sample was prepared so 
that the relative specimen densities were Dr 40%, 50%, and 60%. After confirming that the pore 
pressure coefficient B was at least 0.96 assuming a back pressure of 98 kPa for each specimen, we 
applied isotropic compaction with effective confming pressure cr =49 kPa, approximately equal to the 
effective overburden pressure on the landfill layer. Compression time was approximately 1 hour, 
during which we confirmed that water expulsion had completely leveled off. To confirm the 
overconsolidation effect on liquefaction characteristics, we used a portion of Sample A to prepare 
overconsolidated specimens with OCR =3.0 after pre-consolidation at the prescribed consolidation 
stress and drainage unloading. 

Liquefaction tests were performed under undrained conditions using 0.1 Hz sine wave loads, cycled 
until a double amplitude axial strain DA of 5% was reached. Overall smoothness of the specimen sides 
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Table 1. Physical characteristics for triaxial tests samoles 

SoilMaterial 
(g/cm3) 
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pdtmx 

(glcm3) 
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was good, indicating little influence of membrane penetration correction. 
Figure 11 shows an example of the axial strain and excess pore water ratio time history of the cyclic 

triaxial tests using a specimen with Dr 50%. For sample A (Figure 11(a)), cyclic shearing resulted in 
an accumulation of excess pore water pressure from the start of loading and a gradual increase in axial 
strain e with the number of cycles, but the excess pore water pressure ratio Au/ac  did not reach 1.0, 
even after double amplitude axial strain DA reached 5%. In contrast, sample B (Figure 11(b)) 
exhibited a rapid increase in excess pore water pressure from the start of loading, and axial strain that 
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increased with the number of cycles. Figure 12 shows the effective stress path of the results of the tests 
of Figure 11. Sample A shows behavior similar to loose sandy soil, where mean effective principal 
stress falls with the number of cycles. In contrast, Sample B indicates cyclic mobility behavior, where 
effective stress reduction is suppressed after reaching the phase transfonnation line. 

Figure 13 shows the relation between the cyclic stress ratio CdI2C0  and the number of cycles N0  from 
the undrained cyclic triaxial test when double axial strain amplitude DA reached 2%, at which necking 
effects are minor. Based on its plasticity index alone, the Specifications for Highway Bridges would 
exclude sample A from needing a determination of its susceptibility to liquefaction, but liquefaction 
strength RL20  is defmed as a low 0.17 at N0  = 20 without consideration of Dr. In contrast, while the D 

40% specimen from sample B has liquefaction strength similar to that of sample A, the liquefaction 
strength shows an overall increase with increasing relative density. Figure 13 also shows liquefaction 
strength curves for various alluvial sand, gravel, and landfill ground samples with plastic fme grains 
(Hara and Kokusho, 1998. and Hara et al., 2009). Comparing RL20  values, one sees that sample B has a 
higher strength than does sample A. This is because the gravel grain matrix is dominated by the 
fme-grain fraction in sample A, resulting in no change in the liquefaction strength even with an 
increased relative density, but in sample B, where the fine-grain fraction has been removed, sand and 
gravel grains are able to interlock, resulting in increased strength with higher relative density, thereby 
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making it more like sandy gravel or clay that does not contain a fme-grain fraction. Figure 14 shows a 
comparison of liquefaction strengths for Hirogawa soil specimens with relative density Dr  of 60% after 
consolidation. When the liquefaction strength of sample A, to which the overconsolidation history has 
been applied, is compared with that of an OCR = 1.0 sample, there is a significant increase even for 
those samples that include a fme-grain fraction, and the strength exceeds those of sample B and 
undisturbed samples of granite soil that has undergone soil stabilization treatment using rod 
compaction taken from Port Island. 

Figure 15 shows the mean results of reconsolidation tests on a Dr  50% specimen after liquefaction 
testing, giving volumetric strain e, values at an effective confming pressure o of 49 kPa. Here, 
volumetric strain was found immediately after removing the load when DA reached 10%, based on the 
amount of drained water in a burette when specimens were returned to the drained state at the point of 
completion of the initial consolidation before the liquefaction strength test. Variation in the amount of 
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volumetric strain among the specimens was r = 4.2-5.0% for sample A, and e = 3.1-4.0% for sample 
B. Mean values for volume change associated with the dissipation of excess pore water pressure 
during the reconsolidation process were smaller for sample B, from which the fine-grain fraction had 
been removed, than for sample A. Figure 15 also shows the same relation for various Dr  = 50% 
alluvial sand, sandy gravel, granite soil, and landfill ground samples with a plastic fine-grain fraction. 
The change in volume for the Hirogawa soil after liquefaction was smaller than for soils containing a 
plastic fine-grain fraction, but greater than for the alluvial gravel containing hard grains regardless of 
F. Values were similar to those of alluvial sand with a small mean coefficient and alluvial gravel with 
a non-plastic fine-grain fraction, and to granite soil with highly friable grains. 

Figure 16 shows an example comparison of the grain size distribution curves for Dr 50% 
specimens after cyclic undrained triaxial testing. Here, values in the after-compaction grain size 
distribution curve are the results of grain size testing of specimens disassembled immediately after 
their creation, and values shown for the grain size distribution curve after liquefaction testing are from 
specimens after cyclic shearing and reconsolidation testing. From this, we see a large shift to the left in 
the particle distribution after liquefaction compacting and liquefaction testing of the scope covered by 
the present study, indicating that compaction, reconsolidation, and shearing resulted in the destruction 
of mainly gravel grains larger than 2 mm. The grain destruction rate BM  (Marsal, 1967) as calculated 
from the grain size distribution curve was 25% immediately after compaction, and 20% after the 
consolidation and cyclic shearing process. 

CONCLUSIONS 

In situ and laboratory testing of intermediate gravelly soil (Hirogawa soil) resulted in the following 
major findings: 
1. The N-value of intermediate gravelly soil from landfill ground is approximately 5 and S-wave 

velocity is 160-220 mIs, low values that are highly similar to gravelly soils in which liquefaction 
has been verified. 

2. Grains in Hirogawa soil are highly porous and show extensive weathering, making them prone to 
slaking. 

3. The liquefaction strength of Hirogawa soil varies widely according to the presence of fine grains. 
Removing the fine-grain fraction from samples allowed interlocking of grains, resulting in high 
strength. 

4. Post-liquefaction consolidation characteristics were highly similar to those of loose sand, 
regardless of the ratio of fine grains. 

5. Hirogawa soil experiences destruction of gravel grains during the process of compaction, 
consolidation, and cyclic shearing.. 
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ABSTRACT 

Over the past decade, major advances have occurred in both understanding and practice with regard to assessment and mitigation of 
hazard associated with seismically induced soil liquefaction. Soil liquefaction engineering has evolved into a sub-field in its own 
right, and engineering assessment and mitigation of seismic soil liquefaction hazard is increasingly well addressed in both research 
and practice. This rapid evolution in the treatment of liquefaction has been pushed largely by a confluence of lessons and data 
provided by a series of major earthquakes over the past dozen years, as well as by the research and professional/political will 
engendered by these major seismic events. The overall field of soil liquefaction engineering is now beginning to coalesce into an 
internally consistent and comprehensive framework, and one in which the various elements are increasingly mutually supportive of 
each other. Although the rate of progress has been laudable, further advances are occurring, and more remains to be done. As we 
enter a "new millenium", engineers are increasingly well able to deal with important aspects of soil liquefaction engineering. This 
paper will highlight a number of important recent and ongoing developments in soil liquefaction engineering, and will offer insights 
regarding research in progress, as well as suggestions regarding further advances needed. 

1.0 INTRODUCTION 

Soil liquefaction is a major cause of damage during 
earthquakes. "Modern" engineering treatment of liquefaction-
related issues evolved initially in the wake of the two 
devastating earthquakes of 1964; the 1964 Niigata (Japan) and 
1964 Great Alaskan Earthquakes. Seismically-induced soil 
liquefaction produced spectacular and devastating effects in 
both of these events, thrusting the issue forcefully to the 
attention of engineers and researchers. 

Over the nearly four decades that have followed, significant 
progress has occurred. Initially, this progress was largely 
confined to improved ability to assess the likelihood of 
initiation (or "triggering") of liquefaction in clean, sandy soils. 
As the years passed, and earthquakes continued to provide 
lessons and data, researchers and practitioners became 
increasingly aware of the additional potential problems 
associated with both silty and gravelly soils, and the important  

additional issues of post-liquefaction strength and stress-
deformation behavior also began to attract increased attention. 

Today, the area of "soil liquefaction engineering" is emerging 
as a semi-mature field of practice in its own right. This area 
now involves a number of discernable sub-issues or sub-
topics, as illustrated schematically in Figure 1. As shown in 
Figure 1, the first step in most engineering treatments of soil 
liquefaction continues to be (1) assessment of "liquefaction 
potential", or the risk of "triggering" (initiation) of 
liquefaction. There have been major advances here in recent 
years, and some of these will be discussed. 

Once it is determined that occurrence of liquefaction is a 
potentially serious risk/hazard, the process next proceeds to 
assessment of the consequences of the potential liquefaction. 
This, now, increasingly involves (2) assessment of available 
post-liquefaction strength, and resulting post-liquefaction 
overall stability (of a site, andlor of a structure or other built 
facilites, etc.). There has been considerable progress in 
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2 Dept. of Civil Engineering, Middle East Technical University, Ankara, Turkey. 

Fugro Engineering, Santa Barbara, California. 
Arup, San Francisco, California. 
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1. Assessment of the likelihood of "triggering" 
or initiation of soil liquefaction. 

3. Assessment of expected liquefaction-induced 
deformations and displacements. 

4. Assessment of the consequences of these 
deformations and displacements. 

Fig. 1: Key Elements of Soil Liquefaction Engineering 

evaluation of post-liquefaction strengths and stability over the 
past fifteen years. If post-liquefaction stability is found 
wanting, then deformationldisplacement potential is large, and 
engineered remediation is typically warranted. 

If post-liquefaction overall stability is not unacceptable, then 
attention is next directed towards (3) assessment of anticipated 
deformations and displacements. This is a very "soft" area of 
practice, and much remains to be done here with regard to 
development and calibrationlverification of engineering tools 
and methods. Similarly, there are few engineering tools and 
guidelines regarding (4) the effects of liquefaction-induced 
deformations and displacements on the performance of 
structures and other engineered facilities, and criteria for 
"acceptable" performance are not well established. 

Finally, in cases in which the engineer(s) conclude that 
satisfactory performance cannot be counted on, (5) engineered 
mitigation of liquefaction risk is generally warranted. This, 
too, is a rapidly evolving area, and one rife with potential 
controversy. Ongoing evolution of new methods for 
mitigation of liquefaction hazard provides an ever increasing 
suite of engineering options, but the efficacy and reliability of 
some of these remain contentious, and accurate and reliable 
engineering analysis of the improved performance provided by 
many of these mitigation techniques continues to be difficult. 

It is not possible, within the confines of this paper, to fully 
address all of these issues (a textbook would be required!) 
Instead, a number of important recent and ongoing advances 
will be highlighted, and resultant issues and areas of 
controversy, as well as areas in urgent need of further 
advances either in practice or understanding, will be noted.  

2.0 ASSESSMENT OF SUSCEPTIBILITY 

2.1 Liquefiable Soil Types: 

The first step in engineering assessment of the potential for 
"triggering" or initiation of soil liquefaction is the 
determination of whether or not soils of "potentially 
liquefiable nature" are present at a site. This, in turn, raises 
the important question regarding which types of soils are 
potentially vulnerable to soil liquefaction. 

It has long been recognized that relatively "clean" sandy soils, 
with few fines, are potentially vulnerable to seismically-
induced liquefaction. There has, however, been significant 
controversy and confusion regarding the liquefaction potential 
of silty soils (and silty/clayey soils), and also of coarser, 
gravelly soils and rockfills. 

Coarser, gravelly soils are the easier of the two to discuss, so 
we will begin there. The cyclic behavior of coarse, gravelly 
soils differs little from that of "sandy" soils, as Nature has 
little or no respect for the arbitrary criteria established by the 
standard #4 sieve. Coarse, gravelly soils potentially 
vulnerable to cyclic pore pressure generation and liquefaction. 
There are now a number of well-documented field cases of 
liquefaction of coarse, gravelly soils (e.g.: Evans, 1987; 
Harder, 1988; Hynes, 1988; Andrus, 1994). These soils do, 
however, often differ in behavior from their finer, sandy 
brethren in two ways: (1) they can be much more pervious, 
and so can often rapidly dissipate cyclically generated pore 
pressures, and (2) due to the mass of their larger particles, the 
coarse gravelly soils are seldom deposited "gently" and so do 
not often occur in the very loose states more often encountered 
with finer sandy soils. Sandy soils can range from very loose 
to very dense, while the "very" loose state is relatively 
uncommon in gravelly deposits and coarser soils. 

The apparent drainage advantages of coarse, gravelly soils can 
be defeated if their &ainage potential is circumvented by 
either; (1) their being surrounded and encapsulated by finer, 
less pervious materials, (2) if drainage is internally impeded 
by the presence of finer soils in the void spaces between the 
coarser particles (it should be noted that the D10 particle size, 
not the mean or size, most closely correlates with the 
permeability of a broadly graded soil mix), or (3) if the layer 
or stratum of coarse soil is of large dimension, so that the 
distance over which drainage must occur (rapidly) during an 
earthquake is large. In these cases, the coarse soils should be 
considered to be of potentially liquefiable type, and should be 
evaluated accordingly. 

Questions regarding the potential liquefiability of finer, 
"cohesive" soils (especially "silts" and "silty clays") are 
increasingly common at meetings and professional short 
courses and seminars. There is considerable new field data 
regarding this issue from recent major earthquakes, and this is 
an area in which major changes in both understanding and 
practice are occurring. 

Seed et al. (2003) 2 



1. Percent Finer than 0.005mm ~ 15% 

2. Liquid Limit (LL) ~ 35% 

3. Water Content (W) ~ 0.9 x LL 
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Fig. 2: Modified Chinese Criteria (After Wang (1979) 
and Seed and Idriss (1982) 

Figure 2 illustrates the "Modified Chinese Criteria" (Wang 
(1979), and Seed and Idriss (1982)), which represent the 
criteria most widely used for defining potentially liquefiable 
soils over the past two decades. According to these criteria, 
fine (cohesive) soils that plot above the A-line are considered 
to be of potentially liquefiable type and character if: (1) there 
are less than 15% "clay" fines (based on the Chinese 
definition of "clay" sizes as less than 0.005 mm), (2) there is a 
Liquid Limit of LL ~ 35%, and (3) there is a current in-situ 
water content greater than or equal to 90% of the Liquid 
Limit. 

Andrews and Martin (2000) re-evaluated the liquefaction field 
case histories from the database of Wang (1979), as well as a 
number of subsequent earthquakes, and have transposed the 
"Modified Chinese Criteria" to U.S. conventions (with clay 
sizes defined as those less than about 0.002 mm). Their 
findings are largely summarized in Figure 3. Andrews and 
Martin recommended: (1) that soils with less than about 10% 
clay fmes (<0.002 mm), and a Liquid Limit (LL) in the minus 
#40 sieve fraction of less than 32%, be considered potentially 
liquefiable, (2) that soils with more than about 10% clay fines 
and LL ~ 32% are unlikely to be susceptible to classic 
cyclically-induced liquefaction, and (3) that soils intermediate 
between these criteria should be sampled and tested to assess 
whether or not they are potentially liquefiable. 

Over the period from 1994 to 1999, a group of approximately 
two dozen leading experts worked to achieve concensus 
regarding a number of issues involved in the assessment of 
liquefaction potential. This group, referred to hereafter as the 
NCEER Working Group, have published many of their 
consensus findings (or at least near-consensus findings) in the 
NSF-sponsored workshop summary paper (NCEER, 1997), 
and the summary article in the ASCE Journal of Geotechnical 
and Geoenvironmental Engineering (Youd et al., 2001). The 
NCEER Working Group addressed this issue, and it was 
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agreed that there was a need to reexamine the "Modified 
Chinese Criteria" for defining the types of fine "cohesive" 
soils potentially vulnerable to liquefaction, but no improved 
concensus position could be reached at that time, and more 
study was warranted. 

Two major earthquakes in 1999 then dramatically altered the 
picture. Widespread soil liquefaction occurred throughout 
much of the city of Adapazari in the 1999 Kocaeli (Turkey) 
Earthquake, and widespread liguefaction-induced damages 
also occurred in the cities of Wu Feng, Yuan Lin and Nantou 
in the 1999 Chi-Chi (Taiwan) Earthquake. In all four of these 
cities, significant liquefaction-type damages (including 
settlements andlor partial or complete bearing failures of 
shallow-founded structures) occurred at sites where the soils 
responsible appear to be more "cohesive" than would be 
expected based on the Modified Chinese Criteria. 

There is significant ongoing research with regard to the field 
performance of increasingly cohesive soils in Adapazari; work 
is in progress both at U.C. Berkeley (Sancio, 2003) and at the 
Middle East Technical University in Ankara (Cetin, 2003), 
and more detailed publications can be anticipated in the very 
near future as these efforts are conpieted. Similarly, studies 
are also in progress by a number of research teams (including 
Stewart, et al., 2003) regarding performance of increasingly 
cohesive soils in Wu Feng, Yuan Lin and Nantou during the 
Chi-Chi Earthquake. 

In the "new" field performance cases in these four cities, it is 
often difficult to reliably discern whether or not soils with 
cohesive fines "liquefied". Soils with large fines contents do 
not generally exude excess pore pressures rapidly, and so are 
less prone to produce surface boil ejecta than are "cleaner" 
cohesionless soils. 

As a result, soils with significant (and plastic) fines have been 
sampled and then subjected to cyclic testing in the laboratory 
by a number of researchers. This laboratory testing, much like 
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1. Liquid limit determined by Casagrande-type percussion apparatus. 
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Fig. 3: Liquefaction Susceptibility of Silty and Clayey 
Sands (after Andrews and Martin, 2000) 
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Applicable for: 
(a) FC ~ 20% if P1>12% 
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Fig 4: Recommendations Regarding Assessment of "Liquefiable" Soil Types 

the observed field performance, suggests that: (1) soils of 
higher plasticity may be susceptible to significant cyclic pore 
pressure increase and consequent loss of strength than is 
suggested by the Modified Chinese Criteria, and (2) the 
transition in behavior to soils of even higher plasticity, which 
do not appear to be prone to similarly severe cyclic pore 
pressure generation and strength loss, is gradual (rather than 
abrupt). 

Some of the confusion here is related to the definition of 
liquefaction. In this paper, the term "classic" cyclic 
liquefaction will refer to significant loss of strength and 
stiffness due to cyclic pore pressure generation, in contrast to 
"sensitivity" or loss of strength due to monotonic shearing 
and/or remolding as a result of larger, monotonic (uni- 
directional) shear displacements. By making these 
distinctions, we are able to separately discuss "classic" 
cyclically-induced liquefaction and the closely-related (but 
different) phenomenon of strain-softening or sensitivity. 

Sandy soils, and silty soils of very low plasticity, tend to 
experience "triggering" of cyclically induced soil liquefaction 
at relatively low shear strains (typically on the order of 3% to 
6%), and the loss of strength can be severe. Soils of higher 
plasticity, on the other hand, may also exhibit loss of strength 
and stiffness, accompanied by increased pore pressures, but 
the pore pressure ratios achieved may be somewhat lower than 
those associated with more "classically" liquefiable soils, and 
the loss of strength and iffness becomes pronounced at 
somewhat larger shear strains. In other words, there is a 
transition in behaviors; as soils' behaviors become controlled 
by fines of increasing plasticity their cyclic behavior becomes 
more "ductile", and the boundary between soils which are 
potentially susceptible to "classic" cyclic liquefaction and  

those that are not is not a sharp transition. 

It is recommended herein that the Modified Chinese Criteria 
be relegated to history, and that we move forward to broader 
consideration of potentially liquefiable soil types. One 
element of the Modified Chinese Criteria has been clearly 
shown to be flawed, and that is the "percent clay fines" rule 
(e.g.: Bray et al. 2001; Sancio et al.; 2002, 2003). Percent clay 
fines is less important than the overall contribution of the fines 
to plasticity, and there are numerous cases of liquefaction of 
soils with more than 10 or 15% clay-sized fines. The other 
elements of the Modified Chinese Criteria (Liquid Limit, and 
water content as a fraction of the liquid limit) both appear 
better directed, but warrant some revision as well. 

Post-earthquake reconnaissance efforts (e.g. Bray and Stewart, 
2000) and follow-on studies (e.g. Sancio et al., 2002), clearly 
found ample evidence of liquefaction and ground softening at 
sites where critical soil layers contained more than 15% 
particles finer than 5 mm. As suggested in Bray et al. (2001), 
Sancio et al. (2002), and Sancio et al. (2003), the percent 
"clay-size" criterion of the Chinese criteria and Andrews and 
Martin (2000) criteria is misleading, because it is not the 
percent of "clay-size" particles that is important. Rather, it is 
the percent of clay minerals present in the soil and their 
activity that are important. Fine quartz particles may be 
smaller than either 2 or 5 mm, but if largely nonpiastic, these 
soils respond as a cohesionless material in terms of 
liquefaction under cyclic loading. Accordingly, use of the 
percent "clay size" criterion as is commonly done in current 
engineering practice (e.g.: "Guidelines for Analyzing and 
Mitigating Liquefaction Hazards in California"; edited by 
Martin and Lew, 1999), can be unconservative, because soils 
that are susceptible to liquefaction can be incorrectly classified 

as non-liquefiable. 

Figure 4 represents interim 
recommendations regarding 
"liquefiability of soils with 
significant fines contents. This may 
evolve further, based on work in 
progress, but is a good summary of 
what we know to date. For soils 
with sufficient fines content that the 
fmes separate the coarser particles 
and control overall behavior: (1) 
Soils within Zone A are considered 
potentially susceptible to "classic" 
cyclically induced liquefaction, (2) 
Soils within Zone B may be 
liquefiable, and (3) Soils in Zone C 
(not within Zones A or B) are not 
generally susceptible to "classic" 
cyclic liquefaction, but should be 
checked for potential sensitivity 
(loss of strength with remoulding or 
monotonic accumulation of shear 
deformation). 
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Both experimental research and review of liquefaction field 
case histories show that for soils with sufficient "fines" 
(particles finer than 0.074 mm, or passing a #200 sieve) to 
separate the coarser (larger than 0.074 mm) particles, the 
characteristics of the fines control the potential for cyclically-
induced liquefaction. This separation of the coarser particles 
typically occurs as the fines content exceeds about 15% to 
35%, with the precise fines content required being dependent 
principally on the overall soil gradation and the character of 
the fines. Well-graded soils have lesser void ratios than 
uniformly-graded or gap-graded soils, and so require lesser 
fines contents to fill the remaining available void space and 
thus separate (or "float") the coarser particles in a matrix of 
the fines. Similarly, clay fines carry higher void ratios than 
silty particles and so are more rapidly effective at over-filling 
the void space available between the coarser (larger than 
0.074mm) particles; a lesser weight (or percentage) of clay 
fines is required than would be required if the fmes were lower 
plasticity silty particles. 

In soils wherein the fines content is sufficient as to separate 
the coarser particles and control behavior, cyclically-induced 
soil liquefaction appears to occur primarily in soils where 
these fines are either non-plastic or are low plasticity silts 
and/or silty clays (P1 ~ 12%, and LL ~ 37%), and with high 
water content relative to their Liquid Limit (w > 0.85 LL). In 
fact, low plasticity or non-plastic silts and silty sands can be 
among the most dangerous of liquefiable soils, as they not 
only can cyclically liquefy; they also "hold their water" well 
and dissipate excess pore pressures slowly due to their low 
permeabilities. 

Soils with sufficient fines that the fines control their behavior, 
and falling within Zone A in Figure 4, are considered 
potentially susceptible to "classic" cyclically -induced soil 
liquefaction. Soils within Zone B fall into a transition range; 
they may in some cases be susceptible to liquefaction 
(especially if their in situ water content is greater than about 
85% of their Liquid Limit), but tend to be more ductile and 
may not "liquefy" in the classic sense of losing a large fraction 
of their strength and stiffness at relatively low cyclic shear 
strains. These soils are also, in many cases, not well suited to 
evaluation based on conventional in-situ "penetration-based" 
liquefaction hazard assessment methods. These types of soils 
usually amenable to reasonably "undisturbed" (e.g.: thin- 
walled, or better) sampling, however, and so can be tested in 
the laboratory. It should be remembered to check for 
"sensitivity" of these cohesive soils as well as for potential 
cyclic liquefiability. Soils in Zone C are generally not 
susceptible to "classic" cyclically-induced soil liquefaction, 
but they may be "sensitive" and vulnerable to strength loss 
with remoulding or large shear displacements. 

This is a step forward, as it extends the previous "Modified 
Chinese" criteria to encompass important new field 
performance data (and corollary laboratory test data) from 
recent earthquakes. It should also be noted that there is a 
common lapse in engineering practice inasmuch as engineers 
often tend to become distracted by the presence of potentially  

"classically" liquefiable soils, and then often neglect cohesive 
soils (clays and plastic silts) that are highly "sensitive" and 
vulnerable to major loss of strength if sheared or remolded. 
These types of "sensitive" soils (which can exist in Zones B 
and C) often co-exist in close proximity with potentially 
liquefiable soils, and can be similarly dangerous in their own 
right. 

Appropriate sampling and testing protocols for soils of Zone B 
are not yet well established, and further research is needed 
here. Issues of sample disturbance, and sample densification 
during reconsolidation, and the potential applicability of 
"SHANSEP-like" laboratory reconsolidation approaches to 
offset these potential problems, are not yet well studied. 
Accordingly, sampling and testing of these types of soils may 
produce important qualitative data regarding likely soil 
performance, but it is difficult to rigorously quantitatively 
assess the levels of seismic loading necessary to "trigger" 
liquefaction in these soil types at present. It should also be 
noted that soils of Zone B may sometimes exhibit relatively 
innocuous behavior under cyclic loading in the absence of 
"static" driving shear stresses, but may exhibit much more 
significant softening and pore pressure increase if cyclically 
loaded while also subjected b significant "static" driving 
shear stresses. Accordingly, it appears that cyclic testing of 
these types of soils with non-zero static driving shear stresses 
(a > 0) is adviseable if this is potentially applicable to field 
conditions. 

The criteria of this section do not fully cover all types of 
liquefiable soils. As an example, a well-studied clayey sand 
(SC) at a site in the southeastern U.S. has been clearly shown 
to be potentially susceptible to cyclic liquefaction, despite a 
clay content on the order of 15 %, and a Plasticity Index of up 
to 30% (Riemer et al., 1993). This is a highly unusual 
material, however, as it is an ancient sand that has weathered 
in place, with the clay largely coating the exterior surfaces of 
the individual weathered grains, and the overall soil is 
unusually "loose". Exceptions must be anticipated, and 
judgement will continue to be necessary in evaluating whether 
or not specific soils are potentially liquefiable. 

Finally, two additional conditions necessary for potential 
liquefiability are: (1) saturation (or at least near-saturation), 
and (2) "rapid" (largely "undrained") loading. It should be 
remembered that phreatic conditions are variable both with 
seasonal fluctuations and irrigation, and that the rapid cyclic 
loading induced by seismic excitation represents an ideal 
loading type for initiation of soil liquefaction. 

3.0 ASSESSMENT OF TRICGERING POTENTIAL 

Quantitative assessment of the likelihood of "triggering" or 
initiation of liquefaction is the necessary first step for most 
projects involving potential seismically-induced liquefaction. 
There are two general types of approaches available for this: 
(1) use of laboratory testing of "undisturbed" samples, and (2) 
use of empirical relationships based on correlation of observed 
field behavior with various in-situ "index" tests. 

Seed et al. (2003) 5 



The use of laboratory testing is complicated by difficulties 
associated with sample disturbance during both sampling and 
reconsolidation. It is also difficult and expensive to perform 
high-quality cyclic simple shear testing, and cyclic triaxial 
testing poorly represents the loading conditions of principal 
interest for most seismic problems. Both sets of problems can 
be ameliorated, to some extent, by use of appropriate "frozen" 
sampling techniques, and subsequent testing in a high quality 
cyclic simple shear or torsional shear apparatus. The 
difficulty and cost of these delicate techniques, however, 
places their use beyond the budget and scope of most 
engineering studies. In addition, frozen sampling can be 
infeasible in soils with significant fines content, as the low 
permeability of these can lead to ice expansion completely 
disturbing the soils rather than preventing disturbance. 

Accordingly, the use of in-situ "index" testing is the dominant 
approach in common engineering practice. As summarized in 
the recent state-of-the-art paper (Youd et al.; 1997, 2001), four 
in-situ test methods have now reached a level of sufficient 
maturity as to represent viable tools for this purpose, and these 
are (1) the Standard Penetration Test (SPT), (2) the cone 
penetration test (CPT), (3) measurement of in-situ shear wave 
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velocity (Vs), and (4) the Becker penetration test (BPT). The 
oldest, and still the most widely used of these, is the SPT, and 
this will be the focus of the next section of this paper. 

3.1 SPT-Based Triggering Assessment: 

3.1.1 ExirtingSPT-Based Correlations 

The use of the SPT as a tool for evaluation of liquefaction 
potential first began to evolve in the wake of a pair of 
devastating earthquakes that occurred in 1964; the 1964 Great 
Alaskan Earthquake (M = 8+) and the 1964 Niigata 
Earthquake (M 7.5), both of which produced significant 
liquefaction-related damage (e.g.: Kishida, 1966; Koizumi, 
1966; Ohsaki, 1966; Seed and Idriss, 1971). Numerous 
additional researchers have made subsequent progress, and 
these types of SPT-based methods continue to evolve today. 

As discussed by the NCEER Working Group (NCEER, 1997; 
Youd et al., 2001), one of the most widely accepted and 
widely used SPT-based correlations is the "deterministic" 
relationship proposed by Seed, et al. (1984, 1985). Figure 5 
shows this relationship, with minor modification at low CSR 
(as recommended by the NCEER Working Group; NCEER, 
1997). This familiar relationship is based on comparison 
between SPT N-values, corrected for both effective 
overburden stress and energy, equipment and procedural 
factors affecting SPT testing (to N1,60-values) vs. intensity of 
cyclic loading, expressed as magnitude-weighted equivalent 
uniform cyclic stress ratio (CSReq). The relationship between 
corrected N1,60-values and the intensity of cyclic loading 
required to trigger liquefaction is also a function of fines 
content in this relationship, as shown in Figure 5. 

Although widely used in practice, this relationship is dated, 
and does not make use of an increasing body of field case 
history data from seismic events that have occurred since 
1984. It is particularly lacking in data from cases wherein 
peak ground shaking levels were high (CSR > 0.25), an 
increasingly common design range in regions of high 
seismicity. This correlation also has no formal probabilistic 
basis, and so provides no insight regarding either uncertainty 
or probability of liquefaction. 

Efforts at development of similar, but formally 
probabilistically-based, correlations have been published by a 
number of researchers, including Liao et al. (1988, 1998), and 
more recently Youd and Noble (1997), and Toprak et al. 
(1999). Figures 6(a) through (c) show these relationships, 
expressed as contours of probability of triggering of 
liquefaction, with the deterministic relationship of Seed et al. 
from Figure 5 superimposed (dashed lines) for reference. In 
each of the figures on this page, contours of probability of 
triggering or initiation of liquefaction for 1 5, 20, 50, 80 
and 95% are shown. 

The probabilistic relationship proposed by Liao et al. employs 
a larger number of case history data points than were used by 
Seed et al. (1984), but this larger number of data points is the 

0 

0. 

0. 

0-I 

00
io 

Fig. 5: Correlation Between Equivalent Uniform Cyclic 
Stress Ratio and SPT N1,60-Value for Events of 
Magnitude Mw 7.5 for Varying Fines Contents, 
With Adjustments at Low Cyclic Stress Ratio as 
Recommended by NCEER Working Group 
(Modified from Seed, et al., 1984) 
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result of less severe screening of points for data quality, and so 
includes a number of low quality data. This relationship was 
developed using the maximum likelihood estimation method 
for probabilistic regression (binary regression of logistic 
models). The way the likelihood function was formulated did 
not permit separate treatment of aleatory and epistemic 
sources of uncertainty, and so overstates the overall variance 
or uncertainty of the proposed correlation. This can lead to 
over-conservatism at low vels of probability of liquefaction. 
An additional shortcoming was that Liao et al. sought, but 
failed to find, a significant impact of fines content on the 
regressed relationship between SPT penetration resistance and 
liquefaction resistance, and so developed reliable curves 
(Figure 6(a)) only for sandy soils with less than 12% fines. 

The relationship proposed by Youd and Noble employs a 
number of field case history data points from earthquakes 
which have occurred since the earlier relationships were 
developed, and excludes the most questionable of the data 
used by Liao et al. The basic methodology employed, 
maximum likelihood estimation, is the same, however, and as 
a result this correlation continues to overstate the overall 
uncertainty. The effects of fines content were judgmentally 
prescribed, a priori, in these relationships, and so were not 
developed as part of the regression. This correlation is 
applicable to soils of variable fines contents, and so can be 
employed for both sandy and silty soils. As shown in Figure 
6(b), however, uncertainty (or variance) is high. 

The relationship proposed by Toprak et al. also employs an 
enlarged and updated field case history database, and deletes 
the most questionable of the data used by Liao et al. As with 
the studies of Youd et al., the basic regression tool was binary 
regression, and the resulting overall uncertainty is again very 
large. Similarly, fines corrections and magnitude-correlated 
duration weighting factors were prescribed a priori, rather than 
being regressed from the field case history data, further 
decreasing model "fit" (and increasing variance and 
uncertainty). 

Overall, the four prior relationships presented in Figures 5 and 
6(a) through (c) are all excellent efforts, and are among the 
best of their types. It is proposed that more can now be 
achieved, however, using more powerful and flexible 
probabilistic tools, and taking fullest possible advantage of the 
currently available field case histories and current knowledge 
affecting the processing and interpretation of these. 

3.1.2 Proposed New SPT-Based Correlations: 

This section presents new correlations for assessment of the 
likelihood of initiation (or "triggering") of soil liquefaction 
(Cetin, et al.; 2000, 2003). These new correlations eliminate 
several sources of bias intrinsic to previous, similar 
correlations, and provide greatly reduced overall uncertainty 
and variance. Figure 6(d) shows the new correlation, with 
contours of probability of liquefaction again plotted for PL  =5, 
20, 50, 80 and 95%, and plotted to the same scale as the earlier  

correlations. As shown in this figure, the new correlation 
provides greatly reduced overall uncertainty. Indeed, the 
uncertainty is now sufficiently reduced that the principal 
uncertainty now resides where it belongs; in the engineer's 
ability to assess suitable CSR and representative N1,60  values 
for design cases. 

Key elements in the development of this new correlation were: 
(1) accumulation of a significantly expanded database of field 
performance case histories, (2) use of improved knowledge 
and understanding of factors affecting interpretation of SPT 
data, (3) incorporation of improved understanding of factors 
affecting site-specific ground motions (including directivity 
effects, site-specific response, etc.), (4) use of improved 
methods for assessment of in-situ cyclic shear stress ratio 
(CSR), (5) screening of field data case histories on a 
quality/uncertainty basis, and (6) use of higher-order 
probabilistic tools (Bayesian Updating). These Bayesian 
methods (a) allowed for simultaneous use of more descriptive 
variables than most prior studies, and (b) allowed for 
appropriate treatment of various contributing sources of 
aleatory and epistemic uncertainty. The resulting relationships 
not only provide greatly reduced uncertainty, they also help to 
resolve a number of corollary issues that have long been 
difficult and controversial, including: (1) magnitude-correlated 
duration weighting factors, (2) adjustments for fines content, 
and (3) corrections for effective overburden stress. 

As a starting point, all of the field case histories employed in 
the correlations shown in Figures 5 and 6(a) through (c) were 
obtained and studied. Additional cases were also obtained, 
including several proprietary data sets. Eventually, 
approximately 450 liquefaction (and "non-liquefaction") field 
case histories were evaluated in detail. A formal rating system 
was established for rating these case histories on the basis of 
data quality and uncertainty, and standards were established 
for inclusion of field cases in the final data set used to 
establish the new correlations. In the end, 203 of the field 
case histories were judged to meet these new and higher 
standards, and were employed in the final development of the 
proposed new correlations. 

A significant improvement over previous efforts was the 
improved evaluation of peak horizontal ground acceleration at 
each earthquake field case history site. Specific details are 
provided by Cetin et al. (2001, 2003). agnificant improve-
ments here were principally due to improved understanding 
and treatment of issues such as (a) directivity effects, (b) 
effects of site conditions on response, (c) improved attenuation 
relationships, and (d) availability of strong motion records 
from recent (and well-instrumented) major earthquakes. In 
these studies, peak horizontal ground acceleration (am ) was 
taken as the geometric mean of two recorded orthogonal 
horizontal components. Whenever possible, attenuation 
relationships were calibrated on an earthquake-specific basis, 
based on local strong ground motion records, significantly 
reducing uncertainties. For all cases wherein sufficiently 
detailed data and suitable nearby recorded ground motions 
were available, site-specific site response analyses were 
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performed. In all cases, both local site effects and rupture-
mechanism-dependent potential directivity effects were also 
considered. 

A second major improvement was better estimation of in-situ 
CSR within the critical stratum for each of the field case 
histories. All of the previous studies described so far used the 
"simplified" method of Seed and Idriss (1971) to estimate 
CSR at depth (within the critical soil stratum) as 

CSRpeak [
a

(a " 
= __J.—J.(r) (Eq. 1) 

where 
ama,, = the peak horizontal ground surface acceleration, 
g = the acceleration of gravity, 

= total vertical stress, 
= effective vertical stress, and 

rd = the nonlinear shear mass participation factor. 

The original i values proposed by Seed and Idriss (1971) are 
shown by the heavy lines in Figure 6(a). These are the values 
used in the previous studies by Seed et al. (1984), Liao et al. 
(1988, 1998), Youd et al. (1997), and Toprak et al. (1999). 

Recognition that ij  is nonlinearly dependent upon a suite of 
factors led to studies by Cetin and Seed (2000) to develop 
improved correlations for estimation of rd. The numerous light 
gray lines in Figures 7(a) and (b) show the results of 2,153 
seismic site response analyses performed to assess the 
variation of over ranges of (1) site conditions, and (2) 
ground motion excitation characteristics. The mean and ±1 
standard deviation values for these 2,153 analyses are shown 
by the heavy lines in Figure 7(b). As shown in Figures 7(a) 
and (b), the earlier rd proposal of Seed and Idriss (1971) 
understates the variance, and provides biased (generally high) 
estimates of rd at depths of between 10 and 50 feet (3 to 15 m.) 
Unfortunately, it is in this depth range that the critical soil 
strata for most of the important liquefaction (and non-
liquefaction) earthquake field case histories occur. This, in 
turn, creates some degree of corresponding bias in 
relationships developed on this basis. 

Cetin and Seed (2000, 2003) propose a new, empirical basis 
for estimation of i as a function of, (1) depth, (2) earthquake 
magnitude, (3) intensity of shaking, and (4) site stiffness (as 
expressed in Equation 2). 

Figure 8 shows the values of 1j from the 2,153 site response 
analyses performed as part of these studies sub-divided into 12 
"bins" as a function of peak ground surface acceleration (ama,), 

Fig. 7: Rd Results from Response Analyses for 2,153 Combinations of Site Conditions and Ground 
Motions, Superimposed with Heavier Lines Showing (a) the Earlier Recommendations of Seed 
and Idriss (1971), and (b) the Mean and ± 1 Standard Deviation Values for the 2,153 Cases 
Analyzed (After Cetin and Seed, 2000). 

Seed et al. (2003) 9 



site stiffhess (Vs,40ft), earthquake magnitude (Mw), and depth 
(d). [Vs,40fl  is the "average" shear wave velocity over the top 
40 feet of a site (in units of ft/sec.), taken as 40 feet divided 
by the shear wave travel time in traversing this 40 feet.] 
Superimposed on each figure are the mean and ± 1 standard 
deviation values central to each "bin" from Equation 2. Either 
Equation 2, or Figure 8, can be used to derive improved (and 
statistically unbiased) estimates of rd. 

It is noted, however, that in-situ CSR (and i) can "jump" or 
transition irregularly within a specific soil profile, especially 
near sharp transitions between "soft" and "stiff' strata, and 
that CSR (and rd) are also a function of the interaction between 
a site and each specific excitation motion. Accordingly, the 
best means of estimation of in-situ CSR within any given 
stratum is to directly calculate CSR by means of appropriate 
site-specific, and event-specific, seismic site response 
analyses, when this is feasible. As the new correlations were 
developed using both directly-calculated i values (from site 
response analyses) as well as r j  values from the statistically 
unbiased correlation of Equation 2, there is no intrinsic a priori 
bias associated with either approach. 

This represents an important improvement over jj  previous 
SPT-based "triggering" correlations. All prior correlations 
had been based on use of the "simplified" rd of Seed and Idriss 
(1971) for back-analysis of field performance case histories, 
and were as a result unconservatively biased relative to actual 
case-specific seismic response analysis. These previous 
methods could be used in forward engineering so long as the 
"simplified" rd was used to assess CSR, but could be 
unconservative if used in conjunction with (1 -D or 2-D or 3-
D) seismic response analyses (as they often are for 
"important" projects such as dams and other critical facilities.) 
The new correlations, on the other hand, can be safely used in  

conjunction with project-specific dynamic response analyses 
without introducing bias. 

In the new correlations proposed herein, in -situ cyclic stress 
ratio (CSR) is taken as the "equivalent uniform CSR" equal to 
65% of the single (one-time) peak CSR (from Equation 1) as 

CSR eq  = (0.65). CSRpeak (Eq. 3) 

In-situ CSReq  was evaluated directly, based on performance of 
full seismic site response analyses (using SHAKE 90; Idriss 
and Sun, 1992), for cases where (a) sufficient sub-surface data 
was available, and (b) where suitable "input" motions could be 
developed from nearby strong ground motion records. For 
cases wherein full seismic site response analyses were not 
performed, CSReq  was evaluated using the estimated and 
Equations 1 and 2. In addition to the best estimates of CSReq, 
the variance or uncertainty of these estimates (due to all 
contributing sources of uncertainty) was also assessed (Cetin 
et al., 2001). 

At each case history site, the critical stratum was identified as 
the stratum most susceptible to triggering of liquefaction. 
Only one critical stratum was analyzed at any one site, and in 
many cases two or more SPT borings were combined jointly 
to characterize a single critical stratum. When possible, 
collected surface boil materials were also considered, but 
problems associated with mixing and segregation during 
transport, and recognition that liquefaction of underlying strata 
can result in transport of overlying soils to the surface through 
boils, limited the usefulness of some of this data. 

The N1,60-values employed were "truncated mean values" 
within the critical stratum. Measured N-values (from one or 
more points) within a critical stratum were corrected for 

d<65ft: 

1+ 
—23.013-2.949•a +0.999•M +0.016•V,40  - 

rd (d,M \ ,a ,v 40  )- 
16.258 +0.201 e104<_078540+24888) 

±cr E 
(Eq 2) 

1+ 
—23.013-2.949•a +0.999.M +0.016•V,40  

0. 104•(0.0785•V 40'+24.888) 16.258+O.201•e 

d~65ft: 

—23.013-2.949.a +0.999•M +0.016.V,40  - 
1+ * 

0. 104.(-65+0.0785.V4o.+24.888) 
16.258+0.2O1e - 

rd(d,MW ,a ,v:,40 ) = * —O.00l4(d-65)±,. 

1+ 
- 23.013-2.949•a +0.999•M +0.016• V,40' 

0. 1O4.(O.0785.V:,0.  +24.888) 16.258+0.201e 
where 

Crd 
(d) = d°85°  •0.0072 [ford <40 flu, and cs (d) = 400.850 0.0072 [for d ~ 40 fi] 
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overburden, energy, equipment, and procedural effects to N1,60  
values, and were then plotted vs. elevation. In many cases, a 
given soil stratum would be found to contain an identifiable 
sub-stratum (based on a group of localized low Ni,60-values) 
that was significantly more critical than the rest of the stratum. 
In such cases, the th-stratum  was taken as the "critical 
stratum". Occasional high values, not apparently 
representative of the general characteristics of the critical 
stratum, were considered "non-representative" and were 
deleted in a number of the cases. Similarly, though less often, 
very low N1,60  values (very much lower than the apparent main 
body of the stratum, and often associated with locally high 
fines content) were similarly deleted. The remaining, 
corrected Nj,60  values were then used to evaluate both the 
mean of N1,60  within the critical stratum, and the variance in 
N1,60. 

For those cases wherein the critical stratum had only one 
single useful N1,60-value, the coefficient of variation was taken 
as 20%; a value typical of the larger variances among the 
cases with multiple N,60  values within the critical stratum 
(reflecting the increased uncertainty due to lack of data when 
only a single value was available). 

All Nvalues were corrected for overburden effects (to the 
hypothetical value, Nj, that "would" have been measured if 
the effective overburden stress at the depth of the SPT had 
been 1 atmosphere) [1 atm. 2,000 lb/ft2  1 kg/cm2  14.7 
lb/in2  101 kPa] as 

0.7 

0 

C R  

0.8 0.9 1 

5 

25 

30 

N1  = N CN (Eq. 4(a)) 

where CN is taken (after Liao and Whitman, 1986) as 

CN= [ 

where a',,,  is the actual effective overburden stress at the depth 
of the SPT in atmospheres. 

The resulting N1  values were then further corrected for energy, 
equipment, and procedural effects to fully standardized N1,60  
values as 

N1,60  =N1  •CR  .CS  CB CE (Eq. 5) 

where CR = correction for "short" rod length, 
Cs = correction for non-standardized sampler 

configuration, 
CB = correction for borehole diameter, and 
CE  = correction for hammer energy efficiency. 

The corrections for CR, Cs, CB and CE employed correspond 
largely to those recommended by the NCEER Working Group 
(NCEER, 1997; Youd et al., 2001). 

Fig. 9: Recommended CR Values (rod length from point 
of hammer impact top of sampler). 

Table 1 summarizes the correction factors used in these 
studies. The correction for "short" rod length between the 
driving hammer and the penetrating sampler was taken as a 
nonlinear "curve" (Figure 9), rather than the incremental 
values of the NCEER Workshop recommendations, but the 
two agree reasonably well at all NCEER mid-increments of 
length. 

Cs was applied in cases wherein a "nonstandard" (though very 
common) SPT sampler was used in which the sampler had an 
internal space for sample liner rings, but the rings were not 
used. This results in an "indented" interior liner annulus of 
enlarged diameter, and reduces friction between the sample 
and the interior of the sampler, resulting in reduced overall 
penetration resistance (Seed et al., 1984 and 1985). The 
reduction in penetration resistance is on the order of =10 % in 
loose soils (N1<10 blows/ft), and =30 % in very dense soils 
(N1>30 blows/fl), so C5  varied from 1.1 to 1.3 over this range. 

Borehole diameter corrections (CB) were as recommended in 
the NCEER Workshop Proceedings (NCEER, 1997; Youd et 
al., 2001). 

1 

,vJ (Eq. 4(b)) 
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Table 1: Recommended Corrections for SPT Equipment Energy and Procedures 

CR (See Fig. 9 for Rod Length Correction Factors) 

C For samplers with an indented space for interior liners, but with liners omitted during sampling, 

c = 1+ N1.60 (Eq. T-1) 
100 

With limits as 1.10~ Cs~1.30 

CB Borehole diameter Correction (CB) 
65toll5mm 1.00 
150mm 1.05 
200mm 1.15 

C1 

ER 
CE 

60%
(Eq.T-2) 

where ER (efficiency ratio) is the fraction or percentage of the theoretical SPT impact hammer 
energy actually transmitted to the sampler, expressed as % 

• The best approach is to directly measure the impact energy transmitted with each blow. 
When available, direct energy measurements were employed. 

• The next best approach is to use a hammer and mechanical hanimer release system that has 
been previously calibrated based on direct energy measurements. 

• Otherwise, ER must be estimated. For good field procedures, equipment and monitoring, 
the following guidelines are suggested: 

Equipment Approximate ER (see Note 3) CE  (see Note 3) 

-SafetyHammer1 0.4to0.75 0.7tol.2 
-Donut Hammer' 0.3 to 0.6 0.5 to 1.0 
-Donut Hammer2 0.7 to 0.85 1.1 to 1.4 
-Automatic -Trip Hammer 0.5 to 0.8 0.8 to 1.4 
(Donut or Safety Type) 

• For lesser quality fieldwork (e.g.: irregular hammer drop distance, excessive sliding 
friction of hammer on rods, wet or worn rope on cathead, etc.) further judgmental 
adjustments are needed. 

Notes: (1) Based on rope and cathead system, two turns of rope around cathead, "normal" release 
(not the Japanese "throw"), and rope not wet or excessively worn. 

(2) Rope and cathead with special Japanese "throw" release. (See also Note 4.) 
(3) For the ranges shown, values roughly central to the mid-third of the range are more 

common than outlying values, but ER and CE can be even more highly variable than the 
ranges shown if equipment and/or monitoring and procedures are not good. 

(4) Common Japanese SPT practice requires additional corrections for borehole diameter 
and for frequency of SPT hammer blows. For "typical" Japanese practice with rope 
and cathead, donut hammer, and the Japanese "throw" release, the overall product of 
CB  x CE is typically in the range of 1.0 to 1.3. 
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Corrections for hammer energy (CE), which were often 
significant, were largely as recommended by the NCEER 
Working Group, except in those cases where better 
hammer/system-specific information was available. Cases 
where better information was available included cases where 
either direct energy measurements were made during driving 
of the SPT sampler, or where the hammer and the 
raising/dropping system (and the operator, when appropriate) 
had been reliably calibrated by means of direct driving energy 
measurements. 

Within the Bayesian updating analyses, which were performed 
using a modified version of the program BUMP (Geyskens 
et al., 1993), all field case history data were modeled not as 
"points", but rather as distributions, with variances in both 
CSR and N1,60. These regression-type analyses were 
simultaneously applied to a number of contributing variables, 
and the resulting proposed correlations are illustrated in 
Figures 6(d) and 10 through 12, and are expressed in 
Equations 6 through 12. 

Figure 10 shows the proposed probabilistic relationship 
between duration-corrected equivalent uniform cyclic stress 
ratio (CSReq), and fines-corrected penetration resistances 
(Ni,6o,), with the correlations as well as all field data shown 
normalized to an effective overburden stress of = 0.65 atm. 
(1,300 lb/fl2). The contours shown (solid lines) are for 
probabilities of liquefaction of Pi=5%, 20%, 50%, 80%, and 
95%. All "data points" shown represent median values, also 
corrected for duration and fines. These are superposed 
(dashed lines) with the relationship proposed by Seed et aL 
(1984) for reference. 

As shown in this figure, the "clean sand" (Fines Content 
5%) line of Seed et al. (1984) anpears to corresponds roughly 
to PLSO%.  This is j the case, however, as the Seed et al. 
(1984) line was based on biased values of CSR (as a result of 
biased ia at shallow depths, as discussed earlier). The new 
correlation uses actual event-specific seismic site response 
analyses for evaluation of in-situ CSR in 53 of the back-
analyzed case histories, and the new (and statistically 
unbiased) empirical estimation of 'j  (as a function of level of 
shaking, site stiffness, and earthquake magnitude) as presented 
in Equation 2 and Figure 8 (Cetin and Seed, 2000) for the 
remaining 148 case histories. The new (improved) estimates 
of in-situ CSR tend to be slightly lower, typically on the order 
of 5 to 15% lower, at the shallow depths that are critical in 
most of the field case histories. Accordingly, the CSR's of the 
new correlation are also, correspondingly, lower by about 5 to 
15%, and a fully direct comparison between the new 
correlation and the earlier recommendations of Seed et al. 
(1984) cannot be made. 

It should be noted that the use of slightly biased (high) values 
of rj  was not problematic in the earlier correlation of Seed et 
al. (1984), so long as the same biased (rd) basis was employed 
in forward application of this correlation to field engineering 
works. It a slight problem, however, when forward 
applications involved direct, response-based calculation of in- 

situ CSR, as often occurs on analyses of major dams, etc. 

It was Seed's intent that the recommended (1984) boundary 
should represent approximately a 10 to 15% probability of 
liquefaction, and with allowance for the "shift" in (improved) 
evaluation of CSR, the 1984 deterministic relationship for 
clean sands (<5% fines) does correspond to approximately PL 

10 to 30%, except at very high CSR (CSR> 0.3), a range in 
which data were previously scarce. 

Also shown in Figure 10 is the boundary curve proposed by 
Yoshimi et al. (1994), based on high quality cyclic testing of 
frozen samples of alluvial sandy soils. The line of Yoshimi et 
al. is arguably unconservatively biased at very low densities 
(low N-values) as these loose samples densified during 
laboratory thawing and reconsolidation. Their testing provides 
potentially valuable insight, however, at high N-values where 
reconsolidation densification was not significant. In this range, 
the new proposed correlation provides slightly better 
agreement with the test data than does the earlier relationship 
proposed by Seed et al. (1984). Improvement of the new 
correlation at high CSR values is due, in large part, to the 
availability of significant new data (at high CSR) from recent 
earthquakes that had not been available in 1984. 

The new correlation is also presented in Figure 6(d), where it 
can be compared directly with the earlier probabilistic 
relationships of Figures 6(a) through (c). Here, again, the new 
correlation is normalized to a' = 0.65 atm. in order to be fully 
compatible with the basis of the other relationships shown. As 
shown in this figure, the new correlation provides a 
tremendous reduction in overall uncertainty (or variance). 

3.1.3 AdjurtinentsforFines Content: 

The new (probabilistic) boundary curve for PL = 15% (again 
normalized to an effective overburden stress of = 0.65 
atm.) represents a suitable basis for illustration of the new 
correlation's regressed correction for the effects of fines 
content, as shown in Figure 11. In this figure, both the 
correlation as well as the mean values (CSR and N1,60) of the 
field case history data are shown not corrected for fines (this 
time the N-value axis is corrected for fines content effects, 
so that the (PL=20%) boundary curves are, instead, offset to 
account for varying fines content.) In this figure, the earlier 
correlation proposed by Seed et al. (1984) is also shown (with 
dashed lines) for approximate comparison. 

In these current studies, based on the overall (regressed) 
correlation, the energy- and procedure- and overburden-
corrected N-values (N1,60) are further corrected for fines 
content as 

N1,60,CS = N1,60 * CFINES (Eq. 6) 

where the fines correction was "regressed" as a part of the 
Bayesian updating analyses. The fines correction is equal to 
1.0 for fines contents of FC 5%, and reaches a maximum 
(limiting) value for FC 35%. As illustrated in Figure 11, 
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Fig. 10: Recommended Probabilistic SPT-Based Liquefaction Triggering 
Correlation (for 1VJ=7.5  and '=0.65 atm), and the Relationship 
for "Clean Sands" Proposed by Seed et at. (1984) 

Fig. 11: Recommended "Deterministic" SPT-Based Liquefaction Triggering 
Correlation (for 1VJ=7.5 and G'=0.65 atm), with Adjustments for 
Fines Content Shown 
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the maximum fines correction results in an increase of N 
values of about +6 blows/ft. (at FC 35%, and high CSR). As 
illustrated in this figure, this maximum fines correction is 
somewhat smaller than the earlier maximum correction of 
+9.5 blows/ft proposed by Seed et al. (1984). 

The regressed relationship for CFINES  is 

CFJNES =(1+0.004 .FC)+0.05. 

lim:FC~5%andFC 35% 

where FC = percent fmes content (percent by dry weight finer 
than 0.074mm), expressed as an integer (e.g. 15% fines is 
expressed as 15), and N1,60  is in units of blows/ft. 

Magnitude-Con-elated Duration Weighting: 

Both the probabilistic and "deterministic" (based on PL=20%) 
new correlations presented in Figures 10 and 11 are based on 
the correction of "equivalent uniform cyclic stress ratio" 
(CSReq) for duration (or number of equivalent cycles) to 
CSRN, representing the equivalent CSR for a duration typical 
of an "average" event of Mw 7.5. This was done by means 
of a magnitude-correlated duration weighting factor (DWFM) 
as 

CSRN = CSReq,M=7.5  = CSReq, M=M / DWFM (Eq. 8) 

This duration weighting factor has been somewhat 
controversial, and has been developed by a variety of different 
approaches (using cyclic laboratory testing and/or field case 
history data) by a number of investigators. Figure 12 
summarizes a number of recommendations, and shows 
(shaded zone) the recommendations of the NCEER Working 
Group (NCEER, 1997). In these current studies, this 
important and controversial factor could be regressed as a part 
of the Bayesian Updating analyses. Moreover, the factor 
(DWFM) could also be investigated for possible dependence 
on density orrelation with l,6o). Figures 13 shows the 
resulting values of DWFM, as a function of varying corrected 
N1,60-values. As shown in Figure 13, the dependence on 
density, or N1,60-values, was found to be relatively minor. 

The duration weighting factors shown in Figures 12 and 13 
fall slightly below those recommended by the NCEER 
Working group, and very close to recent recommendations of 
Idriss (2000). Idriss' recommendations are based on a 
judgmental combination of interpretation of high-quality 
cyclic simple shear laboratory test data and empirical 
assessment of "equivalent" numbers of cycles from recorded 
strong motion time histories, and are the only other values 
shown that account for the cross-correlation of rd with 
magnitude. The close agreement of this very different (and 
principally laboratory data based) approach, and the careful 
(field data based) probabilistic assessments of these current 
studies, are strongly mutually supportive. 

1 FC' (Eq. 7) 
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3.1.5 Adjustmentfor Effective Overburden Stress: 

An additional factor not directly resolved in prior studies 
based on field case histories is the increased susceptibility of 
soils to cyclic liquefaction, at the same CSR, with increases in 
effective overburden stress. This is in addition to the 
normalization of N-values for overburden effects as per 
Equation 4. 

The additional effects of reduction of normalized liquefaction 
resistance with increased effective initial overburden stress 
(c') has been demonstrated by means of laboratory testing, 
and this is a manifestation of "critical state" type of behavior 
(soils become less dilatant at increased effective stress). 
Figure 14 shows the recommendations of the NCEER 
Working Group (Youd et al., 2001) regarding the correction 
factor Ka  to be used to correct to the normalized resistance to 
liquefaction at an initial effective overburden stress of 1 atm. 
(CSRiiq,iatm) as 

CSRiiq  = CSRiiq,iatrn  K, (Eq. 9) 

These current studies were not very sensitive to K3, as the 
range of a' in the case history data base was largely between 

= 600 to 2,600 lb/ft2, but it was possible to "regress" K, as 
part of the Bayesian updating. The results are shown in Figure 
15, over the range of a' 600 to 3,600 lb/ft2  for which they  

are considered valid. These are in good agreement with the 
earlier recommendations of Figure 14, and it is recommended 
that Ka  can be estimated as 

Jç (,)fl (Eq. 10) 

where f 0.6 to 0.8 (as Ni,6o,  varies from 1 to 40 blows/ft.) 
The field case history data of these current studies are ii  a 
sufficient basis for extrapolation of K, to much higher values 
of and the authors recommend use of Figure 14 for a',,> 
2 atm. 

The earlier relationships proposed by Seed et al. (1984), Liao 
et al. (1988, 1998), Youd and Noble (1997), and Toprak et al. 
(1999) were all stated to be normalized to an effective 
overburden stress of approximately c? = 1 atm (2,000 lb/ft2). 
The correlation of Seed et al. (1984) was never formally 
corrected to cY' = 1 atm., however, as it was noted that the 
field case histories of the database were "shallow", and 
approximately in this range. The database was, however, 
centered at = 1 atm., but rather at lesser overburden (Mean 
a' 1,300 lb/ft2or 0.65 atm), and this proves to render this 
earlier relationship slightly unconservative if taken as 
normalized to = 1 atm. (The same is true of all of the 
previous relationships discussed.) It should be noted, 
however, that this unconservatism is minimized if the 
correlations are applied at shallow depths. 

PL (Nl6O ,CSR,MW ,a,FC) = 

( 'N160.(1+0.004.FC)-13.32.ln(CSR)—' 

29.53 .fri(M)— 3.70 ln(') 

0.05 . FC + 44.97 2 

2.70 

(Eq. 11) 

/ 

where 
PL = the probability of liquefaction in decimals (i.e. 0.3, 0.4, etc.), and 

the standard cumulative normal distribution. 

Also the cyclic resistance ratio, CRR, for a given probability of liquefaction can be expressed as: 

CRR(N16O ,CSR,MU ,,FC,PL ) = exp 

1N1,60  .(l+o.004.Fc)._29.53 .1n(M) 

3.70 .1n(')+OO5 .FC+44 97 +2.70.b 1  (P1 )1  

13.32 
(Eq. 12) 

   

where 
= the inverse of the standard cumulative normal distribution (i.e. mean=0, and standard deviation=1) 

note: for spreadsheet purposes, the command in Microsoft Excel for this specific function is "NORMINV(PL,O,l)" 
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for Comparison  

For correctness, and to avoid ambiguity, both the earlier 
relationship of Seed et al. (1984), and the correlations 
developed in these current studies, need to be formally 
normalized to c? = 1 atm. Accordingly, in these present 
studies, data are corrected for K a-effects (by Equations 9 
and 10); not just those data for which was greater than 1 
atm. A recommended limit is Ka  < 1.5 (at very shallow 
depths.) Figures 16 and 17 show the proposed new 
correlations, this time for a' =1 atm, and these figures 
represent the flj,  fully normalized recommended 
correlations. 

The overall correlation can be expressed in parts, as in the 
previous sections (and Equations 6 - 12, and Figures 7 - 17). 
It can also be expressed concisely as a single, composite 
relationship as shown in Equation 11. 

Recommended Use of the New SPT-Based Correlations: 

The proposed new probabilistic correlations can be used in 
either of two ways. They can be used directly, all at once, as 
summarized in Equations 11 and 12. Alternatively, they can 
be used "in parts" as has been conventional for most previous, 
similar methods. To do this, measured Nvalues must be 
corrected to Nj,60-values, using Equations 3, 4 and 5. The 
resulting N1,60-values must then be further corrected for fines 
content to Ni,6o, 8-va1ues, using Equations 6 and 7 (or Figure 
17). Similarly, in-situ equivalent uniform cyclic stress ratio 
(CSReq) must be evaluated, and this must then be adjusted by 
the magnitude-correlated Duration Weighting Factor (DWFM) 
using Equation 8 (and Figure 13) as 

CSRN = CSReq,M=7.5  = CSReq  / DWFM (Eq. 13) 

The new CSReq,M=7.5  must then be further adjusted for 
effective overburden stress by the inverse of Equation 9, as 

CSR* = CSReq,M=7.5,latm  CSReq,M=7.5  / Ka (Eq 14) 

The resulting, fully adjusted and normalized values of 
and CSReq,M=7.5,1a  can then be used, with Figure 16, to assess 
probability of initiation of liquefaction. 

For "deterministic" evaluation of liquefaction resistance, 
largely compatible with the intent of the earlier relationship 
proposed by Seed et al. (1984), the same steps can be 
undertaken (except for the fines adjustment) to assess the fully 
adjusted and normalized CSReq,M=7.5,1a  values, and 
normalized N1,60  values, and these can then be used in 
conjunction with the recommended "deterministic" 
relationship presented in Figure 17. The recommendations of 
Figure 17 correspond to the new probabilistic relationships 
(for 1 = 15%), except at very high CSR (CSR > 0.4). At 
these very high CSR; (a) there is virtually no conclusive field 
data, and (b) the very dense soils (N1,60  30 blows/fl) of the 
boundary region are strongly dilatant and have only very 
limited post-liquefaction strain potential. Behavior in this 
region is thus not conducive to large liquefaction-related 
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displacements, and the heavy dashed lines shown in the upper 
portion of Figure 17 represent the authors' recommendations 
in this region based on data available at this time. 

3.1.7 Summaiy 

This section of this paper has presented the development of 
recommended new probabilistic and "deterministic" 
relationships for assessment of likelihood of initiation of 
liquefaction. Stochastic models for assessment of seismic soil 
liquefaction initiation risk have been developed within a 
Bayesian framework. In the course of developing the• 
proposed stochastic models, the relevant uncertainties 
including: (a) measurement/estimation errors, (b) model 
imperfection, (c) statistical uncertainty, and (d) those arising 
from inherent variability were addressed. 

The resulting models provide a significantly improved basis 
for engineering assessment of the likelihood of liquefaction 
initiation, relative to previously available models, as shown in 
Figure 5(d). The new models presented and described in this 
paper deal explicitly with the issues of (1) fines content (FC), 
(2) magnitude-correlated duration weighting factors (DWFM), 
and (3) effective overburden stress (K effects), and they 
provide both (1) an unbiased basis for evaluation of 
liquefaction initiation hazard, and (2) significantly reduced 
overall model uncertainty. Indeed, model uncertainty is now 
reduced sufficiently that overall uncertainty in application of 
these new correlations to field problems is now driven 
strongly by the difficulties/uncertainties associated with 
project-specific engineering assessment of the necessary 
"loading" and "resistance" variables, rather than uncertainty 
associated with the correlations themselves. This, in turn, 
allows/encourages the devotion of attention and resources to 
improved evaluation of these project-specific parameters. As 
illustrated in Figures 6(d), 16 and 17, this represents a 
significant overall improvement in our ability to accurately 
and reliably assess liquefaction hazard. 

The new correlations also eliminate a bias intrinsic in all prior, 
similar relationships when using actual dynamic response 
analyses to directly calculate in-situ CSR, as all prior 
relationships were based on an unconservatively biased 
"simplified" (rd-based) assessment of CSR. This was not a 
major problem when using these previous correlations in 
conjunction with the same rd for "forward" engineering 
analyses, but it was a problem when using prior correlations in 
conjunction with direct calculation of in-situ CSR. The new 
correlations are unbiased in this regard, and can be used either 
in conjunction with "simplified" CSR assessments (based on 
the rd recommendations presented herein), or in 
conjunction with direct dynamic response analyses for 
calculation of in-situ CSR. The new correlations cannot, 
however, be used in conjunction with assessment of CSR 
based on the "old" (Seed and Idriss, 1971) rd relationship.  

3.2 CPT-Based Triggering Correlations: 

3.2.1 hitroduction 

In addition to SPT, three other in-situ index tests are now 
sufficiently advanced as to represent suitable bases for 
correlation with soil liquefaction triggering potential, and 
these are (a) the cone penetration test (CPT), (b) in-situ shear 
wave velocity measurement (Vs), and (c) the Becker 
Penetration Test (BPT). 

Up to this point in time, the SPT-based correlations have been 
better defined, and have provided lesser levels of uncertainty, 
than these other three methods. CPT, however, is approaching 
near parity, and newly developed CPT-based correlations now 
represent nearly co-equal status with regard to accuracy and 
reliability relative to SPT-based correlations. 

CPT-based correlations have, to date, been based on much less 
numerous and less well defined earthquake field case histories 
than SPT-based correlations. This is changing, however, as a 
number of research teams are working on development of 
improved CPT-based "triggering" correlations. This includes 
the authors of this paper, and the next sections will present a 
much-improved basis for CPT-based assessment of 
liquefaction initiation (or "triggering") potential. 

It is important to develop high quality CPT-based correlations 
to complement and augment the new SPT-based correlations 
presented herein. The authors are often asked whether SPT or 
CPT is intrinsically a better test for liquefaction potential 
evaluation. The best answer is that both tests are far better 
when used together, as each offers significant advantages not 
available with the other. 

SPT-based correlations are currently ahead of "existing" CPT-
based correlations, due in large part to enhanced data bases 
and better data processing and correlation development. The 
new SPT-based correlations described in this paper are 
currently more accurate and reliable, and provide much lower 
levels of uncertainty or variance. An additional very 
significant advantage of SPT is that a sample is retrieved with 
each test, and so can be examined and evaluated to ascertain 
with certainty the character (gradation, fines content, PT, etc.) 
of the soils tested, as contrasted with CPT where soil character 
must be "inferred" based on cone tip and sleeve friction 
resistance data. 

The CPT offers advantages with regard to cost and efficiency 
(as no borehole is required). A second advantage is 
consistency, as variability between equipment and operators is 
small (in contrast to SPT). The most important advantage of 
CPT, however, is continuity of data over depth. SPT can only 
be performed in 18-inch increments, and it is necessary to 
advance and clean out the borehole between tests. 
Accordingly, SPT can only be performed at vertical spacings 
of about 30 inches (75cm) or more. As a result, SPT can 
completely miss thin (but potentially important) liquefiable 
strata between test depths. Similarly, with a 12-inch test 
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height and allowance for effects of softer overlying and 
underlying strata, SPT can fail to suitably characterize strata 
less than about 3 to 4 feet in thickness. 

CPT, in contrast, is fully continuous and so "misses" nothing. 
The need to penetrate about 4 to 5 diameters into a stratum to 
develop full tip resistance, to be at least 4 to 5 diameters from 
an underlying softer stratum, and the "drag length" of the 
following sleeve, cause the CPT test to poorly characterize 
strata of less than about 12 to 15 inches (30 to 40cm) in 
thickness, but this allows for good characterization of much 
thinner strata than SPT. Even for strata too thin to be 
adequately (quantifiably) characterized, the CPT at least 
provides some indications of potentially problematic materials 
if one examines the q and f  traces carefully. 

3.2.2 Ex&ing CPT-Based Coirelations 

Owing to its attractive form and simplicity, as well as its 
endorsement by the NCEER Working Group, the CPT-based 
correlation of Robertson and Wride (1998) is increasingly 
used for liquefaction studies. This correlation is well 
described in the NCEER summary papers (NCEER, 1997; 
Youd, et al., 2001). 

Robertson and Wride had access to a much smaller field case 
history database than is currently available, and so their 
correlation represents a valuable interim contribution as 
development of new correlations taking advantage of the 
wealth of new earthquake field case history data now available 
now proceeds. 

Figure 18 shows the "baseline" triggering curve of Robertson 
and Wride for "clean" sandy soils. Adjustments for fines are 
based on combinations of sleeve friction ratios and tip 
resistances in such a manner that the "clean sand" boundary 
curve of Figure 18 is adjusted based on a composite parameter 
IC. Ic is a measure of the distance (the radius) from a point 
above and to the left of the plot of normalized tip resistance 
(qc,i) and normalized Friction Ratio (F) as indicated in Figure 
19. Tip resistance is corrected for increasing fines content and 
plasticity as 

qc,1,mod= qc,i (Eq. 15) 

The recommended "fines" correction is a nonlinear function of 
I, and ranges from a multiplicative factor of K = 1.0 at 1c = 
1.64, to a maximum value of Kc = 3.5 at 1 = 2.60. A further 
recommendation on the fines correction factor is that this 
factor be set at K = 1.0 in the shaded zone within Area "A" of 
Figure 19 (within which 1.64 <1 < 2.36, and friction ratio F < 
0.5). 

Based on cross-comparison with the new SPT-based 
correlation, it appears that the CPT-based correlation of 
Robertson and Wride is slightly unconservative for clean 
sands, especially at high CSR, and that it is very 
unconservative for soils of increasing fines content and 

Normalized CPT friction ratio, F 

Zone A: Cyclic liquefaction possible - depends on size and duration of cyclic loading  
Zone B: Liquefaction unlikely - check other criteria 
Zone C: Flow/cyclic liquefaction possible - depends on soil plasticity and sensitivity as well 

as size and duration of cyclic loading. 

Fig. 19: Fines Correction as Proposed by Robertson and 
Wride (1998) 
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plasticity. This, as it turns out, is verified by comparison with 
the new CPT-based correlations presented and described in the 
section that follows. 

Additional researchers have been and are continuing to 
develop CPT-based correlations, but rather than discuss all of 
these we will, instead, present a recommended new CPT-
based correlation with many of the attributes and strengths of 
the new SPT-based correlation presented previously. 

3.3 Recommended New CPT-Based Triggering Correlation: 

3.3.1 Introduction 

The approach followed in development of the new CPT-based 
correlation presented herein was similar in many ways to that 
followed in development of the SPT-based correlation 
presented previously. As a result, the new CPT-based 
relationship shares many of the same strengths. 

Key elements in the development of this new correlation were: 
(1) accumulation of a significantly expanded database of field 
performance case histories, (2) use of improved knowledge 
and understanding of factors affecting interpretation of CPT 
data, (3) incorporation of improved understanding of factors 
affecting site-specific ground motions (including directivity 
effects, site-specific response, etc.), (4) use of improved 
methods for assessment of in-situ cyclic shear stress ratio 
(CSR), (5) screening of field data case histories on a 
quality/uncertainty basis, and (6) use of higher-order 
probabilistic tools (Bayesian Updating). Once again, detailed 
review of the processing and back-analyses of the field 
performance case histories by a group of leading experts, and 
establishment of concensus (or at least near-concensus) 
regarding all resulting critical parameters and variables, is a 
key feature of this effort. 

These new correlations are not yet quite complete, as iterative 
review of some of the case history interpretations is still 
underway. The correlations are far enough along that they are 
nearly final, however, and as they already incorporate far more 
data (and of higher overall quality) than previous correlations, 
they represent a significant advance. The resulting 
relationships not only provide greatly reduced levels of 
uncertainty, they also help to resolve a number of corollary 
issues that have long been difficult and controversial, 
including: (1) adjustments for fines content, and (2) 
corrections for effective overburden stress. 

3.3.2 Improved Treatment ofNormalization of CPT Tip and 
Sleeve Resistance for Effective Overburden Stress  

the approach used to normalize CPT tip resistance (q) and 
sleeve resistance (f)  for effective overburden stress effects. 

Approaches have differed significantly here. Olsen and 
Mitchell (1995) presented the most comprehensive set of 
recommendations in this regard, and their recommendations 
(along with their recommended approximate soil classification 
scheme) are presented in Figure 20. This figure's axes 
(normalized CPT tip resistance q on the vertical axis, and 
sleeve friction ratio Pc  on the horizontal axis) will provide a 
useful template for much of the rest of this section. [Friction 
Ratio is taken as Rf= f/q. 100.1 

In these current studies, a suite of four different cavity 
expansion models, each used for the soil type and density (DR) 
or overconsolidation ratio (OCR) range for which it is best 
suited, were used to study variation of CPT tip resistances 
with changes in effective overburden stress (o'). The model 
of Salgado & Randolph (2001) was used for dense (dilatant) 
cohesionless soils. The model of Boulanger (2003) was used 
for very high overburden stress conditions for the same dense 
(dilatant) cohesionless soils. The model of Yu (2000) with 
Ladanyi and Johnston (1974) was used for loose to medium 
dense cohesionless soils. The model of Cao et al. (2001) was 
used for overconsolidated cohesive (clayey) soils and the 
model of Yu (2000) was used for normally consolidated 
cohesive (clayey) soils. Each of these models was both 
constrained and calibrated using significant bodies of 
laboratory calibration chamber test data. The results of these 
laboratory and analytically based methods were then 
augmented using actual field data regarding variation of tip 
resistance vs. effective overburden stress. Details of all 
analyses, as well as field data summaries, will be presented in 
Moss (2003). The combined data was then judgmentally 
interpreted, and used to develop recommendations for 
normalization of CPT tip resistance to develop normalized qc,i 
values as 

(p1 

C 

qc,1 = Cq  qc where Cq
oy) 

 (Eq. 16) 

The normalization exponent (c) is a function of both 
normalized tip resistance and friction ratio (Re) as shown in 
Figure 21. Also shown, for purposes of comparison, are the 
earlier recommendations of Olsen and Mitchell (1995). 

Cavity expansion models are not able to provide insight 
regarding similar normalization of sleeve friction (fe)  for 
effective overburden stress effects, so a more approximate 
assessment was made, based largely on laboratory calibration 
chamber test data and field data, to develop similar corrections 
for sleeve resistance as, 

In development of optimally improved CPT-based 
correlations, it was desirable to go after each of the issues that 
have historically contributed to the uncertainty (or variance) of 
previous correlations. One particularly significant issue was 

f,i = Cf . j; where 

/ \S 

Cf =[it 
k\ av') 

(Eq. 17) 
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The recommended normalization exponent (s) is shown, as a 
function of normalized tip resistance and friction ratio, in 
Figure 22, along with the recommended tip normalization 
exponents (c) from Figure 21. 

Figure 22 thus shows the recommended normalization for both 
tip and sleeve resistances. These are not identical to each 

other, but it should be noted that they appear to be sufficiently 
similar that "normalized" friction ratio [Rti (f5,1  / q5,)*1OO] 

is very similar to non-normalized friction ratio [Rf  = (f, / 
q)*iOO]. Limited iteration is necessary to make the 
recommended adjustment of q to qc,l,  because Rf  and Rf,1 vary 
only slightly. 

3.3.3 Thin Layer Corrections 

A second source of potential uncertainty is the adjustment of 
measured CPT tip resistances for finite stiff layers. The 
effects of initial penetration into a stronger (e.g., less cohesive, 
potentially liquefiable) layer prior to achieving sufficient 
penetration into the layer to develop a "fully developed" tip 
resistance can result in a reduced tip resistance reading, with a 
similar reduction occurring as the cone approaches and exits 
the bottom of a stronger layer ("sensing" the approach of the 
softer underlying layer before actually reaching it). 

Several approaches have been proposed for adjustment of 
measured tip resistances in "thin" layers (e.g.; Robertson and 
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Wride, 1997; Youd et al., 2001). In this current effort, the 
elastic solution for "thin layer effects" proposed by 
Vreugdenhil et al. (1995) was calibrated against both available 
laboratory calibration chamber test data as well as field data 
(Moss, 2003), and the resulting recommended correction of 
CPT tip resistances for thin layer effects is presented in Figure 
23. Also shown, for comparison, are the earlier 
recommendations of the NCEER Working Group (Youd et al., 
2001). The new recommendations are largely compatible with 
the NCEER Working Group's recommendations, but serve to 
extend the approach to higher contrasts in measured tip 
resistances between the (stiffer) "thin" layer and the (softer) 
overlying and underlying layers. In this procedure, the ratio of 
the final, corrected CPT tip resistance in the "thin" layer (qcA), 
relative to the average tip resistance of the softer overlying 
and underlying layers (cn)  serves as a proxy for the ratio of 
the stiffnesses of these layers. It should be noted that field 
cases with ratios of qeB/qeA  of greater than about 5 are 
relatively uncommon. 

The correction of CPT tip resistances for "thin layer effects" is 
then 

qcB,coneed = qcb,thin = Cijfl qcB (Eq. 18) 

where Cthin  is as shown in Figure 23. 

Given the intrinsic uncertainty involved in this type of "thin 
layer" adjustment, it is recommended that adjustment factors 
(Cthin) of greater than 1.8 not be used for engineering  

applications. A more severe limit was employed in back 
analyses of field case histories for liquefaction correlation 
development. Only a small number of cases incorporated in 
development of the final correlations required any thin layer 
adjustments, and none required an adjustment factor of greater 
than 1.5. 

3.3.4 Field Perfonnance Case Histories 

A total of more than 600 field performance case histories were 
acquired and evaluated as a part of these studies. Some of 
these had been used by previous researchers in similar efforts, 
but many are new. This is, to date, the largest set of CPT-
based field cases assessed for purposes of development of 
liquefaction triggering hazard correlations. The cases 
considered were from the 1964 Niigata (Japan), 1968 
Inangahua (New Zealand), 1975 Haicheng (China), 1976 
Tangshan (China), 1977 Vrancea (Romania), 1978 Izu-
Oshima-Kinkai (Japan), 1979 Imperial Valley (USA), 1980 
Mexicali (Mexico), 1981 Westmorland (USA), 1983 Borah 
Peak (USA), 1983 Nihonkai-Chubu (Japan), 1987 Edgecumbe 
(New Zealand), 1989 Loma Prieta (USA), 1994 Northridge 
(USA), 1995 Hyogoken-Nambu (Japan), 1995 Dinar (Turkey), 
1999 Kocaeli (Turkey), 1999 Duzce (Turkey), and 1999 Chi-
Chi (Taiwan) Earthquakes. 

Length constraints do not permit a full treatment of the details 
involved in back-analyses and processing of these case 
histories, but evaluation methods used were similar to those 
employed by Cetin (2000) and Seed et al. (2003) for SPT-
based studies. At each site, only the single most critical 
stratum was considered. Cyclic stress ratios (CSR) were 
evaluated using the recently proposed r relationships by Cetin 
and Seed (2000), except in cases where site-specific site 
response analyses could be performed. These new rd 
relationships represent an improved basis for estimation of 
CSR, and are statistically unbiased with respect to site-specific 
response analyses. It should be noted that he earlier 
recommendations of Seed and Idriss (1971) cannot be used 
with the new correlations proposed herein, as these earlier rd 
recommendations provide generally higher estimates of CSR 
than do site-specific response analyses (or the new rd 
recommendations of Cetin et al.) for strong levels of shaking, 
and are thus not compatible with the new correlations 
proposed herein. 

For each field case history, the variances or uncertainties in 
both the critical loading and in-situ soil and index parameters 
wem evaluated, and the cases were systematically rated for 
overall quality on the basis of uncertainty of key parameters. 
Only the most highly rated cases were then used for 
development of the new correlations; cases of lesser quality 
(with unacceptably high uncertainty or poorly defined 
parameters) were deleted from further consideration. At this 
time, a total of 201 cases were selected for incorporation in the 
correlations presented herein. This is the largest number of 
high quality cases (based on unusually high screening 
standards) used to date in development of these types of CPT- 
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based correlations. As with the largely parallel SPT-based 
efforts, the back-analyses, processing, and selection of these 
cases was subjected to iterative review by an accomplished 
group of international experts with excellent prior experience 
in this area, in order to establish concensus evaluations of 
critical parameters. 

3.3.5 Correlation Development 

Length constraints again do not permit a full discussion of all 
details involved in development of the new recommended 
CPT-based probabilistic soil liquefaction triggering 
correlations. The details are largely parallel to those described 
by Cetin (2000) and Seed et al. (2001) in development of SPT-
based correlations. A Bayesian updating methodology was 
employed to develop probabilistic correlations. This is 
essentially a high order probabilistic regression method well 
suited to this problem, and capable of dealing with the various 
types of contributing sources of aleatory and epistemic 
uncertainty involved. A discussion of development of a 
(similar) Bayesian treatment of the SPT-based correlations 
was presented by Cetin et al. (2002). 

Figure 24 presents one view of the new recommended 
correlation, in this case a plot of contours of probability of 
liquefaction (for lj = 5%, 20%, 50%, 80% and 95%) as a 
function of equivalent uniform cyclic stress ratio (CSReq) and 
modified normalized CPT tip resistance (qc,1,mod).  In this 
figure, equivalent uniform CSR has been corrected for 
duration effects based on the magnitude-correlated duration 
weighting fictor (DWFM) proposed in Seed et al. (2001) for 
SPT-based correlations, as the regression for this CPT-based 
correlation resulted in essentially equivalent magnitude-
correlated duration scaling. This results in an expression of 
the correlation appropriate for events of Iv 7.5. The 
correlation in Figure 24 is also normalized to an effective 
overburden stress of ó' latmosphere. 

In Figure 24, the solid dots represent the centroids of 
probabilistic distributions of the individual case histories for 
cases wherein liquefaction was judged to have been 
"triggered", and open circles represent centroids of 
distributions of field cases wherein liquefaction did not occur. 
These distributions quantify each individual field case history 
and its distributed variance in both the horizontal and vertical 
axes. The CPT tip resistances of Figure 24 are adjusted for 
effects of fines (fines content and plasticity) to values of 
qc,1,mod as described subsequently. 

Figure 25, presented adjacent to Figure 24 for comparison 
purposes, represents a similar view of the corollary new 
recommended SPT-based relationship, also with contours for 
probabilities of liquefaction of P1. = 5%, 20%, 50%, 80% and 
95%, also normalized for IvL = 7.5, = latin., and with N 
values corrected for fines content to 

The horizontal axis of Figure 24 represents modification of 
normalized CPT tip resistances (qc,i values) for the frictional  

effects of apparent fines content and character. Values of qc,i 
are adjusted as 

qc,1,mod= qc,i + Aq (Eq. 19) 

where Aq is a function of qc,i, R and c, as shown in Figure 
26. Figure 27 repeats the recommended fines adjustment of 
Figure 26, and also shows for comparison the "fines 
correction" factors recommended by Robertson and Wride 
(1997). Robertson and Wride recommended adjustment by a 
multiplicative factor (Kr) as presented previously in Equation 
15, where K is a function of both tip resistance and friction 
ratio as shown in Figure 27. Robertson and Wride also 
recommended, however, that Kc be taken as 1.0 (a null 
adjustment of in the shaded region of Figure 27. It is 
interesting to note that the new recommended correction 
contours for fines content and character proposed herein also 
reflect a null adjustment in this shaded zone, yet provide a 
smoother variation of the adjustment (Aq) as it transitions to 
other areas of Figure 27. (The Robertson and Wride 
recommendations jump very sharply at the base and right edge 
of the shaded "null correction" zone.) The new contours also 
provide for much smaller overall adjustments of qc,i for fines 
content and character than did the earlier curves proposed by 
Robertson and Wride, suggesting that these earlier 
recommendations were unconservative at high fines contents. 

Figure 28 presents an alternate view of the new correlation, in 
this case contours of 15% probability of liquefaction 
triggering, but for three different values of Aq spanning the 
full available range of Aq. P = 15% represents the new 
recommended "deterministic" threshold, analogous to the 
"deterministic" recommendations of most prior relationships. 
The adjacent Figure 29 similarly presents a view of the new 
SPT-based correlation, with 15% probability of liquefaction 
contours shown for three different levels of percent fines 
(fines content) spanning the full available range of fines 
corrections for the SPT-based relationship. The similarity 
between the relationships shown in Figures 28 and 29 is both 
interesting and important, as it represents strong mutual 
support between the new proposed SPT- and CPT-based 
correlations. 

Finally, Figure 30 provides a comparison between the new 
proposed CPT-based correlation, and the previous correlations 
proposed by Robertson and Wride (1997) and Suzuki et al. 
(1995). The new correlation is represented in this figure by 
contours of 15% probability of liquefaction, as that is the level 
of probability recommended by the authors herein for use as a 
reasonable "deterministic" threshold. The correlations of 
Robertson and Wride, and Suzuki et al., are "deterministic" 
correlations, as they do not explicitly address probability (or 
uncertainty). 

As shown in Figure 30, the "clean sand" (Aq = 0) line for the 
new correlation falls between the similarly based "clean sand" 
(Rf < 0.5%) line proposed by Suzuki et al., and the "clean 
sand" (K = 1.0) line proposed by Robertson and Wride. The 
range of fines-corrected lines for the new correlation, 

Seed et al. (2003) 28 



10 1 

D IOI 
If IOJ 

0.1 

100 

a 

a 10 

0.1 

Fig 26: Recommended CPT Tip Resistance Modification for "Fines Content 

and Character" as a Function of qc,i  and Rf  

10 

100 

I=1.30 
K1.0 

1=1.64 
K=1.0 

10 

Aq1 Aq 4. 2 

Kc1 .0 
a 

0 

J 
1- 

I=2.36 
K2.14 

I=2.6O 
K=3.31 

 /  

7 

Fig 27: Recommended CPT Tip Resistance Modification for "Fines Content 
and Character" as a Function of qc,1 and Rf, Compared with the 
Earlier Recommendations of Robertson and Wride (1997) 

C 

Seed et al. (2003) 29 



30 40 0 10 20 

N160  

UquefiecJ  Maraimi Non-liauefiec 

A "Old"Data(Pre-1985) 

5 0 0  "New"Data 

S 00 
oO 

0 0.2 - 
- S 

'0 

0.1 

0 

Rf  = 0.5%, Aq = 0 
Rf=2%,Aq= 1.7 
Rf = 5%, L = 4.2 

0.6 S 
. 

_. S 

S 
- 
 •SI.,S.S a 

S 

-  ijA.. 
t. 

0 

0 

5 10 15 20 
0.0  

0 

0.5 

0.4 

0.3 
0 

0.6 

0.5 

0.4 

0.2 

0.1 

0.0 

- FC~ 5% 
FC 15% 
FC~35%  S 

- o 0- 
S 

t 
A S ft. 

A i  °o 

AAA 

I 
A 

A 
£ S 

M=7.5 y=1.0atm 

0 0 
0 0  S 0 

S 

0 °  

o 

n 

Fig. 28: Contours of 15% Probability of Triggering of Liquefaction for 
"Clean Sands" and Two Higher Levels of Required Fines 
Adjustment of CPT Tip Resistance (Spanning the Full Range of 
Fines Adjustments) 

Fig. 29: Contours of 15% Probability of Triggering of Liquefaction for 
"Clean Sands" and Two Higher Levels of Required "Fines 
Correction" of SPT N-values (Spanning the Full Range of Fines 
Corrections) (Seed et al., 2001) 

Seed et al. (2003) 30 



0.6 

0.5 

0.4 

0.3 
0 

0.2 

0.1 

0.0 

Robertson & Wride (1998) 

-I 
Juang et al. (2003) L=50 

'04 

Toprak et al. (1999) L=50 

Shibata & Teparaska (1995) 

00 

0 5 10 15 20 

qc,i mod 

Fig. 30: Comparison Between the Reconunended New CPT-Based Correlation and Previous "Clean Sand" 
Boundary Curves from Relationships Proposed by Shibata and Teparaska (1995), Roberson and Wride 
(1998), Toprak et al. (1999), and Juang et at. (2003) (Mw 7.5, '=1 atm.) 

however, represent much smaller adjustments for fines than 
the relationship proposed by Robertson and Wride, suggesting 
that the fines adjustment of the older relationship was 
unconservative. The fines adjustment proposed by Suzuki et 
al. (1995) was also smaller than that proposed previously by 
Robertson and Wride, but did not extend to high friction 
sleeve ratios (Rf> 1.0). 

3.3.6 Summary and conclurions 

The new CPT-based correlation presented herein represents a 
significant advance over previously available CPT-based 
correlations for assessment of seismically induced soil 
liquefaction hazard. These correlations are probabilistically 
posed, and a "deterministic" correlation based on L = 15% is 
also recommended. 

The new correlations employ a much larger database of high 
quality field performance case histories than was available to 
previous researchers, and the processing of these cases 
involved resolution of issues that had historically added to 
overall uncertainty including (1) normalization of CPT tip and 
sleeve resistances for effective overburden stress effects, and 
(2) development of improved "thin layer" corrections. 

Overall, the new correlations are in very good overall 
agreement with previous, similar CPT-based efforts with 
regard to "clean sands". The earlier "clean sand" liquefaction 
boundary curve proposed by Robertson and Wride (1997) is 
only slightly unconservative relative to the new relationship, 
and the "clean sand" boundary curve proposed by Suzuki et al. 
(1995) is slightly more conservative than the recommended 
new relationship. 

It is principally when dealing with silt and silty, sandy, clayey 
soils that the new correlations differ significantly from earlier 
and widely used CPT-based correlations. The new 
relationships reflect a much smaller adjustment (increase) in 
modified CPT tip resistance (qc,1,mod)  as apparent fines content 
and plasticity increase than the earlier relationship of 
Robertson and Wride (1997), suggesting that the earlier 
relationship can be significantly unconservative for these soils. 
The fines adjustment of Suzuki et al. (1995) is in closer 
agreement with the new relationship proposed, but does not 
extend to high friction ratios and so is incomplete. 

Overall, the new CPT-based relationships appears to be 
largely compatible with the similarly improved SPT-based 
relationships proposed by Seed et al. (2001), and the new 
CPT-based relationship appears to have similar levels (only 
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marginally higher) of uncertainty (or variance) associated with 
assessment of liquefaction triggering potential as the new 
SPT-based relationship. This does not mean that the SPT-
based relationships are intrinsically "beUer"; the use of CPT 
offers important advantages with regard to continuity of 
penetration data, and also the ability to discern and 
characterize thinner strata, than SPT (while the SPT offers 
increased certainty as to soil type and character, especially 
invariably stratified soils.) Accordingly, both methods have 
significant relative advantages, and both are likely to be of 
continued significant value to working engineers. 

3.4 Vs-Based Triggering Correlations: 

Liquefaction triggering correlations based on measurements of 
in situ shear wave velocity (Vs-based correlations) are very 
attractive because: (1) Vs can be measured with non-intrusive 
methods (e.g. Spectral Analysis of Surface Waves (SASW)), 
and (2) V can be measured in coarse soils (gravelly soils and 
coarser) in which SPT and CPT can be obstructed by 
interference with coarse soils particles. Vs-based correlations 
can provide both a potentially rapid screening method, and a 
method for assessment of coarse, gravelly soils which cannot 
be reliably penetrated or reliably characterized with small 
diameter penetrometers (SPT and CPT). 

At this time, the best Vs-based correlation available is that of 
Andrus and Stokoe (2000). Figure 32 presents the core of this 
correlation, which is based on overburden stress-corrected Vs,1  
vs. magnitude-correlated equivalent uniform CSR. This \-
based correlation is well described in the NCEER Workshop 
summary papers (NCEER, 1997; Youd et al., 2001.) 
Although it is certainly the best of its type, this correlation is 
less well-defined (more approximate) than either SPT- or 
CPT-based correlations. This is not due only to lack of data 
(though the Vs-based field case history database is 
considerably smaller than that available for SPT and CPT 
correlation development). It is also because \j does not 
correlate as reliably with liquefaction resistance as does 
penetration resistance because V is a very small-strain 
measurement and correlates poorly with a much "larger- 
strain" phenomenon (liquefaction). Small amounts of 
"ageing" and cementation of hterparticle contacts can cause 
V5  to increase more rapidly than the corollary increase in 
liquefaction resistance. Accordingly, the relationship between 
V5  and the CSR required to induce liquefaction varies 
significantly with the geologic age of the deposits in question. 
An additional problem with Vs-based correlations is 
uncertainty regarding appropriate normalization of V for 
effects of effective overburden stress. In view of these 
uncertainties, current \-based correlations for resistance to 

Fig. 31: Comparison Between the Recommended New CPT-Based Correlation and Previous 
Relationships Proposed by Suzuki et al. (1995) and Robertson and Wride (1998) 
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Fig. 32: Vs-Based Liquefaction Triggering Correlation (Andrus & Stokoe, 2000) 

"triggering" of liquefaction are best employed either 
conservatively, or as preliminary (and approximate) screening 
tools to be supplemented by other methods. 

Efforts are underway to improve the, resolution and reliability 
of Vs-based correlations. Dr. Rob Kayen of the U.S. 
Geological Survey recently spent a year travelling through 
Asia and making Vs measurememts (by means of SASW) at 
many of the field performance case history sites employed in 
the new SPT- and CPT-based correlations. This augments 
recent \ measuremernts at U.S. case history sites, and has 
resulted in a tremendous increase in the number of Vs-based 
case histories now available, and at sites where the critical soil 
stratum can be cross-identified by SPT- and/or CPT-based 
methods. This new data, along with previously available V5-
based data, is currently being processed and back-analyzed, 
and new Vs-based correlations are under development using 
these data (using largely the same types of procedures as those 
used to develop the new SPT- and CPT-based correlations.)  

In the interim, the relationship of Andrus and Stokoe is the 
best available, and should be used conservatively and with 
understanding of the considerable uncertainties involved. 

3.5 Evaluation of Liquefaction Potential in Coarse, 
Gravelly Soils: 

Coarse, gravelly soils can be especially problematic with 
regard to evaluation of resistance to "triggering" of 
liquefaction, as large particles (gravel-sized and larger) can 
impede the penetration of both SPT and CPT penetrometers. 
As large-scale frozen sampling and testing are too expensive 
for conventional projects, engineers faced with the problem of 
coarse, gravelly soils generally have three options available 
here. 

One option is to employ Vs-based correlations. V5  
measurements can be made in coarse soils, either with surface 
methods (e.g. SASW, etc.) or via borings (cross-hole \, 

Seed et al. (2003) 33 



Cumulative Blows 

0 10203040506070 

18 — 
- N —I- 

12 

18 

N = 42 blows/ft. 

11,280 
0.42 
0.87 

18 

Cumulative Blows 

0 10203040506070 

N = 30 blows/ft. 

9480 

ON. 0.46 

CE: 0.87 

CR 1 

Cs 1 
(N1  )60: 14 

Fig. 33: Adjustment of Short-Interval SPT for Effects 
of Coarse Particles 

(Olivia Chen Consultants, 2003) 

down-hole \, or "OYO Method" ' (suspension logger)). 
As discussed in the previous section, Vs-based  correlations are 
somewhat approximate, however, and so should be considered 
to provide conclusive results only for deposits/strata that are 
clearly "safe" or clearly likely to liquefy. 

3.5.1 Short-IntervalSPT 

A second option is to attempt "short-interval" SPT testing. 
This can be effective when the non-gravel (finer than about 
0.25-inch diameter) fraction of the soil represents greater than 
about half of the overall soil mix/gradation. (Note that it is 
approximately the D30  and finer particle size range that 
controls the liquefaction behavior of such soils.) 

Short-interval SPT involves performing the SPT in largely the 
standard manner, but counting the blow count (penetration 
resistance) in 1-inch increments rather than 6-inch increments. 
When penetration is more than 1-inch for a single blow, a 
fractional blow count of less than 1 blow/inch is credited. The 
resulting history of penetration (in blows/inch) is then plotted 
for each successive inch (of the 12-inches of the test). When 
values (per inch) transition "significantly" from low to high, it 
is assumed that a coarse particle was encountered and impeded 
the penetrometer. High values (rapid increases in blowcount) 
are discarded, and the low values are summed, and then scaled 
to represent the equivalent number of blows per 12-inches. 
(e.g.: If it is judged that 7 of the inches of penetration can be  

"counted", but that 5 of the inches must be discarded as 
unrepresentatively high, then the sum of the blows per the 7 
inches is multiplied by 12/7 to derive the estimated overall 
blow count as blows/12 inches.) 

Figure 32 illustrates this approach. This figure shows 
"correction" of two of the more than 400 SPT performed as 
part of the investigation of seismic stability of Calaveras Dam 
in California (Olivia Chen Consultants and Geomatrix 
Consultants, 2003). Large portions of the embankment dam 
fill were comprised of hydraulically placed excavated 
colluvium, and so represented an unusually complex and 
heterogeneous mix of weathered silty and clayey fines, sands, 
and variably high fractions of coarse (gravel-sized and 
coarser) particles. 

Figure 32(a) shows an example in which the SPT apparently 
encountered significantly increased resistance after about the 
8I inch of the 12-inch interval (neglecting the sacrificial first 
6-inch interval which drives to test depth). For this test, the 
slope of the unimpeded drive was extrapolated to develop the 
estimated "corrected" blowcount of 30 blows/ft. Figure 32(b) 
shows the cumulative blowcount for a second SPT at the same 
site. In this case, the blowcounts increased a bit towards the 
end of the test, but were judged not to have exhibited a sudden 
increase, and the blowcount was therefore simply summed 
over the 12-inch driving interval in the conventional manner. 
(It should be noted that blowcount can often tend to increase 
slightly, but not suddenly, as penetration progresses. In these 
cases, judgement is required as to whether or not to impose a 
"correction" to the measured full 12-inch blowcount.) 

This approach has been shown to correlate well with N3PT 
values from the larger-scale Becker Penetrometer for soils 
with gravel-plus sized fractions of less than about 40 to 50%. 
It is noted, however, that the corrected short-interval SPT 
blowcounts can still be biased to the high side due to 
unnoticed/undetected influence of coarse particles on some of 
the penetration increments used, so that it can be appropriate 
to use lower than typical enveloping of the resulting blow-
counts to develop estimates of "representative" N-values for a 
given stratum (e.g.: 25 to 40-percentile values, rather than 35 
to 50-percentile values as might have been used with regular 
SPT in soils without significant coarse particles). 

3.5.2 The Becker Penetrometer Test 

When neither Vs-based correlations nor short-interval SPT can 
sufficiently reliably characterize the liquefaction resistance of 
coarse soils, the third method available for coarse soils is the 
use of the large-scale Becker Penetrometer. As illustrated 
schematically in Figure 34, the Becker Penetrometer is 
essentially a large-diameter steel pipe pile driven by a diesel 
pile hammer (while retrieving cuttings pneumatically up 
through the hollow pipe.) The Becker Penetrometer Test 
(BPT) resistance can be correlated with SPT to develop 
"equivalent" N-values (NBpT). Care is required in continually 
monitoring the performance of the BPT during driving, as 
corrections must be made for driving hammer bounce chamber 
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pressures, etc. (see Harder, 1997 and Youd et al., 2001). The 
best current BPT correlation (with SPT) for purposes of 
liquefaction engineering applications is described by Harder 
(1997), NCEER (1997), and Youd et al. (2001), and is 
presented in Figure 35 (based on energy-corrected BPT 
resistance.) 

BPT has been performed successfully for liquefaction 
evaluations in soils with maximum particles sizes (D100) of up 
to 1 m. and more, and to depths of up to 80 m. The BPT is a 
large and very noisy piece of equipment, however, and both 
cost and site access issues can be problematic. 

Another problem with the BPT is the question of "casing 
friction". The cross-correlation between BPT resistance and 
equivalent N-values (NBPT) is based largely on relatively 
shallow data. As the Becker penetrometer drives the pipe 
"pile" (penetrometer) to progressively greater depths, there is 
progressively more side wall area available upon which side 
wall friction and adhesion can act to impede penetration (in 
addition to the resistance at the penetrating tip.) It is primarily 
tip resistance that we seek to measure. 

Three approaches have been taken to deal with this issue. The 
simplest is to note that there was at least some casing drag in 
the data used to establish the correlation between Becker 
blowcounts and equivalent NBPT,  and then to simply neglect 
potential casing drag. This involves further noting that casing 
drag is minimized by driving relatively continuously (without 
prolonged pauses or breaks) so that the casing does not "set 
up". 

Fig. 34: Schematic Illustration of the Becker 
Penetrometer (Harder, 1997) 

The second approach was proposed by Sy et al. (1997) and 
involves the use of instrumented driving, and then application 
of dynamic wave equation analysis (as for regular pile driving) 
to attempt to analytically separate tip and side wall resistances. 
This approach suffers the same problem as does dynamic pile 
driving analysis; the analysis is very sensitive to the "J-factor" 

20 40 60 80 ...100 120 140 

CORRECTED BECKER BLOWCOUNT, NBC (blows per foot) 

Fig. 35: Cross-correlation Between Becker Penetrometer Blowcounts and Equivalent SPT Blowcounts 
(Harder, 1997) 

Seed et al. (2003) 35 



SPT N (blows/0.3m) 
0 50 100 

l_1J441ItI11I1JJ1$$  

10 

E : 
25 

= 

cz 

35 — 

45— 

used to represent damping along the exterior casing surface, 
and this factor cannot be readily determined. The result is a 
volatility in the analysis; high BPT blowcounts can tend to go 
a bit higher, and low blowcounts can tend to go a bit lower, 
after correction by this approach. 

Figure 36 illustrates typical results. This figure shows BPT 
resistance vs. depth as measured in a deep glacial till in 
western Canada. The soil being penetrated is a coarse, 
gravelly fill underlain by a deep deposit of glacial till. The till 
is highly variable, but can be generally characterized as very 
broadly well-graded, with variable fines content and coarser 
particles ranging up to im. and more in size. As shown in this 
figure, the tip resistance after correction (the solid dots) using 
the method of Sy et al. ranges both slightly higher and slightly 
lower than the uncorrected resistance (the solid and dashed 
lines), and follows approximately the same mean trend. 

In view of the uncertainties involved in either neglecting 
casing drag, or analytical adjustment by dynamic wave 
equation analysis, a third approach has also been developed. 
This involves attempting to directly measure "casing drag", 
and then correcting BPT driving resistance for this effect. 

— Equivoltnt (EPT El 
 £quvoerit (BPT B2 

• Metjred (D9D/92) 

Fig. 36: Comparison Between Uncorrected BPT Driving 
Resistances and Corrected Tip Resistances 
Based on Dynamic Wave Equation Analysis  

This approach was used in investigations at the Calaveras 
Dam in California. The Dam was initially constructed mainly 
by hydraulic placement of colluvial fill, an unusual mix of 
materials and methods that resulted in unusually complex sub-
stratification, and an unusually challenging mix of variable 
soils ranging from low to very high fines contents, and with 
coarse, gravelly fractions ranging from a few percent to well 
over 50%. The initial embankment failed during construction 
in 1918, and was subsequently completed using both dumped 
and rolled fill sections. Figures 37(a) and (b) illustrate some 
of the complexity of the resulting internal embankment and 
foundation zonation and geometry. The final result was lower 
elevation fills and underlying alluvium that required 
investigation, topped by more competent rolled fills that were 
potentially obstructions (with regard to casing drag) to the 
planned use of BPT to investigate the variably coarse lower 
soils. 

Both BPT and short-interval SPT were used in this 
investigation. Seventeen rotary wash borings, with more than 
400 short-interval SPT, were performed, and for zones and 
strata considered to be of potentially liquefaction-susceptible 
soil "type" the short-interval SPT were processed as in Section 
3.5.1 to develop "corrected" SPT N-values. In addition, 
eleven Becker penetrometer probes were performed (a total of 
more than 1600 feet of BPT). The Becker probes were driven 
in 10-foot continuous lengths, and were then halted and 
withdrawn 5 feet, and then re-driven 5 feet. The first foot of 
re-driving was taken as "re-seating" of the penetrometer, and 
material ravelled and/or squeezed into the hole during re-
driving, so that the last 2 or 3 feet had significant tip resistance 
as well as casing drag. The second foot of re-drive was, 
however, taken as representing almost entirely casing drag. 
The casing drag from the 2"' foot of re-driving was then used 
as a basis for "correcting" the total driving resistance to 
account for casing drag. 

Casing drag was found to typically represent between 5% to 
45% of the total measured BPT resistance, with an average of 
about 19%. 

Because of the complex geometry, and the complex internal 
sub-stratification within apparent "zones" (see Figure 37) an 
unusually large number of sub-zones and sub-strata were 
evaluated with regard to liquefaction resistance. Without 
specifically identifying these, Table 2 presents a summary of 
the characterization of these various zones using both 
"corrected" short-interval SPT and casing-corrected BPT 
based on subtraction of averaged casing drag measurements as 
described above. Large numbers of both types of data were 
available in most of the zones of interest, and both median and 
35-percentile resultant "corrected" equivalent clean sand 
blowcounts (Ni,6o,,-values) were developed by both 
approaches. As shown in Table, there is a generally good 
level of agreement between the results of the short-interval 
SPT and the corrected NBPT  data, suggesting that these two 
methods can both be used in variable soils of these types with 
some reliability. 
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Fig. 37: Cross-Sections of Calaveras Dam Showing Embankment and Foundation Geometry 
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Table 2: Selection of Representative (NI)60,cs Values for Embankment and Foundation 
Zones and Subzones, Calaveras Dam and Foundation 

Zone Zone •  
Description 

Subzone 30' 
Percentile 
(N1)60  SPT 

3Øth 

Percentile 
(N1)60  BPT 

50th 

Percentile 
(N1)60  SPT 

50th 

Percentile 
(N1)60  BPT 

Representative 
Fines Content 

AN 
(for 
fines) 

Rock Berm 
(Placed In The 
1970s) 

N/D 22 N/D 29 15 (F) N/A 

11 Dumped 
Weathered 
Rock Fill 

11(M) 
II(TD) 
II(US) 

17 
9 
23 

19(B) 
8 
21 

21 
12 
22 

23 
8 
20 

14 
7 
10 

1.5 

1 
1 

III Cobbly Gravel 
Fill 

/ND 7 NID 8 20 (F) 1.5 

IV Rolled Fill IV 
IV(R) 

17 
24 

23 (L) 
12 (L) 

22 (L) 
32 (L) 

25 
16 

48 
12 (F) 

N/A 

V Mixed 
Dumped and 
Sedimented 
Hydraulic Fill 

V 
V(F) 
V(G) 

13 
12 
17 

19 
17 
17 

16 
17 
20 

23 
23 
22 

20 
15(F) 
19 

1.5 
1.5 
1.5 

V(R) Mixed 
Hydraulic and 
Rolled Fill 

21 14(L) 24 18 15(F) 1.5 

VI Disturbed and 
Mixed 
Hydraulic, 
Dumped, and 
Rock Fill 

VI 
VI(F) 
VI(G)- 
Res 
VI(G)- 
Emb 
VI(R) 

10 
11 
7 

27 

12(L) 

N/D 
22(L) 
N/D 

22 

N/D 

17 
18 
8 

40 

12(L) 

N/D 
36(L) 
N/D 

31 

N/D 

11 
59 
11 

11 

15 

1 
N/A 
1 

1 

1.5 
VII Sedimented 

Hydraulic Fill 
10 N/D 13 N/D 62 N/A 

VIII Base Alluvium 19 20 30 26 8 1 

X MixedFill 12 17 13 26 19(F) 1.5 

XI Rocky 
Colluvium 

32 36 34 43 N/D 0 

(L): Limited penetration data available 
(B): Based on data at bottom of zone 
(F): Calibrated field-estimated fmes contents were also considered 
N/A: Not Applicable (High CL content) 
N/D: Not Determined 

3.6 Non-Zero Static "Driving" Shear Stresses: 

An additional consideration in evaluation of the liquefaction 
potential of saturated soils is the presence of non-zero static 
"driving" shear stresses. These are shear stresses induced by 
gravity loading (and geometry) that are present both before 
and during the earthquake. Because they are gravity-induced, 
they are essentially "following" loads and continue to act 
during seismic (cyclic) eccitation. 

Figure 38 presents the "classic" representation of static, 
driving shear stresses (After Seed, 1979). Figure 38(a) 
illustrates the effective normal and shear stresses acting on 
horizontal and vertical planes in an element of soil at some  

depth below a level ground surface. There is a non-zero shear 
stress within the element, as the vertical effective stress and 
the "At-Rest" horizontal effective stress are not equal, but the 
soil element is kinematically constrained and has no strong 
intrinst desire to deform in shear. The shear stress on the 
horizontal planes is zero, and the "driving" shear stresses are 
taken as zero for this case. 

Figure 3 8(b) illustrates a second element of soil, this time at 
some depth below a sloping ground surface. At this point 
within (or beneath) a slope, the shear stress acting on the 
horizontal planes is not zero, and the element has non-zero 
"driving" static shear stresses, and a resultant desire to deform 
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Fig. 38: Stress Conditions on Horizontal Planes beneath 
Level and Sloping Ground Surfaces 

(Seed et al., 1979) 

in shear in a downslope direction. The measure of the relative 
importance of these non-zero driving shear stresses is 
routinely expressed as the ratio (a) of "static, driving" shear 
stress acting on a horizontal plane divided by (normalized by) 
the effective vertical stress acting on that plane as 

[Eq. 20] 

Increasing levels of static driving shear stresses can have an 
increasing effect on the vulnerability of the soil to cyclic 
generation of pore pressures and triggering or initiation of 
liquefaction. For very loose soils (soils that are contractive 
under monotonic shearing), the presence of initial static 
driving shear stresses (a > 0) significantly increases 
vulnerability to liquefaction, as initial cyclic pore pressure 
induced softening leads to monotonic accumulation of shear 
deformations, and these, in turn, lead to further pore pressure 
increases. 

For very dense soils (soils that are dilatent under monotonic 
shearing), however, the presence of non-zero initial static 
driving shear stresses can lead to reduction in the rate of 
generation of pore pressures during cyclic loading. As each 
cycle of loading produces an incremental increase in pore 
pressure, and some resultant reduction in strength and 
stiffness, the driving shear stresses then act to produce shear 
deformations that cause dilation of the soil, in turn reducing 
pore pressures. 

Figure 39 presents one of the best "simplified" representations 
of the effects of non-zero static driving shear stresses on the 
vulnerability of soils to "triggering" of liquefaction under 
cyclic loading (after Harder and Boulanger, 1997). This figure 
presents an adjustment factor (Ká) that represents the relative 
increase in liquefaction due to the presence of non-zero 
driving shear stresses. This factor is usually applied to scale 
the equivalent uniform cyclic shear stress ratio required to 

"trigger" liquefaction as 

CSRiiq,a >0 = CSRiiq,a  =0 Ka [Eq. 21]  

As shown in Figure 39, the CSR required to induce 
liquefaction increases with increasing a for high SPT N-
values, and Decreases with increasing a for low N-values. 

It should be noted that Figure 39 is appropriate only for soils 
at an initial effective overburden stress of less than or equal to 
approximately 3 atmospheres. At higher initial effective 
overburden stresses, the high effective stresses suppress 
dilation of dense soils, and exacerbate contraction of loose 
soils, so that the Ká values of Figure would rotate clock-wise 
(in an adverse manner.) There is currently no widely accepted 
guidance as to the degree or rate of this rotation with increased 
effective stress, but work is in progress (by several research 
teams) and improved giidance here can be expected in the 
next year and two. 

It should be noted that the Iá  valus do not have to be applied 
as a multiplier of the CSR required to trigger liquefaction 
(they do not have to be applied to the "resistance" term.) They 
can, instead, be applied as inverse multipliers of the loading 
term by scaling the earthquake-induced CSR as 

CSReq,a >o CSReq,a = 0  / K [Eq. 22] 

This has significant potential advantages with regard to 
prediction of liquefaction-induced displacements and 
deformations, as discussed later in parts of Section 5. 

Finally, it should be noted that "slopes" are not the only 
source of non-zero static driving shear stresses. Non-zero a 

0 
0.1 0.2 0.3 0.L 

a=('rhVkf ) 

Fig. 39: Recommended Values of K as a Function of 
SPT N-Values for Effective Vertical Stresses of 
Less Than 3 atmospheres 

(After Harder and Boulanger, 1997) 
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conditions can also arise due to bearing loads of shallow 
foundations, due to loading of piles and other deep foundation 
elements, due to "free" faces of excavations, due to grade 
changes constrained by walls, etc. It has largely been 
conventional to neglect the non-zero a conditions near the 
edges of shallow-founded structures in performing 
liquefaction triggering assessments, and this will be examined 
a bit further in Section 5.4.2. 

4.0 ASSESSMENT OF POST-LIQUEFACTION 
OVERALL STABILITY 

Once it has been determined that hitiation or "triggering" of 
liquefaction is likely to occur, the next step in most 
liquefaction studies is to assess "post-liquefaction" global 
stability. This entails evaluation of post-liquefaction strengths 
available, and comparison between these strengths and the 
driving shear stresses imposed by (simple, non-seismic) 
gravity loading. Both overall site stability, and stability of 
structures/facilities in bearing capacity, must be evaluated. If 
post-liquefaction stability under simple gravity loading is not 
assured, then "large" displacements and/or site deformations 
can ensue, as geometric rearrangement is necessary to re-
establish stability (equilibrium) under static conditions. 

The key issue here is the evaluation of post-liquefaction 
strengths. There has been considerable research on this issue 
over the past two decades (e.g.: Jong and Seed, 1988; Riemer, 
1992; Ishihara, 1993; etc.). Two general types of approaches 
are available for this. The first is use of sampling and 
laboratory testing, and the second is correlation of post-
liquefaction strength behavior from field case histories with 
in-situ index tests. 

Laboratory testing has been invaluable in shedding light on 
key aspects of post-liquefaction strength behavior. The 
available laboratory methods have also, however, been shown 
to provide a generally unconservative basis for assessment of 
in-situ post-liquefaction strengths. The "steady-state" method 
proposed by Poulos, Castro and France (1985), which used 
both reconstituted samples as well as high-quality "slightly" 
disturbed samples, and which provided a systematic basis for 
correction of post-liquefaction "steady-state" strengths for 
inevitable disturbance and densification that occurred during 
sampling and re-consolidation prior to undrained shearing, 
provided an invaluable incentive for researchers. The method 
was eventually found to produce post-liquefaction strengths 
that were much higher than those back-calculated from field 
failure case histories (e.g.: Von Thun, 1986; Seed et al., 1989). 

Reasons for this included: (1) the very large corrections 
required to account for sampling and reconsolidation 
densification prior to undrained shearing, (2) sensitivity to the 
assumption that the steady-state line (defining the relationship 
between post-liquefaction strength, Su,r vs. void ratio, e) which 
was evaluated based on testing of fully remolded 
(reconstituted) samples provides a basis for "parallel" 
correction for this unavoidable sample densification, (3) use of 
C-U triaxial tests, rather than simple shear tests, for field  

situations largely dominated by simple shear, (4) 
reconsolidation of samples to higher than in-situ initial 
effective stresses, and (5) the failure of laboratory testing of 
finite samples to account for the potentially important effects 
of void redistribution during "undrained" shearing j 

It has now been well-established that both simple shear and 
triaxial extension testing provide much lower undrained 
residual strengths than does triaxial compression (e.g.: 
Riemer, 1992; Vaid et al., 1990; Ishihara, 1993; etc.), often by 
factors of 2 to 5, and simple shear tends to be the predominant 
mode of deformation of concern for most field cases. 
Similarly, it is well-established that samples consolidated to 
higher initial effective stresses exhibit higher "residual" 
undrained strengths at moderate strains (strains of on the order 
of 15 to 30%), and this range of strains represents the limit of 
accurate measurements for most testing systems. 

These issues can be handled by performing laboratory tests at 
field in-situ initial effective stress levels, and by performing 
undrained tests in either simple shear or torsional shear. The 
remaining unresolved issues that continue to preclude the 
reliable use of laboratory testing as a basis for assessment of 
in-situ (field) post-liquefaction strengths are two-fold. The 
first of these is the difficulty in establishing a fully reliable 
basis for correction of laboratory test values of 5u,r for 
inevitable densification during both sampling and laboratory 
reconsolidation prior to undrained shearing. The correction 
factors required, for loose to medium dense samples, are 
routinely on the order of 3 to 20, and there is no proven 
reliable basis for these very large corrections. Use of frozen 
samples does not fully mitigate this problem, as volumetric 
densification due to reconsolidation upon thawing (prior to 
undrained shearing) continues to require large corrections 
here. 

The second problem is intrinsic to the use of any laboratory 
testing of finite samples for the purpose of assessment of in-
situ (field) post-liquefaction strengths, and that is the very 
important issue of void redistribution. Field deposits of soils 
of liquefiable type, both natural deposits and fills, are 
inevitably sub-stratified based on local variability of 
permeability. This produces "layers" of higher and lower 
permeability, and this layering is present in even the most 
apparently homogenous deposits. During the "globally 
undrained" cyclic shearing that occurs (rapidly) during an 
earthquake, a finite sublayer "encapsulated" by an overlying 
layer of at least slightly lower permeability can be largely 
isolated and may perform in a virtually undrained manner, 
remaining essentially at constant volume. Although the 
sublayer loses no volume, however, there is a progressive 
rearrangement of the solids and pore fluid within the sublayer 
as the soils cyclically soften and/or liquefy. This progressive 
rearrangement, which causes the solid particles to settle 
slightly and thus increase the density in the lower portion of 
the sub-layer, while simultaneously reducing the density of the 
top of the sublayer, is "localized void redistribution" during 
globally undrained shearing. 

Seed et al. (2003) 40 



11L 

Fig. 40: Post-Failure Configuration of Centrifuge 
Model Dam with Sand "Core" and Clay Shells 
Showing Shear Localization Along Top of Sand 

(Arulanandan et al., 1993) 

Owing to the very sensitive relationship between post-
liquefaction strength (S,) and void ratio (e) for loose to 
medium density soils, even apparently minor amounts of 
increase in void space (reduction in dry density) at the top of a 
sub-layer can result in large reductions in In extreme 
cases, water attempting to escape from the sublayer can be 
temporarily trapped by the overlying, less pervious layer, and 
can form a "film" or water-filled "blister" at the interface 
between the two layers (in which case the shear strength, Su,r, 
is reduced fully to zero along this interface.) 

An interesting early example of this behavior was produced in 
a centrifuge test performed by Arulanandan et al. (1993), as 
illustrated in Figure 40. In this experiment, an embankment 
was constructed with a sand "core" and a surrounding clay 
"shell" to prevent drainage during cyclic loading. The sand 
core was marked with layers of black sand so that localized 
changes in volume (and density) could be tracked during 
globally undrained shearing. When subjected to a model 
earthquake, cyclic pore pressure generation within the sand 
occurred, and the embankment suffered a stability failure. 
During the "undrained" earthquake loading, the overall 
volume of the saturated sand "core" remained constant, 
satisfying the definition of loballv undrained loading. 
Localy, however, the lower portions of the sand "core" 
became denser, and the upper portions suffered corollary 
loosening. The top of the sand layer suffered the greatest 
loosening, and it was along the top of this zone of significantly 
reduced strength that the slope failure occurred. 

Given the propensity for occurrence of localized void 
redistribution during seismic loading, and the ability of Nature 
to selectively push failure surfaces preferentially through the 
resulting weakened zones at the tops of localized sub-strata 
(and water blisters in worst-cases), the overall post-
liquefaction strength available is a complex function of not 
only initial (pre-earthquake) soil conditions (e.g. density, etc.), 
but also the scale of localized sub-layering, and the relative  

orientations and permeabilities of sub-strata. These are not 
qualities that can be reliably characterized, at this time, by 
laboratory testing of soil samples (or "elements") of finite 
dimensions. 

Accordingly, at this time, the best basis for evaluation of post-
liquefaction strengths is by development of correlations 
between in-situ index tests vs. post-liquefaction strengths 
back-calculated from field case histories. These failure case 
histories necessarily embody the global issues of localized 
void redistribution, and so provide the best indication 
available at this time regarding post-liquefaction strength for 
engineering projects. 

Figure 41 presents a plot of post-liquefaction residual strength 
(Su,r) vs. equivalent clean sand SPT blow count (Ni,6o,). This 
was developed by careful back analyses of a suite of 
liquefaction failures, and it should be noted that these types of 
back analyses require considerable judgement as they are 
sensitive to assumptions required for treatment of momentum 
and inertia effects. The difficulties in dealing with these 
momentum/inertia effects (which are not an issue in 
conventional "static" stability analyses) are an important 
distinction between the efforts of various investigators to 
perform back-analyses of these types of failures. In this 
figure, the original correction for fines used to develop Ni,6o,, 
is sufficiently close to that of Equations 6 and 7, that 
Equations 6 and 7 can be used for this purpose. 

Stark and Mesri (1992), noting the influence of initial 
effective stress on 5u,r,  proposed an alternate formulation and 
proposed a correlation between the ratio of Su,r/P and 
as shown in Figure 42, where P is the initial major principal 
effective stress ('1,i).  This proposed relationship overstates 
the dependence of Su,r on a'i,1,  and so is overconservative at 

shallow depths ('1,i < 1 atmosphere) and is somewhat 
unconservative at very high initial effective stresses (cr'l ,I > 3 
atmospheres). 

It is also true, however, that the relationship of Figure 41 
understates the influence of cy'1 on 5u,r  Figure 43 shows an 
excellent example of this. Figure 43(a) shows the stress paths 
for a suite of four IC-U triaxial tests performed on samples of 
Monterey #30 sand, all at precisely the same density, but 
initially consolidated to different effective stresses prior to 
undrained shearing. (The sample void ratios shown are post-
consolidation void ratios.) As shown in this figure, the 
samples initially consolidated to higher effective stresses 
exhibited higher undrained residual strengths (Su,r). The ratio 
between S. and P was far from constant, however, as shown 
in Figure 43(b). 

The influence of o1,j  on 5u,r  (and on the ratio of Su,r/P) is a 
function of both density and soil character. Very loose soils, 
and soils with higher fines contents, exhibit behavior that 
is more significantly influenced by than soils at higher 
densities and/or with lower fines content. At this time, the 
authors recommend that the relationship of Figure 41 (Seed & 
Harder, 1990) be used as the principal basis for evaluation of 
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in-situ S for "relatively clean" sandy soils (Fines Content < 
12%). For these soils it is recommended that both 
relationships of Figures 41 and 42 be used, but that a 5:1 
weighting be employed in favor of the values from Figure 41. 
Similarly, a more nearly intermediate basis (averaging the 
results of each method, with 3:1 weighting between the 
relationships of Figures 41 and 42) is recommended for very 
silty soils (Fines Content> 30%). For fines contents between 
12% and 30%, a linear transition in weighting between the two 
proposed relationships can be used. 

It must be noted that engineering judgement is still required in 
selection of appropriate post-liquefaction strengths for specific 
project cases. Consideration of layering and sub-layering, 
permeability/drainage, and potential void redistribution, and 
the potential for confluence of alignment of layering interfaces 
with shear surfaces must all be considered. For most "typical" 
cases, use of S,r values in the lower halves of the ranges  

shown in Figures 41 and 42 (with due consideration for 
weighting of these) appears to represent a suitably prudent 
range for most engineering purposes at this time, but lower 
overall average post-liquefaction strengths can be realized 
when layering and void redistribution combine unusually 
adversely with potentially critical failure modes. 

Finally, a common question is "what happens at Ni,6o,  values 
greater than about 15 blows/ft.?" The answer is that the 
relationships of Figures 41 and 42 should be concave upwards 
(to the right), so that extrapolation at constant slope to the 
right of N,60,cs=15  blows/ft should provide a conservative 
basis for assessment of Su,r  in this range. As these projected 
values represent relatively good strength behavior, this linear 
extrapolation tends to be sufficient for most projects. It should 
be noted, however, that values of Su,r  should generally not be 
taken as higher than the maximum drained shear strength. 
Values of ,r higher than the fully-drained shear strength 
would suggest significant dilation. Dilation of this sort tends 
to rapidly localize the shear zone (or shear band), and so 
reduces the drain path length across which water must be 
drawn to satisfy the dilational "suction". As these distances 
can be small, rapid satisfaction of this dilational demand is 
possible, and "undrained" (dilational) shear strengths higher 
than the drained strength can persist only briefly. 
Accordingly, for most engineering analyses the use of the 
fully drained shear strength as a maximum or limiting value is 
prudent. Similarly, the maximum shear strength cannot 
exceed the shear strength which would be mobilized at the 
effective stress corresponding to "cavitation" of the pore water 
(as it reaches a pore pressure of —1 atmosphere). The above 
limit (to not more than the fully-drained strength) is a stronger 
or more limiting constraint, however, and so usually handles 
this problem as well. 

5.0 EVALUATION OF ANTICIPATED 
LIQUEFACTION-INDUCED DEFORMATIONS 
AND DISPLACEMENTS 

5.1 Introduction: 

Engineering assessment of the deformations and 
displacements likely to occur as a result of liquefaction or 
pore-pressure-induced ground softening is a difficult and very 
challenging step in most projects, and this is an area where 
further advances are needed. 

5.2 Assessment of "Large" Liquefaction-Induced 
Displacements: 

For tuations in which the post-liquefaction strengths are 
judged to be less than the "static" driving shear stresses, 
deformations and displacements can be expected to be "large"; 
generally greater than about im., and sometimes much greater. 
Figure 44 shows examples of global site instability 
corresponding to situations wherein post-liquefaction strengths 
are less than gravity-induced driving shear stresses. These are 
schematic illustrations only, and are not to scale. 

80 

60 

40 

20 

Seed et al. (2003) 42 



930. .OJ19 

933, ..9 

$34, e- 0.019 
935, e4i 

For most engineering projects, the "large" deformations 
associated with post-liquefaction "static instability" are 
unacceptably large, and engineering mitigation is thus 
warranted. It is often, therefore, not necessary to attempt to 
make quantified estimates of the magnitudes of these "large" 
deformations. Exceptions can include dams and embankments, 
which are sometimes engineered to safely withstand 
liquefaction-induced displacements of more than im. 

Estimates of the "large" deformations likely to occur for these 
types of cases can often be made with fair accuracy (within a 
factor of about ± 2). "Large" liquefaction-induced 
displacements/deformations (> lm.) are usually principally the 
result of gravity-induced "slumping", as geometric 

4O 

[tp uIk Meai Sfres, p (kP) 

(a) Stress Paths 

0 200 400 600 800 1000 

P (kPa) 

(b) Ratio of Su,r/P VS. P 

Fig. 43: Results of IC-U Triaxial Tests on Monterey 
#30/0 Sand (After Riemer, 1992) 

rearrangement of the driving soil and/or structural masses is 
required to re-establish static equilibrium. A majority of the 
deformations, for these cases, usually occur after strong 
shaking has ceased so that cyclic inertial forces are not very 
important in "driving" the deformations (though they very 
important in "triggering" the liquefaction-induced ground 
softening.) 

Three general types of approaches can be used to estimate 
expected "large" liquefaction-induced ground deformations, 
and these are: (1) fully nonlinear, time-domain fmite element 
or finite difference analyses (e.g.: Finn et al., 1986; Beaty et 
al., 1998; France et al., 2000; etc.), (2) statistically-derived 
empirical methods based on back-analyses of field earthquake 
case histories (e.g.: Hamada et al, 1986; Youd et al., 2002; 
etc.), and ) simple static limit equilibrium analyses coupled 
with engineering judgement. When applied with good 
engineering judgement, and when the critical 
deformationldisplacement modes are correctly identified and 
suitable post-liquefaction strengths are selected, all three 
methods can provide reasonable estimates of the magnitudes 
of expected displacements. 

Finite element and finite difference analyses are the most 
complex of the three approaches, and we cannot reasonably 
discuss these in detail within the confines of this paper. These 
methods have, to date, principally been employed mainly for 
relatively critical (and well-budgeted) studies, but growing 
comfort with these methods (coupled with decreasing 
computing costs) can be expected to bring these types of 
analyses more into the mainstream. The principal difficulty 
associated with these methods is the difficulty of evaluating 
the model "input" parameters necessary for the relatively 
complex behavioral and/or constitutive models used. These 
models are usually "sensitive" to relatively minor variations in 
one or more parameters, and assessment of this type of 
parameter sensitivity is a £jtal element of such studies. (A 
slightly more extensive discussion of these methods is 
presented in Section 5.5.) 

The second type of methods available are the "Hamada-type" 
empirical methods for estimation of lateral displacements due 
to liquefaction-induced lateral spreading. These methods are 
based on back-analyses of lateral spreading case histories, and 
involve probabilistically and/or statistically derived empirical 
equations for estimation of expected lateral spreading 
displacements. Currently, the most widely used such method 
in the western U.S. is that of Bartlett and Youd (1995), as 
recently updated by Youd et al. (2002). This method 
addresses two types of cases: cases where there is a "free face" 
towards which lateral spreading can occur (e.g.: Figures 44(a) 
and 44(b)), and cases without a free face but with a sloping 
ground surface (e.g.: Figures 44(c) and 44(d)). Two different 
empirical equations are provided, one for each of these two 
situations. 

Figure 45 shows the results of this approach (both equations, 
as applicable.) Figure 45(a) shows a plot of predicted 
displacement magnitude vs. the actual observed displacement 
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- Liquefied zone with low residual undrained strength 

(a) Edge Failure/Lateral Spreading by Flow 

(b) Edge Failure/Lateral Spreading by Translation 

(c) Flow Failure 

(d) Translational Displacement 

(e) Rotational and/or Translational Sliding 

Fig. 44: Schematic Examples of Liquefaction-induced Global Site Instability 
and/or "Large" Displacement Lateral Spreading 

Seed et al. (2003) 44 



4 La 
aLaL L a oi 

£
£ 

4 

£ du05XPrsd 

LA I— 

4
,— s_ 
xMau LaUi 

I 

I I 

to. 

1.B 

1.4 

12. 

1. 

0J 

04 

0.2 

0 

S 

MI Isd 

£ 
4 

£ 

'4- 

£ £ 

for the case histories studied. For (measured) displacements 
greater then approximately l.5m., the ratio of 
predicted:measured displacements was generally in the range 
of 0.5:1 to 2:1, and this is a reasonable band of accuracy for 
engineering purposes in this range of displacements. 

For displacements of less than about im, however, the 
predictive accuracy is much poorer, reflecting the difficulty of 
predicting displacements and deformations in this "small to 
moderate" displacement range within which cyclic shearing 
and cyclic shear stress reversal, as well as dilatent strength 
with each reversal of cyclic load, gives rise to very complex 
stress-strain and cyclic pore pressure behaviors. 

The third method for estimation of expected "large" 
liquefaction-induced displacements is based on evaluation of 
the deformations/displacements required to re-establish static 
equilibrium. This requires careful assessment of the most 
critical mode of failure/deformation. An important issue in 
this approach is the progressive acceleration and then 
deceleration of the displacing soil (and/or structural) mass. 
The deformations are not arrested when the geometry is 
sufficiently rearranged as to produce a "static" Factor of 
Safety of 1.0 (based on post-liquefaction strengths, as 
appropriate.). Instead, shear strength must be employed to 
overcome the momentum progressively accumulated during 
acceleration of the displacing mass, so that the deforming 
mass comes to rest at a "static" Factor of Safety of greater 
than 1.0 (FS 1.05 to 1.25 is common, depending on the 
maximum velocity/momentum achieved before decelleration). 

For many problems, simply estimating the degree of geometry 
rearrangement necessary to produce this level of Factor of 
Safety (under "static" conditions, but with post-liquefaction 
strengths) can produce fair estimates of likely displacements. 
Alternatively, incremental calculations of (1) overall stability 
(excess driving shear stresses), (2) acceleration (and then 
decelleration) of the displacing mass due to shear stress 
imbalance (vs. shear strength), (3) accrual and dissipation of 
velocity (and momentum), and (4) associated geometry 
rearrangement, can produce reasonable estimates of likely 
ranges of displacements for many cases (Moriwaki et al., 
1998). 

Finally, it should be noted that these three types of approaches 
for estimation of expected "large" liquefaction-induced 
displacements and deformations can be used to cross-check 
each other. For example, it is prudent to check the final 
geometry "predicted" by the results of finite element or finite 
difference analyses for its "static" Factor of Safety (with post-
liquefaction strengths.) 

5.3 Assessment of "Small to Moderate" Liquefaction-Induced 
Displacements: 

Although it is feasible to make reasonably accurate estimates 
of post-liquefaction deformations and displacements for cases 
of "large" displacements, we currently do not have tools for 
accurate and reliable estimation of "small to moderate"  

liquefaction-induced displacements (displacements/deforma - 
tions of less than about 0.75m). Unfortunately, it is this 
"small to moderate" range of 0 to 0.75m. that is most 
important for most conventional buildings and engineered 
facilities. 

Unlike the case of "large" liquefaction-induced displacements, 
which are dominated by displacements "driven" principally by 
gravity forces after the cessation of strong shaking, "small to 
moderate" displacements are very strongly affected by cyclic 
inertial forces produced by strong shaking. In addition, "small 
to moderate" displacements are usually controlled in large part 
by complicated cyclic, pore pressure-induced softening 
followed by dilation and corollary reduction in pore pressures 
(and consequent re-establishment of strength and stiffness). 

(a) All case histories 

0 02 04 08 0$ I 1.2 t4 LO Ii 2 2.2 2.4 28 2$ 

(b) Cases of less than 2m. displacement 

Fig. 45: Predicted vs. Measured Displacements from Lateral 
Spreading Case Histories (Youd et at., 2002) 

Seed et al. (2003) 45 



This softening and re-stiffening behavior is relatively complex 
and difficult to predict with good accuracy and reliability. 

Figures 46 through 48 illustrate the complicated types of 
mechanical behaviors that control cyclic deformations in this 
"small to moderate" displacement range. Figure 46 presents 
the results of an undrained cyclic simple shear test of 
Monterey #0/30 sand at a relative density of Dr  = 50%, and an 
initial vertical effective stress of = 85 kPa. These 
conditions correspond roughly to a soil with an Ni,6o,  value of 
about 10 blows/ft. In this figure, (a) the bottom left figure 
presents evolution of cyclically-induced pore pressures 
(expressed as reduction in c',j), (b) the bottom right figure 
shows increasing shear strains with increasing numbers of 
cycles, (c) the top right figure shows shear stress vs. shear 
strain behavior, and (d) the top left figure presents the 
effective stress path followed during this test. All four sub-
figures are scaled so that the axes of the figures to the side 
and/or above and below each share commonly scaled axes. 

As shown in Figure 46, shear strains are relatively small for 
the first 25 cycles, until significant cyclically-induced pore 
pressures have been generated. At that point (after about 25 
cycles), there is a rapid increase in cyclic shear strains, 
representing "triggering" of liquefaction. Examining the 
stress path plots (and also the stress-strain and cyclic pore 
pressure generation plots) shows clearly that pore pressures 
are generated upon initial reversal of cyclic shear stresses 
during each half-cycle of loading, but that dilation ensues later 
in each cycle as shear strains begin to increase in the new 
direction of loading. This process of cyclic softening and then 
re-stiffening during ch cycle is now well understood, but 
remains difficult to model reliably for non-uniform (irregular) 
cyclic loading, as in earthquakes. 

Figure 47 similarly shows the same suite of plots for an 
undrained cyclic simple shear test on a sample of the same 
sand, but this time at an initial relative density of Dr  = 75%. 
This corresponds roughly to an in situ Ni,6o,  value of about 25 
to 30 blows/ft. Denser soils in this range exhibit very different 
behavior than the looser sample of Figure 46. 

The cyclic stress ratio of the test presented in Figure 47 is 1.8 
times higher than that of the previous figure. The denser 
sample (Figure 47) is more strongly dilatant with each half-
cycle of loading, and instead of relatively "suddenly" 
beginning a rapid rate of licrease of shear strains (as in the 
previous test), this denser sample exhibits a more moderate 
(and less dramatically accelerating) rate of increase of cyclic 
shear strains. Indeed, as there is no sudden transition in 
behaviors, it is difficult to identif' a singular point at which 
"triggering" of liquefaction can be said to occur. At this time, 
it is recommended that "triggering" or initiation of 
liquefaction be considered to have occurred when a soil has 
experienced significant cyclic pore pressure generation (and 
attendant softening and loss of strength), and has reached a 
cyclic shear strain (in either single direction) of y 3%. At 
this level of shear strain, subsequent performance (including 
"post-liquefaction" strength and stress-deformation behavior)  

will be controlled largely by the soil's contractive or dilational 
behaviors. 

Further complicating the issue of prediction of liquefaction-
induced deformations is the fact that, for most cases of 
engineering interest, there is a directionally preferential 
"driving" shear stress due to gravity loading (in addition to 
cyclic inertial stresses induced by the earthquake). Figure 48 
presents the results of an undrained cyclic simple shear test 
with these initial "driving" shear stresses. In this test, the 
"driving" shear stresses are aligned in the same direction as 
the (reversing) cyclic shear stress loading, and the initial 
(constant) driving shear stresses are equal to 0.08 times the 
initial vertical effective stress (of 85 kPa). In addition to the 
types of cyclic softening and dilatent re-stiffening shown in 
the two previous figures, this test (Figure 48) also exhibits 
cyclic "ratcheting" or progressive accumulation of shear 
strains in the direction of the driving shear force. It is this 
type of conplex "ratcheting" behavior that usually principally 
controls "small to moderate" liquefaction-induced 
deformations and displacements (displacements in the range of 
about 2 to 75 cm. for field cases.) 

This problem is further complicated in field cases by he 
occurrence of cyclic shear stresses "transverse" (not parallel 
to) the direction of the (static) driving shear stresses. 
Boulanger et al. (1995) clearly demonstrated that cyclic shear 
stresses transverse to driving shear forces can, in many cases, 
represent a more severe type of loading for "triggering" of 
liquefaction than cyclic shear stresses aligned "parallel" with 
driving forces. It is only in the last few years, however, that 
high quality laboratory data with "transverse" as well as 
"parallel" cyclic simple shear loading (and driving shear 
stresses) has begun to be available (e.g.: Kammerer, 2002; 
Wu, 2003; etc.), and development and calibration of improved 
analytical and constitutive models for this type of behavior are 
currently still under development. Additional complications 
involved in attempting to predict "small to moderate" 
liquefaction-induced deformations and displacements include: 
(1) the irregular and multi-directional loading involved in field 
situations, representing a complex and multi-directional 
seismic response problem, and (2) the many types and 
"modes" of deformations and displacements that can occur. 

Figures 49 and 50 illustrate a number of "modes" or 
mechanisms that can result in "small to moderate" lateral and 
vertical displacements, respectively. These figures are 
schematic and for illustrative purposes only; they are not to 
scale. 

Figure 49 illustrates three examples of modes of deformation 
that can produce "small to moderate" liquefaction-induced 
lateral displacements (of less than about im.) It should be 
noted that these can also produce much larger deformations, if 
the liquefiable soils are very loose, and geometry is 
sufficiently adverse. Figure 49(a) shows an example of limited 
lateral spreading towards a free face, and Figure 49(b) shows 
an example of limited lateral spreading downslope or 
downgrade. These modes can also give rise to large 
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Fig. 46: Undrained Cyclic Simple Shear Test on Monterey #30/0 Sand (Test No. Ms15j) 
Dr 50%, G4'=85 kPa, CSR=0.22, a=0 
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Fig. 47: Undrained Cyclic Simple Shear Test on Monterey #30/0 Sand (Test No. Ms30j) 

Dr 75%, G,'=85 kPa, CSR=0.4, a=0 
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Fig. 48: Undrained Cyclic Simple Shear Test on Monterey #30/0 Sand (Test No. Ms10k) 
Dr 55%, G'=85 kPa, CSR=0.33, a=0.18 

displacements, but when the liquefiable soils have limited 
shear strain potential (the shear strain required for dilatent re-
stiffening), then displacements are limited. 

Figure 52 (Shamoto, Zhang and Tokimatsu, 1998) presents 
engineering estimates of limiting (post-liquefaction) shear 
strains, as a function of SPT N-values. As shown previously 
in Figures 46 through 48, the shear strain required for 
dilational re-stiffening decreases with increased initial density 
(or increased Nvalue). Although there is not yet a well-
established (or well-defined) basis for selection of the precise 
shear strain corresponding to the "limiting" shear strain (see 
for examples, Figures 46 through 48), the types of values 
presented in Figure 52 represent, suitable approximate values 
for many engineering purposes. An updated set of 
recommendations of this type will be presented and discussed 
in Section 5.4. 

These "limiting" shear strains are not, by themselves, an upper 
bound to displacement potential; rather they are a basis for 
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estimation of resistance to shear deformations. In field cases 
in which significant and adverse static "driving" shear stresses 
occur (e.g. slopes, free faces, etc.) actual deformations can be 
as much as twice the values of these "limiting" shear strains, 
and even more when post-liquefaction residual strength is low 
relative to the static driving shear stresses. 

The two general types of lateral spreading deformations 
illustrated in Figures 49(a) and (b) correspond to the two types 
of lateral spreading addressed by the empirical corelation 
proposed by Youd et al. (2002). As shown in Figure 45(a), 
this approach provided reasonable estimates of expected 
displacements for cases with displacements of greater than 
about 1 .5m. However, as shown in Figure 45(b) (which is an 
enlarged view of part of Figure 45(a)), this approach does not 
provide accurate or reliable estimates of lateral displacements 
for cases where measured displacements are less than about 
im. (the range within which complex cyclic inertial loading 
and cyclic softening and dilational re-stiffening largely control 
displacements). There are, at present, no well-calibrated and 
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- Liquefied zone 

(a) Spreading Towards a Free Face 

(b) Spreading Downslope or Downgrade 

(c) Localized, Non-directionally Preferential Differential Lateral Displacements 

Fig. 49: Schematic Examples of Modes of "Limited" Liquefaction-Induced Lateral Translation 

verified engineering tools for accurate and reliable estimation 
of lateral displacements in this range. This is an area of urgent 
need for further advances, and research to fill this gap is 
underway in several countries. 

Figure 45(c) shows another mechanism which can produce 
"limited" lateral displacements; in this case, liquefaction of 
soils beneath a non-liquefied surface "crust", and laterally 
constrained against large lateral spreading towards a free face. 
When the surface "crust" is thin relative to the thickness of the 
underlying layer, and when the liquefied soils have low 
density (low N,60,cs  values), the "crust" can separate into 
distinct sections or "blocks", and these crustal sections can 
move differentially with respect to each other. This can 
produce shearing, compression and tensile separations at the 
edges of surface blocks. This, in turn, can be damaging to 
structures and/or utilities that are unfortunate enough to 
straddle the block boundaries. 

There are no good means to predict where the inter-block 
boundaries will occur, and there are no reliable methods at  

present to predict the magnitudes of localized differential 
block displacements that are likely to occur. Ishihara (1985) 
provides some insight into this "pie crust" problem, as shown 
in Figure 52. Ishihara suggests, based on empirical 
observations from a number of Japanese earthquakes, that 
surface manifestations of liquefaction will not be significant if 
(1) the site is relatively level, (2) the edges are constrained so 
that lateral spreading towards a free face is prevented, and (3) 
the ratio of the thickness of the non-liquefied surface "crust" 
(H1) to the thickness of the liquefied underlying soils (H2) is 
greater than the values indicated in Figure 52 (as a function of 
peak ground surface acceleration, as shown.) It should be 
noted, however, that these recommendations are useful only 
up to surface peak accelerations of up to 0.4 to 0.5g, and that 
these have not been verified in many earthquakes as yet. 
Preliminary field data from the recent 1999 Kocaeli (Turkey) 
and 1999 Chi-Chi (Taiwan) Earthquakes suggests that these 
criteria may not always provide fully satisfactory 
performance. 
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(a) Ground Loss Due to Cyclic Densification 
and/or Volumetric Reconsolidation 

(b) Secondary Ground Loss Due to Erosion 
of "Boil" Ejecta 
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(c) Global Rotational or Translational Site (d) "Slumping" or Limited Shear Deformations 
Displacement 

(e) Lateral Spreading and Resultant Pull- (f) Localized Lateral Soil Movement 
Apart Grabens 

(g) Full Bearing Failure (h) Partial Bearing Failure (i) Foundation Settlements 
or Limited "Punching" Due to Ground Softening 

Exacerbated by Inertial 
"Rocking" 

Fig. 50: Schematic Illustration of Selected Modes of Liquefaction-Induced Vertical Displacements 
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Soils with 10% Fines (Shamoto et at., 1998) 

Given the potential risk associated with localized differential 
movements at crustal block boundaries, it is recommended 
herein that these criteria should, at a minimum, always be 
supplemented by well-reinforced and laterally continuous 
foundations to constrain lateral differential displacements and 
to reduce differential vertical displacements at the bases of 
structures at such sites, especially when the liquefied layer 
contains soils with low equivalent Ni,60,  values (N1,6o, ~ 15), 
or when the ratios of H1/H2  are near the boundaries of Figure 
52. Shallow-founded structures and facilities should always 
be checked for bearing capacity (with post-liquefaction 
strengths) at such sites, and the possibility of lateral site 
translations (lateral spreading) should also be checked. 

In addition to differential lateral displacements, engineers 
must also deal with the hazard associated with both total and 
differential potential vertical displacements. There are a 
number of mechanisms that can produce vertical 
displacements of sites and/or structures and other engineered 
facilities. Figure 50 presents schematic illustrations of a 
number of these. Again, this figure is schematic and for 
illustrative purposes only; it is not to scale. The modes of 
vertical displacement illustrated in Figure 50 can be grouped 
into three general catagories. Figures 50(a) and (b) illustrate 
settlements due to reduction or loss of soil volume. Figures 
50(c) through (f) illustrate modes of settlement due to 
deviatoric ground movements. Figures 50(g) through (i) 
illustrate structural settlements due to full or partial bearing 
failures. 

Figure 50(a) shows "ground loss" or settlement due to cyclic 
densification of non-saturated soils and/or due to volumetric 
reconsolidation of liquefied (or partially liquefied) soils as 
cyclically-induced pore pressures escape by &ainage. The 
overall magnitude of these types of settlements can be 
reasonably well predicted by several methods (e.g.: Tokimatsu 
and Seed, 1987: Ishihara and Yoshimine, 1992), but these 
methods cannot reliably predict the magnitude and distribution 
of locally differential settlements. Overall settlement 
estimates are generally accurate within ± a factor of about 2 to 
3, so long as suitable adjustments are made for fines content 
(as both methods are for "clean" sands.) The fines adjustment 
recommended here is that of Equations 6 and 7. Section 5.4.1 
will present a recommended improved procedure for 
estimation of these types of "post-liquefaction 
reconsolidation" ground settlements. 

Figure 50(b) illustrates a second mechanism of ground loss; 
secondary ground loss as a result of erosion of soil particles 
carried by water escaping through cracks and fissures (often 
referred to as "sand boils") as excess pore pressures are 
dissipated. Boil ejecta (transported soils) can be carried to the 
ground surface, or they can be carried to accessible buried 
voids (e.g.: basements, buried culverts and sewers, etc.) 
Secondary ground loss due to erosion of boil ejecta is usually 
localized, and so can be locally differential. It is also 
essentially impossible to predict. The best defense here is 
usually to ensure sufficient lateral continuity of foundations as 
to be able to "bridge" or cantilever over localized subsidences. 
Another alternative is deep foundation support (piles or piers) 
extending beneath the depth of potential ground loss. 

Fig. 52: Proposed Boundary Curves for Site 
Indentification of Liquefaction-Induced 
(Surface) Damage (After Ishihara, 1985) 
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Figures 50(c) and (d) illustrate rotational and "slumping" 
(distributed shear) types of ground movements that produce 
settlements at the crests or heels of the slopes or 
embankments. Although these types of potential liquefaction-
induced deformations and displacements are relatively 
amenable to engineering prediction when they are "large" 
(>lm.), there are at present no accurate and reliable (or well-
calibrated) methods for estimation of expected displacements 
when displacements will be small to moderate (D 0.05 to 
0.75m.) Accordingly, significant judgement is currently 
required to assess the likely deformations, and their impact on 
structures and other engineered facilities. The lack of reliable 
and well-calibrated analysis tools here often results in the need 
for conservative assumptions, and often leads to 
implementation of conservative hazard mitigation measures. 

Figures 50(e) and (f) illustrate closely related mechanisms that 
can produce surface settlements. Figure 50(e) illustrates 
lateral spreading producing grabens, or settlements, in zones 
of locally differential extension (pull-apart zones). Figure 
50(f) illustrates localized lateral soil movement producing 
both heaving and settlement as overall soil volume is largely 
conserved. These types of potential movements are also 
difficult to predict, and again conservative assumptions and/or 
conservative steps to mitigate this type of hazard are often 
called for when these types of movements are judged to 
represent potentially serious hazards for a site, structure, or 
other engineered facility. 

Finally, in addition to liquefaction-induced soil (or site) 
displacements, another class of potential concerns are those 
associated with potential differential movements of structures 
relative to the ground. Figures 50(g) through (i) illustrate 
several subsets of these types of movements. 

Figure 50(g) represents the case in which liquefaction-induced 
loss of strength and stiffness is sufficiently severe that full 
bearing failure occurs. This type of f.ffl bearing failure occurs 
when overall bearing capacity, based on post-liquefaction 
strengths (Su,r) as appropriate, is insufficient for static 
equilibrium under gravity loading. This can produce very 
large "punching" settlements (many tens of centimeters or 
more), and can even lead to toppling of structures when they 
are narrow relative to their height. 

Figure 50(h) represents partial bearing failure or limited 
"punching" settlements. These limited punching types of 
settlements can occur at isolated footings, or can occur with 
mat and raft foundations (especially at corners and edges.) 
Limited punching settlements are generally associated with 
situations in which post-liquefaction strengths are sufficient to 
prevent full bearing failure, and they are the result of cyclic 
softening and attendant deformations required to generate 
sufficient dilational re-stiffening as to arrest movements. 

Estimation of these "limited" punching/bearing settlements 
can be further complicated by the interaction of increased 
cyclic vertical loads due to inertial "rocking" of structures 
with cyclic softening (and cyclic dilational re-stiffening), as  

illustrated schematically in Figure 50(i). There are, at present, 
no reliable and well-calibrated engineering/analytical tools for 
estimation of likely limited punching settlements. This is a 
major gap in practice, as it is limited punching settlements (in 
the range of about 0.05 to 0.75 m.) that represent one of the 
principal liquefaction-related hazards for many buildings and 
engineered structures. Preliminary results of studies to 
develop, and to field calibrate such analytical methods, will be 
presented and discussed briefly in Section 5.4.2. 

Widespread liquefaction in the city of Adapazari in the recent 
1999 Kocaeli (Turkey) Earthquake and in the city of Duzce in 
the 1999 Duzce (Turkey) Earthquake produced differential 
foundation/soil punching types of settlements in this range for 
hundreds of buildings, and many additional buildings suffered 
similar ranges of settlements in the cities of Wu Feng, Nantou, 
and Yuan Lin during the 1999 Chi-Chi (Taiwan) Earthquake. 
These two events thus provided both strong incentive, as well 
as large numbers of potential field case histories, and as a 
result considerable research efforts are currently underway to 
develop methods for estimation of these types of "limited" 
punching/bearing displacements. 

5.4 Engineering Assessment of Small to Moderate 
Liquefaction-Induced Displacements (Selected Modes): 

There is a need for improved "simplified" analytical methods 
for engineering assessment of expected liquefaction-induced 
deformations and displacements. For most civil projects, the 
engineer needs a basis for estimation of likely resulting lateral 
and vertical displacements of the ground and/or the base of the 
structure or other engineered facility. These methods need to 
be both adequately accurate and reliable, and thus must be 
well-calibrated against field performance case histories. 
Significant research efforts are underway, by multiple teams 
of researchers and in several countries, to develop improved 
analysis tools for these purposes. This section will briefly 
comment on some of these evolving methods. 

5.4.1 Site Settlements Due to Post-Liquefaction Volumetric 
Reconsolidation 

Estimation of expected site settlements due to post-
liquefaction volumetric reconsolidation (as cyclically 
generated excess pore pressures are dissipated by expulsion of 
water; see Figures 50(a) and (b)) is the simplest of the vertical 
displacement mechanisms to analyze, and several good 
methods already exist for this (Tokimatsu and Seed, 1987; 
Ishihara and Yoshimine, 1992; Shamoto et al., 1998). All of 
these methods produce reasonably good predictions of actual 
field case history observations of post-liquefaction site 
settlements for sites where lateral site displacements were 
small. 

Figure 53(a) presents new recommendations regarding 
expected volumetric reconsolidation strains after liquefaction, 
or after at least significant cyclically -induced pore pressure 
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generation. The solid line in this figure is the "triggering" 
boundary for 1 = 50% from Figure 16, and represents the 
approximate boundary for "triggering" of liquefaction. The 
strain contours represent expected values of volumetric strain 
due to post-earthquake dissipation of cyclically generated 
excess pore pressures. This is based on recent laboratory 
cyclic simple shear testing data, as well as previously 
available laboratory and field data from other researchers (Wu, 
2003). 

The horizontal axis of Figure 53(a) represents fines-adjusted, 
normalized SPT penetration resistance, using the same fines 
corrections that were employed previously in the new 
"triggering" relationships presented in Section 3.1 (Equations 
6 and 7). The vertical axis represents equivalent uniform 
cyclic stress ratio adjusted for: (1) magnitude-correlated 
duration weighting (DWFM), and (2) effective overburden 
stress (Kó). In using this figure, the earthquake-induced 
CSReq must be scaled by both DWFM  and Kó, using 
Equations 13 and 14. 

To estimate expected site settlements due to volumetric 
reconsolidation, the recommended procedure is to simply 
divide the subsurface soils into a series of sub-layers, and then 
to characterize each sub-layer using SPT data. Volumetric 
contraction (vertical strain in "at-rest" or conditions) for 
each sub-layer is then simply summed to result in total site 
settlements. 
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Fig. 54: Predicted vs. Actually Observed Liquefaction- 
Induced Ground Settlements (Wu, 2003) 

Figure 54 presents a summary of the results of application of 
this procedure to back-analysis of field performance case 
histories during a number of earthquakes (Wu, 2003). As 
shown in this Figure, predicted settlements are typically within 
a factor of ± 2 relative to those actually observed. All of the 
sites represented in Figure 54 experienced jal site 
dsiplacements of less than 1.5 m. Sites that experienced 
lateral displacements of less than 0.3 m are represented by 
solid symbols, and sites that experienced maximum lateral 
displacements of between 0.3 to 1 .5m are represented with 
open symbols. 

For sites experiencing "small to moderate" lateral site 
displacements (displacements of between 0.3 to 1.5 m), the 
vertical site settlement estimated based on summation of the 
volumetric reconsolidation strains of Figure 52(a) were 
increased by an additional term representing 10% to 20% of 
the lateral site translation (with a mean of 15%). The vertical 
bars of Figure 54 represent this 10% to 20% augmented range. 
For sites expected to experience maximum lateral translations 
of greater than about 1 .5m, these types of "simplified" 
predictions of vertical settlements should not be considered 
reliable. 

It should be noted that non-saturated soils (above the water 
table) can also suffer volumetric contraction during strong 
shaking ("shake down"). This volumetric contraction is 
usually significantly less severe than that experienced by 
saturated soils generating significant cyclically-induced pore 
pressures (typically on the order of less than 0.5% volumetric 
strain in all but the loosest of soils), but when significant 
depths of non-saturated soils with low to moderate SPT 
penetration resistance are present, it is adviseable to also add 
prediction of non-saturated "shake-down" to estimates of site 
settlements. The best published method for prediction of non-
saturated shake-down for "liquefiable" types of soils is that of 
Tokimatsu and Seed (1987), and non-saturated shake-down 
predictions by their method are included in the preditions 
presented in Figure 54. These were only significant (greater 
than about 10% of the total predicted settlements) at 5 of the 
case sites studied; at several sites with very low ground water 
tables and thus significant depths of non-saturated alluvial 
soils with relatively low blowcounts, non-saturated shake - 
down accounted for up to 20% to 30% of the total predicted 
settlements. 

Finally, it should be noted that deposits of cohesionless soils, 
and low plasticity cohesive ("silty") soils, can be notoriously 
heterogeneous in nature. As a result, interpretation of the 
results of predictions of expected site settlements due to 
volumetric reconsolidation should be leavened by an 
understanding of the variance or uncertainty (which appears to 
be a factor of about ± 2), as well as by the understanding that 
these are "average" setlements, and that local differential 
settlements can be expected. 
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5.4.2 EngineeringAssessment ofLiquefaction-Induced 
Settlements ofShallow-Founded Structures 

The quest for relatively "simple" and reliable methods for 
prediction of liquefaction-induced settlements of shallow-
founded structures has been one of the most important and 
elusive objectives of research to fill "holes" in our analytical 
repertoire. Numerous research efforts are currently underway, 
by diverse teams of researchers in at least several different 
countries, many inspired by the widespread damages resulting 
from differential or "partial punching" settlements of many 
hundreds of structures in the recent 1991 Luzon (Phillipines), 
1999 Kocaeli (Turkey), 1999 Duzce (Turkey) , and 1999 Chi-
Chi (Taiwan) Earthquakes. 

One approach under development by the authors (as well as a 
very talented team of research students at Middle East 
Technical University in Ankara, Turkey, working with Prof. 
Onder Cetin) is nearing completion, and is showing very 
promising results when predictions are compared with 
observed field performance. This "simplified" method is not 
all that simple, and space limitations do not permit a full 
treatment of this approach in this paper. (Besides, it is still 
under development; expected to be completed within the  

calendar year.) Instead, a brief description of the approach, 
and of the results to date, will be presented. 

This method is being developed and field-calibrated using 
field performance case histories selected for study from 
among the many hundreds of structures that suffered 
liquefaction-induced settlements and/or partial punching 
failures in the city of Adapazari, Turkey during the 1999 
Kocaeli Earthquake, and in the city of Duzce, Turkey, during 
the 1999 Duzce Earthquake. 

Figure 55 illustrates typical conditions considered. In both of 
these cities, relatively stiff, monolithic reinforced concrete 
buildings of 2 to 6 stories were routinely founded at shallow 
depths (usually on thick mat foundations) over potentially 
liquefaible soils and with a shallow ground water table. 
Performance varied from relatively minor foundation 
settlements of less than 10cm (relative to the adjacent ground), 
to measured settlements of more than im. Several buildings 
(of tall, narrow aspect ratio) in Adapazari suffered sufficient 
partial bearing failures that they toppled over. 

The approach under development involves first assessing post-
liquefaction stability (bearing capacity relative to post- 
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Fig. 55: Example of Foundation Soil Conditions for a Four-Story Reinforced Concrete 
Structure in Adapazari, Turkey (After Bray et al., 2003) 
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liquefaction residual strengths). All of the field cases studies 
"passed" this screening (as, apparently, did all but a few of the 
structures in these two cities), and consideration next 
progressed to assessment of expected structural settlements. 

Settlements of the structures had two principal contributing 
source mechanisms; "volumetric" settlements arising 
principally from volumetric reconsolidation, and "deviatoric" 
settlements arising from cyclic bading in combination with 
static "driving" shear stresses due to foundation bearing loads. 
Total settlement, AZtotai, at either the corner or the edge of a 
shallow-founded structure was then estimated as 

AZtotai  = AZvoiumetric  + AZdeviatoric [Eq. 23] 

In this equation, AZvoietnc  can be calculated in much the 
same manner as was described in the prevoius section, except 
that the cyclic loading (and the resultant CSR) in each sub-
layer beneath the building foundation is exacerbated by 
soil/structure interaction (SSI) which induces additional cyclic 
loading of the ground near the edges due to both differential 
lateral inertial forces between the structure and the ground 
("hockey-puck-like" kinematic and inertial interaction) and 
vertical loading pulses due to "rocking" forces from the 
structure. 

These increased (SSI-induced) cyclic loadings have been 
analyzed by means of extensive 3-dimensional, nonlinear 
dynamic SSI analyses, and one of the great challenges in 
development of "simplified" methods is boiling down all the 
results of these SSI analyses to develop simplified estimates of 
exaccerbated CSR in layers near and below the foundations. 

An additional, and relatively minor, issue is the increase in 
vertical effective stress beneath the foundations (relative to the 
adjacent free field ground) which produces a minor and 
adverse Ka effect. 

With regard to AZvoiumetnc, the result of SSI-exacerbated CSR 
(and of K effects) is some minor increase in settlements 
relative to the adjacent "free field" ground, but these were 
relatively minor; typically on the order of 5 to 10 cm. As the 
adjacent free field ground also experienced some non-zero 
AZvoiumetric, and as the "Observed Settlements" of the cases 
presented in Figure 56 represent differential settlement of the 
structure relative to the adjacent free filed ground surface, the 
contribution of AZvoiumetric  to the "Estimated (predicted) 
Settlements" in Figure 56 was relatively minor. 

The second term of Equation 23 (AZdeviatoric) is more 
complicated, and was the principal contributor to observd 
building settlements in the two cities studied. AZdeyiatoric  
represents shear deformations in the general direction of 
"partial bearing failure" though often with much smaller 
displacements) and is a function of: (1) the SSI-exacerbated 
cyclic loading (CSR) in each soil sub-layer beneath the 
foundation, and (2) the static "driving" shear stresses due to 
the bearing loads of the foundation. 
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Fig. 56: Predicted vs. Actually Observed Liquefaction-
Induced Building Settlements in Duzce and 
Adapazari (Cetin, et al., work in progress) 

Figure 53(b) presents recommended values of Shear Strain 
Potential Index (SPI). SPI is the maximum shear strain 
developed in 15 cycles of uniform cyclic loading, without 
significant static "drivivng" shear forces (a = 0 conditions.) 
The limiting shear strain indices of Figure 53(b) were used as 
the principal index of resistance to shear deformations. 

These are only an "index" as the actual shear strains 
developed are a function of the interaction of CSR with static 
"driving" shear stresses. As these driving shear stresses are 
very significant near the bases of the edges of the structures, 
the complex interaction of these driving loads with the 
earthquake-induced cyclic loads is a critical issue. There is 
some insight that can be gleaned from laboratory cyclic testing 
data, but in the end the final characterization of the interaction 
between CSR and a was developed by regression of field case 
histories. The form of the calculation of AZdevjatorjc  is to 
perform analyses of each soil sub-layer beneath the corner or 
edge of the structure as in Equation 24, and then sum the 
settlements. For each sub-layer 

AZdeviatoric  f(CSRfieefield, CSRssi, SPI, a, K) [Eq. 24] 

where K is a strain-based factor that characterizes the effects 
of non-zero driving shear stresses on the accumulation of 
shaer strain in the driven direction. (This is somewhat 
analogous to the Ká factor discussed earlier in Section 3 for 
"triggering" evaluations, but is not at all the same.) 

Seed et at. (2003) 56 



CASI A 

CASE B 

Figure 56 presents a comparison between predicted 
liquefaction-induced building settlements and those actually 
observed for 26 buildings in the cities of Adapazari and 
Duzce. Both "Estimated" and "Observed" settlements in this 
figure represent settlements of the building relative to the 
adjacent "free field" ground. 

Most of the cases presented in Figure 56 are from the city of 
Duzce, as many of the cases studied in Adapazari are 
complicated by the presence of cohesive soils from "Zone B" 
of Figure 3; soils that are vulnerable to cyclic strain softening 
(especially when a is non-zero). These cohesive soils appear 
to have contributed significantly to overall building 
settlements in many of these cases, but the analytical methods 
described abve are applicable only to soils of Zone A of 
Figure 4. 

Additional cases are being studied and analyzed, and these 
analytical tools are still being refined. It is hoped that this 
work will be completed by late Summer or early Fall, and 
more complete presentations of this method, as well as its 
development and calibration against an increasing number of 
field case histories, should be available soon. 

5.4.3 EngineeringAssessment of "Smailto Moderate" 
Lateral Site Displacements 

A number of researchers have investigated the phenomenon of 
permanent deformation due to liquefaction-induced lateral 
spreading, beginning with the seminal early work of Hamada 
et al. (1986). Hamada et al. began by assembling a database 
of case histories, consisting of sites where lateral spreading 
occurred during three earthquakes (the 1964 Niigata, 1983 
Nihonkai-Chubu, and 1971 San Fernando Earthquakes). The 
case histories were divided into three main types based on 
topographic conditions, which are illustrated in Figure 57: (A) 
slightly inclined ground conditions ("gently sloping"), (B) 
horizontal ground surface with a vertical discontinuity (a 
"free-face"), and (C) horizontal gmund surface and a 
liquefiable layer with an inclined lower boundary. Each case 
history consisted of a "segment" where the sliding could be 
regarded as one block. The geotechnical characteristics and 
measured displacements were then averaged across the 
segment. An empirical regression technique was applied to the 
database, the variable components of which were based on 
topographic and geologic descriptors (e.g. thickness of 
liquefiable layer, H, gradient of ground surface, 8, etc.). The 
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Fig. 57: Types of Permanent Lateral Ground Displacements 
(after Hamada et al., 1986) 

result was a very simple predictive equation for lateral spread 
displacement as 

DH = 0.75 H°5 O.33 [Eq. 25] 

Bartlett and Youd (1992) built on Hamada's empirical 
approach by: (1) adding additional case histories to the 
database, (2) changing the definition of a case history from the 
previously described "segments" to each individual measured 
displacement vector, and (3) adopting an expanded set of input 
variables into the predictive equation. Cases were divided into 
two types: (1) "gently sloping ground" cases, and (2) cases 
with a "free face". Separate predictive equations for each of 
these two types of cases were then developed by multiple 
linear regression (MLR). 

Youd et al. (2002), the most recent update to Youd's body of 
work on lateral spread displacement prediction, corrects 
several errors in the original database and attempts to further 
optimize the variables used in the MLR predictive equations, 
as shown Equations 26(a) and 26(b). 

(a) For free-face conditions: 

LogDH  = -16.713 + l.532M— 1.406 log R*  - 0.012R + 0.592 log W 
+ 0.540 log 115  + 3.413 log (100 - F15)— 0.795 log (D5015  + 0.1 mm) 

(b) For gently sloping ground conditions: 

Log DH = -16.213 + 1.532M — 1.406 log R*  - 0.012R + 0.338 log S + 0.540 log T15  
+ 3.413 log (100 - F15)— 0.795 log (D5015  + 0.1 mm) 

[Eq. 26(a)] 

[Eq. 26(h)] 
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For a description of the input variables, the reader is referred 
to Youd et al. (2002). Figure 45 shows the measured vs. 
predicted displacements from the revised Youd et al. work 
(using both equations, as appropriate to each individual case). 
Despite efforts to refine the MLR equations, the predictive 
capacity is largely within a factor of two for displacements of 
greater than about 1 .5m., but is less accurate and reliable for 
smaller displacements. Because it is displacements of 
considerably less than lm. that are of principal interest for 
most engineering applications, further developments are 
needed. 

Bardet et al. (1999) built upon the Youd et al. corrected 
database, and used largely the same lateral spread case history 
database to develop a probabilistic model. This is a potentially 
valuable step because it casts the predictive equations in a 
probabilistic format, such that an analysis of lateral spreading 
could be folded into a probabilistic seismic hazard analysis 
framework. Bardet et al. also performed an additional 
regression on only that portion of Youd's database that 
represents displacements of less than two meters, reframing 
the problem of lateral spreading deformations to focus on 
"small to moderate" displacements. 

Rauch and Martin (2000, 2001) took a good look at the 
phenomenon of liquefaction-induced lateral spreading, 
resulting in a fundamental step "backward" to the original 
Hamada work. Rauch and Martin built a new database of case 
histories where each lateral spread feature was represented as 
a single data point, characterized by a maximum and mean 
horizontal and vertical displacement, rather than using 
multiple individual displacement vectors at a single "feature" 
as independent data points. While this substantially reduces 
the number of case histories within the database, it is a 
fundamentally more sound approach, as adjacent displacement 
measurements are not statistically independent as simple 
statistical regression techniques would require. 

Current research at UC Berkeley continues the advancement 
of the "Hamada"-type approach, i.e. empirical treatment of 
liquefaction-induced lateral spreading displacements. Building 
upon the viewpoint that a lateral spread is a single case, but 
internally addressing the variation of displacements across a 
given spreading feature, ongoing research at UC Berkeley 
breaks away from MLR statistical techniques and adopts the 
Bayesian methodology previously described in Section 3.1 (b) 
of this paper. This methodology allows for appropriate 
treatment of uncertainty and variability in the data, as well as 
in the modelling. 

This research effort will also tailor the predictive equation 
form (an ability granted by the Bayesian methodology) to 
better account for principal factors affecting lateral spread 
displacements: (a) magnitude and duration, as represented by 
the magnitude-corrected duration-weighted cyclic shear ratio, 
CSReq, (b) distributed strain within the potentially liquefiable 
layer(s), as characterized and indexed to limiting shear strain 
potential index (SPI), and (c) cyclic strain accumulation 
attributed to interaction of cyclic loading with static driving  

stress. Efforts will be made to combine the "free-face" and 
"gently sloping ground" conditions into one condition 
represented by a statically-induced shear strain normalized by 
effective overburden stress, similar to the treatment given to 
analyses of dams. The resulting model is expected to represent 
an improvement on several fronts through: (1) the utilization 
of engineering parameters that represent the principal factors 
affecting the problem of liquefaction-induced lateral 
spreading, (2) appropriate treatment of inherent variability and 
statistical/model uncertainty, and (3) sound calibration against 
field case histories of liquefaction-induced lateral spreading as 
represented by the case history database (estimated completion 
in about one year). 

6.6.3 Finite Element and Finite Difference Analyses: 

There are an increasing number of finite element (FEM) and 
finite difference (FDM) programs available, including both 
commercial and proprietary codes, for analysis of 
liquefaction-related problems. Both relatively simple, and 
more advanced and complex, constitutive and behavioral 
models continue to evolve for these applications. FEM and 
FDM analyses are increasingly being applied to significant 
projects including analyses of major earth and rockfill dams as 
well as complex soil/structure interaction problems including 
harbor frontages, quay wall systems, levees, bridge abutments 
and foundations, and pile and pier foundations in liquefiable 
ground. 

As analytical models become more powerful and more 
complex, there is an increased need to "check" and calibrate 
these analyses against field case histories and against both 
simpler approximate analyses and eigineering judgement on 
individual engineering projects. 

These types of analyses are typically "sensitive" to variations 
in one or more modelling parameters, and often to variations 
within the range of accuracy with which the key parameter(s) 
can be defined. It is important to check for these parameter 
sensitivities, and to account for the resulting range of 
analytical outcomes in engineering use of the results. 

The San Fernando Dam case histories are a key suite of 
studies, and should be back-analyzed with any program 
intended for subsequent "forward" application to analyses of 
current dams. (These are also an important suite of case 
histories for calibration of more "simplified" analytical 
methods.) The San Fernando Dams essentially represent a 
suite of four case histories, as there are two dams (the Upper 
and Lower San Fernando Dams), and each dam has both an 
upstream and a downstream face. Performance of the dams in 
the earthquake is well-documented, and embankment and 
foundation soil conditions are also well-studied. 

Figure 58 illustrates the use of finite difference analyses in 
back-analysis of the liquefaction-induced upstream slope 
stability failure of the Lower San Fernando Dam in the 1971 
San Fernando Earthquake. The code used was a modified, 
proprietary version of the commercially available code FLAC 

Seed et al. (2003) 58 



4 

 __ Piiauiiiii -- - 
a) FLAC Mesh of Initial Conditions 

b) Final Configuration with Velocity Vectors 

Fig. 58: Finite Difference Analyses of the 1971 Liquefaction-Induced Upstream Slope Failure in the Lower San Fernando Dam (Beaty and Byrne: Beaty,2001) 
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Fig. 59: Cross-Sections Through the Lower San Fernando Dam Showing Conditions Before and After the Upslope Slope Failure (Seed et aL, 1988) 
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Fig. 60: Finite Difference Mesh Showing Final Deformed Shape of Upper San Fernando Dam 
Beaty and Byrne: Beaty, 2001) 

(Beatty, 2001). The original code (Itasca Consulting Group, 
Inc., 2000) was modified to implement a new constitutive 
model and to facilitate improved treatment of post-liquefaction 
stress-deformation and residual strength behaviors. 

The Lower San Fernando Dam was initially constructed by 
hydraulic fill methods, and was subsequently topped and 
buttresses by lesser rolled fill sections. Figure 59(a) shows a 
cross-section of soil conditions prior to the earthquake, and 
Figure 59(b) shows the defonned/displaced configuration after 
the upstream slope failure. It is well-known that the upstream 
face of the Lower Dam suffered a liquefaction-induced 
stability failure that resulted in large displacements (of up to 
150 feet) back into the reservoir, and significant crest loss 
(-40 feet) as well. 

Many analysis methods have successfully concluded that the 
upstream face would fail in this manner. What is more 
difficult, however, is to use the same analysis method to 
demonstrate that the downstream face does Qj  fail at the same 
time. Differences between the soil properties and geometries 
of the upstream and downstream faces are relatively subtle, 
and many analyses either predict failure of both, or successful 
performance of both. The "correct" answer was a massive 
upstream failure, and limited movements of less than several 
feet on the downstream side. 

Even more challenging, is to also use the same analytical tools 
to predict the performance of the Upper Dam as well. The 
Upper Dam was built with similar methods and materials, but 
with different geometry. The Upper Dam remained "stable", 
suffering relatively minor lateral bulging at the lower faces on 
both the upstream and downstream sides, and attendant crest 
sefflement of approximately 3 feet. 

Figure 58(a) shows the original, pre-earthquake mesh used to 
back-analyze the performance of the Lower Dam. Figure 
58(b) shows the deformed mesh, and displacement velocity 
vectors, at the point that the analysis was discontinued due to  

excessive mesh distortion. These results indicate large 
deformations and displacements to the upstream side, and only 
limited displacements to the downstream side, in very good 
agreement with observed behavior. 

It should be noted that the analysis of the Lower dam can be 
extended to larger total deformations by re-meshing, and then 
continuing the analysis. This can impose some degree of 
approximation in the analysis, but can also produce both 
useful and reasonable results. 

Figure 60 shows analyses of the performance of the Upper 
Dam using the same FDM code and methods. The dashed 
lines show the pre-earthquake mesh configuration, and the 
solid lines show the final (post-earthquake) deformed mesh. 
Maximum movements in both the upstream and downstream 
directions, as well as the "predicted" crest slumping, were 
again in good general agreement with those actually observed. 

When using these types of (FEM or FDM) procedures to 
analyze "expected" embankment deformations and dsplace-
ments, it is impotant to recognize the strengths and short-
comings of these approaches, and also to cross-check the 
analyses against simpler analytical approaches. FEM and 
FDM analyses tend to be unable to adequately "localize" shear 
to a narrow shear band or slip surface in many cases of very 
large displacement. On the other hand, they can suitably 
model inertial and gravity "driving" forces as well as general 
strength/resistance to deformations, and can produce very 
reasonable predictions of the general magnitude and 
distribution of displacements. The details of shear 
displacements may be off, but these predictions can provide 
very useful engineering insight. 

One important check of predictions of "large" liquefaction-
induced displacements is to check the "static" factor of safety 
based on post-liquefaction undrained residual strengths (as 
discussed in Section 4.0). Because the slumping/deforming/ 
sliding failure masses accumulate some velocity as they move, 
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the resultant accumulated momentum mu St be reversed as they 
are brought back to rest. As a result, these masses come to 
rest at an apparent "post-liquefaction" Factor of Safety of 
greater than 1.0, and values of FS = 1.05 to 1.2 are common 
for cases of large displacements. Checking the apparent "post-
liquefaction" Factor of Safety of the final (predicted) 
deformed geometry can provide important insight regarding 
the reasonableness of the analytical results in such cases. 

It should also be noted that even the most advanced FEM and 
FDM analysis methods cannot reliably predict the degree of 
local differential displacements of adjacent "blocks" along the 
embankment, and cannot therefore reliably serve to predict 
expected longitudinal and transverse cracking; these can be 
critical issues in evaluation of the ability of the embankment 
to safely retain the reservoir. Similarly, some judgement must 
also be applied in assessment of the likely height of the single 
lowest point of the crest after a design earthquake, as it is the 
single lowest point that defines available freeboard. 

These same types of considerations apply to use of these 
methods for analysis of other types of problems and 
geometries, including soil/structure interaction applications. 
Limitations of the analytical models in terms of their accuracy 
and reliability, and their ability to model key details, must be 
assessed, and (1) the results need to be checked by simpler 
analytical approaches, and (2) significant judgement needs to 
be applied in evaluation and use of the results of advanced 
FEM or FDM analyses. 

This paper cannot possibly go much deeper into this subject, 
so we will summarize by noting that the increased availability 
and power of FEM and FDM analysis tools does not reduce 
the importance of either (1) "simplified" analytical tools, or 
(2) engineering judgement. Instead, the power and complexity 
of these evolving analysis tools places an increased premium 
on judgement and cross-checking of the results of these more 
advanced analyes. Used with prudence and judgement, 
advanced (FEM and/or FDM) analysis tools can provide 
significant improved insight for many engineering problems. 

7.0 MITIGATION OF LIQUEFACTION HAZARD 

7.1 General: 

When satisfactory performance of structures and/or other 
engineered facilities cannot adequately reliably be assured, 
engineered mitigation of the unacceptable liquefaction hazard 
is generally required. There are many methods, and variations 
on methods, currently available for this, and more are under 
development. 

Table 3 presents a brief list of selected major mitigation 
methods available. It should be noted that these do not have to 
be employed singly; it can often be optimal to use two or more 
methods in combination. 

It is not reasonable, within the constraints of this paper, to 
attempt a comprehensive discussion of all available mitigation  

methods. Instead, limited comments will be offered regarding 
various aspects of some of these. It should be noted that 
mitigation of liquefaction hazard is an area subject to 
considerable controversy, and that our understanding of the 
efficacy of some of these methods is still evolving. It is 
suggested that key issues to be considered in selection and 
implementation of mitigation methods are: (1) applicability, 
(2) effectiveness, (3) the ability to verify the reliability of the 
mitigation achieved, (4) cost, and (5) other issues of potential 
concern (e.g.: environmental and regulatory issues, etc.). More 
comprehensive treatments of many of the mitigation methods 
listed in Table 3 are available in a number of references (e.g.: 
Mitchell et al., 1995; Hausmann, 1990). 

The first class or category of methods listed in Table 3 involve 
surface compaction. When this is the case, potentially 
liquefiable soil types should be placed in layers and 
compacted, using vibratory compaction, to specifications 
requiring not less than 95% relative compaction based on the 
maximum dry density i,max) as determined by a Modified 
AASHTO Compaction Test (ASTM 1557D). 

The second group of methods listed in Table 3 involves in-situ 
ground densification. It is recommended that these methods 
be coupled with a suitably comprehensive post-treatment 
verification program to assure that suitable mitigation has 
been achieved. CPT testing is particularly useful here, as it is 
rapid and continuous. When CPT is to be used for post-
densification verification, it is a very good idea to establish 
pre-densification CPT data, and to develop site-specific cross-
correlation between SPT and CPT data. 

In addition, it should be noted that ageing effects (including 
establishment of microbonding and even cementation at 
particle contacts) is disrupted by in situ densification. These 
ageing effects increase both resistance to liquefaction, and also 
resistance to penetration (as measured by SPT, CPT, ac.) 
Immediately after in-situ densification, despite increased 
overall density of the soils, it is not unusual to find that 
penetration resistances have not increased nearly as much as 
expected, and in some cases they have even been observed to 
decrease slightly. Over subsequent weeks and months, 
however, as ageing effects re-establish themselves, penetration 
resistances generally continue to increase. A large fraction of 
ageing effects usually occur over the first 6 to 12 weeks after 
treatment, and penetration tests performed sooner than this can 
be expected to provide conservatively biased results. 

In-situ vibrodensification, or compaction by means of 
vibratory probes, has been employed to depths of 70m. 
Difficulties in penetrating to depth through dense and/or 
coarse soils, and failure to deliver sufficient vibrational energy 
as to achieve adequate densification in the face of high 
overburden stresses, can limit the efficacy of these methods at 
the deepest of these depths. Vibroflotation, using vibroflots 
whose vibrational source is at the lower tip of the vibrating 
probe (within the ground), can generally deliver higher 
vibrational energy to greater depths than most other vibratory 
probe systems. 
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Table 3: List of Selected Methods for Mitigation of Seismic Soil Liquefaction Hazard 

General Category Mitigation Methods Notes 
I. Excavation and/or 

compaction 
(a) Excavation and disposal of liquefiable soils 

(b) Excavation and recompaction 

(c) Compaction (for new fill) 
II. In-situ ground 

densification 
(a) Compaction with vibratory probes (e.g.: 

Vibrofiotation, Terraprobe, etc.) 

(b) Dynamic consolidation (Heavy tamping) 

(c) Compaction piles 

(d) Deep densification by blasting 

(e) Compaction grouting 

-Can be coupled with 
installation of gravel 
columns 

-Can also provide 
reinforcement 

III. Selected other 
types of ground 
treatment 

(a) Permeation grouting 

(b) Jet grouting 

(c) Deep mixing 

(d) Drains 
- Gravel drains 
- Sand drains 
- Pre-fabricated strip drains 

(e) Surcharge pre -loading 

(f) Structural fills 

-Many drain installation 
processes also provide 
in-situ densification. 

IV. Berms, dikes, 
sea walls, and 
other edge 
containment 
structures/systems 

(a) Structures and/or earth structures built to 
provide edge containment and thus to prevent 
large lateral spreading 

V. Deep foundations (a) Piles (installed by driving or vibration) 

(b) Piers (installed by drilling or excavation) 

-Can also provide ground 
densification 

VI. Reinforced shallow 
foundations 

(a) Grade beams 

(b) Reinforced mat 

(c) Well-reinforced and/or post-tensioned mat 

(d) "Rigid" raft 

Vibrodensification is generally very effective in soils with less 
than about 5% clay fines, but can be ineffective in soils with 
larger fractions of clay fines. It had long been thought that the 
difficulty in vibrodensification of soils with high fines 
contents was related to the inability of water to escape, and 
indeed some improvement in densification of soils with high 
fines contents has been observed with the use of pre -installed 
wick drains to assist in allowing egress of water. It is noted, 
however, that the clay contents at which vibrodensification 
begins to be ineffective are at least somewhat similar to the  

clay contents at which classic cyclically-induced liquefaction 
ceases to occur (see Figures 2 and 3). It appears likely that, as 
vibrodensification essentially works by liquefying and 
densifying the soils, the limit of "treatable" soil types is at 
least somewhat coincident with the types of soils that are 
"liquefiable", and thus in need of treatment. 

Some of the vibrodensification methods also result in 
installation of dense gravel columns through the treated 
ground (vibro-replacement). It has been suggested that these 
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dense gravel columns, which have high shear moduli relative 
to the surrounding (treated) soils, will attract a large share of 
the earthquake-induced cyclic shear stresses propagating 
through the composite treated ground, and thus partially shield 
the softer surrounding soils from cyclic loading. This, in turn, 
would produce the added benefit of reducing the cyclic shear 
stress ratios (CSR) to which the treated soils would be 
subjected during an earthquake. 

Estimates of the level of shear stresses borne by the dense 
gravel columns are sometimes computed by estimating the 
contributions of the stiffer columns and the softer surrounding 
soil, based an assumption of a simple shear mo de of 
deformation, and using contributory areas of the dense gravel 
columns and the surrounding soils and their respective shear 
moduli. Unfortunately, for colunm height to diameter ratios of 
greater than about three, the deformations of the gravel 
columns are dominated by flexure, rather than simple shear, 
and this renders them much "softer" than the above-described 
analyses would suggest. Indeed, the gravel columns generally 
provide relatively little "shielding" of the surrounding soils, 
and this hypothesized shielding effect can usually best be 
conservatively neglected. 

Vibrodensification-installed gravel columns are also 
sometimes credited as serving as "drains" to rapidly dissipate 
seismically-induced excess pore pressures. This will be 
discussed a bit later under "Drains". 

Dynamic consolidation (or heavy tamping) involves raising a 
large mass to great height (with a crane), and then dropping it, 
producing both surface impact and vibrational compaction. 
The depth to which this can be effective is pincipally a 
function of the weight that can be raised, and the height from 
which it can be dropped. Good results can usually be 
achieved to depths of up to about 6 to 8m. with "conventional" 
equipment, and special purpose equipment has been built to 
extend these depths somewhat for individual, large projects. 
Dynamic consolidation is generally less expensive (per treated 
volume) than vibrodensification, but cannot reach to the same 
depths and is progressively less effective as depth increases. 
Other issues, including treatable soil types and post-treatment 
verification (including ageing effects) are largely as discussed 
previously for vibrodensification. 

Compaction piles provide improvement by three mechanisms; 
(1) by densification due to driving installation, (2) by 
increasing lateral stresses, and (3) by providing structural 
reinforcing elements. This method is only rarely used, 
however, due to its cost. It is generally employed in unusual 
situations where other methods cannot reliably be 
implemented. 

Blasting can be used to achieve deep densification of 
potentially liquefiable soils. This method, however, tends to 
produce less uniform densification than vibrodensification, 
and generally cannot reliably produce densities as high as 
those that can be obtained with high energy vibrodensification 
methods that effectively transmit high vibrational energy to  

soils at depth (e.g. Vibroflotation, etc.) Blasting also raises 
environmental concerns, issues regarding propagation of 
vibrations across neighboring sites, and issues regarding noise 
and safety. 

Compaction grouting is the last of the "in-situ ground 
densification" methods listed in Table 3, and is also the first of 
three "grouting" methods listed in this table. Compaction 
grouting involves injection of very stiff (low slump) cement 
grout into the ground at very high pressure, ideally forming 
"bulbs" of grout and displacing the surrounding soils. 
Compaction grouting works both by densifying soils, and by 
increasing in-situ effective lateral stresses. The degree of 
densification that can be achieved by the monotonic (non-
cyclic) loading imposed by the growing grout mass is 
dilationally limited, however, and recent research suggests that 
the increased lateral stresses can relax over time. An 
additional drawback is the difficulty in verif'ing improvement 
by means of penetration testing. Compaction grouting 
performed well at one site in San Francisco during the 1989 
Loma Prieta Earthquake, but the site was subjected to only 
moderate levels of shaking (am 0.2g., and a relatively short 
duration of shaking). This method remains unproven at higher 
levels of shaking. 

Permeation grouting involves injection of a grouting agent in a 
fluid form into the void spaces between the soil grains. A 
limitation of this method is the inability of even the most 
finely ground cement grouts to reliably penetrate into the 
voids of soils with greater than about 6 to 10% fines. As this 
can include silty fmes, this leaves most silty soils potentially 
vulnerable to liquefaction. This is also problematic in sandy 
and silty soil deposits of variable fines content, a common 
situation. Chemical grouts are available that can more reliably 
penetrate into finer soils, but these are increasingly 
problematic with regard to environmental and regulatory 
issues. Another significant drawback with permeation 
grouting is the inability to know, with certainty, just where the 
grout has actually gone. This is exacerbated by the inability to 
"check" conditions after treatment, except by means of 
expensive borings, as the hardened grout impedes penetration 
of CPT. Finally, cost is usually very high. 

Jet grouting is an attempt to achieve grout penetration by 
jetting at very high pressure from a rotating probe, as the 
probe is withdrawn. Ideally, this produces a cylindrical 
column of treated soil (or soil cement). Penetration of the jet 
varies with soil density and character, however, so that the 
diameter of the treated column can be uncontrollably variable. 
Coarse particles (gravelly and coarser) can fully deflect the jet, 
leaving untreated slivers in the treated column. As with 
permeation grouting, post-treatment "checking" is rendered 
difficult and expensive by the hardened treated column. This 
method is also expensive, and it is not economical to attempt 
to treat the full volume of liquefiable soil. Accordingly, 
treatment of overlapping columns is employed, as described 
below for deep soil mixing. Overall, jet grouting can be an 
uncertain process in variable cohesionless soils, and has been 
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supplanted to some extent by the more certain process of deep 
mixing for liquefaction applications. 

Deep mixing involves the use of large augers both to introduce 
cement grout and to mix it with the soil, producing treated soil 
cement columns. This is essentially a brute force method, and 
it has a significant advantage over both permeation and jet 
grouting inasmuch as the injection and mixing process 
provides reliable treatment of a known volume of soil. The 
problem with deep mixing is that it not economical to treat 
the full liquefiable soil volume. Accordingly, rows of slightly 
overlapping treated columns are used to create "walls", and 
these are arranged in a cellular pattern (in plan), surrounding 
"cells" of untreated soil. The soils within the cells can still 
liquefy, however, especially when the "treatment ratio" (the 
ratio between treated soil volume, and the untreated volume 
within the cells) is low. Soils within the cells can also settle, 
producing differential settlements. This can, clearly, be an 
effective method, and performance was good at one site 
during the recent 1995 Kobe Earthquake. It is not known with 
any assurance, however, exactly what treatment ratios are 
required for various situations, and as the cost of treatment is 
relatively high, selection of treatment ratios has a tremendous 
impact on overall cost. 

Drains are a very interesting and challenging method for 
mitigation of liquefaction hazard. An important potential 
drawback of this method is that it poses a "brittle" solution; it 
is effective only if it successfully promotes sufficiently rapid 
dissipation of pore pressures as to prevent the occurrence of 
liquefaction. If pore pressure dissipation is not sufficiently 
rapid during the relatively few critical seconds of the 
earthquake, however, this method does relatively little to 
improve post-liquefaction performance. An additional 
drawback is that, although it may prevent liquefaction, this 
method only reduces (but does not eliminate) settlements due 
to cyclic densification and reconsolidation after partial cyclic 
pore pressure generation. 

A major difficulty in the use of drains is the need to assess the 
in-situ permeability of the soils to be drained. It is usually 
difficult to reliably assess the in-situ permeability of soils with 
an assured accuracy of better than about plus and minus one to 
two orders of magnitude, and this type of uncertainty can have 
a tremendous effect on the required spacing of drains. This is 
routinely exacerbated by the intrinsic in-situ variability in 
character (e.g.: fines content, etc.) of liquefiable soil deposits. 
It should also be noted that concerns regarding potential 
"plugging" of drains, either by formation of an external "skin" 
of transported fines, or by infiltration of transported fines into 
soil drains, is a risk that is difficult to quantify. When drains 
are installed by vibro-probes, without external filters, 
significant mixing of the coarse (and ostensibly free draining) 
drain soils and the (finer) surrounding soils routinely occurs, 
and this greatly reduces the drains' ability to rapidly pass large 
volumes of water over the critical few seconds of an 
earthquake. 

Drains, alone, can represent a difficult and uncertain 
mitigation approach. Many of the drain installation techniques 
employed also provide in-situ vibrodensification, however, 
and this can be a very attractive combination. As discussed 
previously, in-situ vibrodensification can be an effective 
mitigation method, and can be checked to verify post-
treatment onditions. When coupled with drains, the drains 
can be useful in retarding the formation of "loose" zones 
and/or water blisters at the interfaces between layers of 
differing vertical permeabiltiy. 

Surcharge pre-loading (Method 111(e) in Table 3) induces 
increased vertical and horizontal effective stresses. When the 
surcharge is then removed, the resulting overconsolidation 
leaves the soil somewhat more resistant to triggering or 
initiaion of liquefaction. The degree of increased liquefaction 
resistance that can be achieved is only moderate, however, and 
this is not generally an effective method in regions of high 
seismicity. 

Structural fills can be used to increase the thickness of a non-
liquefiable "crust" overlying potentially liquefiable soils (see 
Figures 26(c) and 29). These can be further improved by 
inclusion of horizontal layers of high-strength and ductile 
reinforcing mats, to minimize differential movements at the 
edges of "blocks" of intact crust and/or structural fill (see 
Figure 26(c)). 

Structural fills can also be used to buttress free faces towards 
which lateral spreading otherwise might occur, and this leads 
naturally to the suite of methods in Group IV of Table 3. 
These methods involve creating secure containment of 
"edges" or free faces towards which liquefaction-induced 
lateral spreading might otherwise occur. The key here, of 
course, is to ensure that the containment system itself does not 
fail during the earthquake. These methods serve primarily to 
prevent "large" lateral spreading deformations; they are often 
less effective at reducing localized differential lateral and 
vertical movements and/or bearing settlements, so the 
acceptability of expected localized deformations after 
remediation must be checked. 

The next two groups of mitigation methods in Table 3 are 
"structural" methods, and the first of these is the use of deep 
foundations (piles or piers). Piles or piers, safely bearing at 
depths below the occurrence of liquefaction (or significant 
cyclic softening due to partial liquefaction), can provide 
reliable vertical support and so can reduce or eliminate the risk 
of unacceptable liquefaction-induced settlements. Pile or pier 
foundations do not, however, necessarily prevent damages that 
may occur as a result of differential lateral structural 
displacements, so piles and/or piers must be coupled with 
sufficient lateral structural connectivity at the foundation as to 
safely resist unacceptable differential lateral displacements. 

An additional concern, which prior to this past decade had 
been routinely neglected, is the need to ensure that the piles or 
piers themselves are not unacceptably damaged during seismic 
excitation. Numerous field cases of damage to piles during 
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earthquakes, dating back as far as the 1964 earthquakes in 
Alaska and Niigata (Japan), and continuing through the recent 
Kobe (Japan) and Chi Chi (Taiwan) Earthquakes, continue to 
emphasize the importance of this topic. Significant research 
efforts over the past 15 years have led to the development of a 
range of analytical methods for this problem, ranging from 
fully nonlinear, time domain, fully integrated soil/pile! 
superstructure interaction analyses to considerably simpler 
analyses based on separate assessment of expected site 
response and resultant pile (or pier) loadings (e.g.: Pestana, 
2001). These types of methods, complemented with 
appropriate conservatism, can provide a suitable basis for 
analysis of this issue, and for the design and detailing of piles 
(or piers) and pile/cap connections. 

The second group of "structural" mitigation methods in Table 
3 involves the use of very stiff, reinforced shallow foundations 
to resist differential lateral and vertical displacements. 
Japanese practice has increasingly employed both grade beams 
and continuous ieinforced foundations for low to moderate 
height structures, and performance of these types of systems in 
earthquakes has been good. The strength and stiffness of both 
grade beams and reinforced continuous foundations used in 
Japan for this purpose are higher than those often used in U.S. 
practice, however, and standards for design of these are 
lacking in the U.S., so that engineering judgement is required 
here. 

Stiff, shallow foundations can be designed to adequately resist 
unacceptable flexure and resultant "wracking" of the structure, 
but it should be noted that differential settlements can still 
result in rotational "tilting" of the structure. A number of 
methods have been developed to re-level such structures after 
earthquake-induced settlements, including careful micro-
underexcavation (extraction of soil by horizontal borings), and 
successful re-levelling of a pair of large (12-story) reinforced 
concrete apartment buildings in Nantou, Taiwan after the 1999 
Chi-Chi Earthquake suggests that these methods are more 
adaptable than had previously been expected. 

7.2 Assessment of Mitigation: 

It is important to assess the expected pereformance of the 
mitigated situation. This involves returning to the top of the 
framework illustrated in Figure 1, and again progressing 
through the various steps to assess the expected performance 
of the mitigated site and/or system, and the adequacy of this 
expected performance. It is no longer acceptable practice to 
simply implement mitigation; the adequacy of the mitigation 
must also be evaluated. 

8.0 SUMMARY ANI) CONCLUSIONS 

There have been major advances in seismic soil liquefaction 
engineering over the past decade. These advances have been 
spurred in no small part by lessons and data provided by 
earthquakes that have occurred over the past 15 years, as well  

as by the research efforts and professional will borne of these 
events. The advances achieved have, importantly, affected 
practice as well as research, and soil liquefaction engineering 
has now grown into a semi -mature field in its own right. 

As important and heartening as the recent advances in this 
field are, however, more needs to be done. Major recent, and 
ongoing, advances are significantly improving our ability to 
predict the probability of "triggering" or initiation of soil 
liquefaction, but major gaps continue to persist with regard to 
our ability to accurately and reliably assess the likely 
consequences of liquefaction. This is particularly true for 
situations in which structural and/or site displacements and 
deformations are likely to be "small to moderate" (~ 0.75m.). 
Improved analytical and design tools, and improved 
understanding of what constitutes "acceptable" performance, 
are urgently needed here. 

The rapid rate of progress in liquefaction engineering can be 
confidently expected to continue in the years ahead. 
Significant research efforts are currently underway, literally 
around the world, to address all of these urgent needs. Over 
the next 3 to 5 years, engineers can expect to see the results of 
these efforts begin to make their way into practice. 

We can also expect a need to provide improved assessments of 
expected performance in response to the evolving new 
questions being raised in the name of "performance-based" 
engineering. Performance-based predictions are not new to 
geotechnical engineers, but the levels of refinement (in terms 
of increased accuracy and increased reliability) beginning to 
be sought new to the general area of liquefaction 
engineering, and will continue to pose a new set of challenges. 

In summary, the past decade has seen a laudable rate of 
improvements in practice, and more of the same can be 
expected over the next 3 to 5 years. Indeed, further advances 
will be needed to keep pace with the increased demands being 
generated by the ongoing shift in practice towards increasingly 
performance-based design. 
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